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	A new network option to extend the S-RNTI over 20 bits has been agreed to allow support of large RNS deployments in RAN3 specifications.

In the current RRC specification the S-RNTI ID is defined as 20 bits, and therefore needs to be aligned with RAN3 specifications.
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10.3.3.47
U-RNTI
The U-RNTI (UTRAN Radio Network Temporary Identity) is allocated to a UE having a RRC connection and identifies the UE within UTRAN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SRNC identity
	MP
	
	bit string(12)
	The SRNC ID unique in PLMN is encoded to SRNC identity IE in descending order from b31. The b31 is the most significant bit. 
If the SRNC ID is more than 12 bits as defined in [57], the remaining bits are included as most significant bits of S-RNTI IE.
If the UE ID unique in SRNS encoded in S-RNTI IE is more than 20 bits as defined in [57], the most significant bits are included as the least significant bits of SRNC ID.

	S-RNTI
	MP
	
	bit string(20)
	The UE ID unique in SRNS is encoded to the S-RNTI IE in descending order. 
If the S-RNTI IE is more than 20 bits as defined in [57], the remaining bits are included as the least significant bits of SRNC ID. 

If the SRNC ID is more than 12 bits as defined in [57], S-RNTI include both part of the SRNC ID and the UE-ID. The least significant bits encode the UE-ID to the S-RNTI IE in descending order. The b0 is the least significant bit.
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