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1
Introduction

After RAN2#78 meeting, there was an email discussion [78#55] that aimed at progressing further with the stage3 CRs for the Multiflow WI [1]. In this document, we present a list of open issues that were raised during that email discussion.

2
List of open issues

· General

· One proponent expressed a comment that current Multiflow definition should be improved and should refer to a configuration/mode of operation, rather than a UE capability only.

· TS 25.302

· There was a comment on whether we can re-use the existent physical channel combination 29 for the primary assisting serving cell (with some clarifications in the description part as it is now in [2]), or whether a new combination should be introduced.

· At the moment, there is no physical channel combinations in [2] for Multiflow & CLTD, as was noted by one of the proponents. Thus, RAN2 should make a decision on whether Multiflow operation can be combined with CLTD.

· TS 25.306

· There was a comment on whether we should extend a list with explicit Multltiflow sub-capabilities in [3] or keep them at the general level. 

· TS 25.308

· Since it is not clear whether eSCC can be combined with Multiflow, there was a proposal to make this clarification. 

· There was a comment from one proponent that TSN field extension rule agreement from RAN2#78 was not captured properly, and thus further clarifications are needed. 

· TS 25.322

· The rapporteur company was suggesting to rename VR(X) state variable to reflect its functional purpose (note that it is still VR(X) in [4]).

· There was a proposal from one proponent to revise the definition of the VR(X) timer because its current definition does not reflect its functioning.

· There was a discussion on whether description of the VR(MS) variable is fully correct or not, after which at least one proponent is still willing to clarify it further.

· One proponent suggested to change the exiting functionality of the T_reordering timer so that while it is running it prohibits only reporting missing PDUs rather than whole STATUS PDU.

· TS 25.331

· No open issues.
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