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–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}

OPTIONAL,















-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig

OPTIONAL, 


-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}

OPTIONAL,














-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10




BOOLEAN






OPTIONAL,
-- Need ON


cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,

-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-v1020
UplinkPowerControlDedicated-v1020
OPTIONAL
-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],

[[
addCSI-RS-ToReleaseListPFreq-r11
AddCSI-RS-ToReleaseList-r11
OPTIONAL,
-- Need ON


addCSI-RS-ToAddModListPFreq-r11

AddCSI-RS-ToAddModList-r11
OPTIONAL
-- Need ON

]]
}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10






AntennaInfoDedicated-r10
OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r10

CrossCarrierSchedulingConfig-r10
OPTIONAL,
-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10


OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated

OPTIONAL
-- Need ON


}















OPTIONAL, 
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10


OPTIONAL,
-- Need ON



pusch-ConfigDedicatedSCell-r10


PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Need ON



uplinkPowerControlDedicatedSCell-r10
UplinkPowerControlDedicatedSCell-r10
OPTIONAL,
-- Need ON



cqi-ReportConfigSCell-r10



CQI-ReportConfigSCell-r10
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-r10

SoundingRS-UL-ConfigDedicated
OPTIONAL,
-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10









SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...

}

AddCSI-RS-ToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-Add-r11) OF AddCSI-RS-Identity
AddCSI-RS-ToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-Add-r11) OF AddCSI-RS-Config-r11
-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	additionalSpectrumEmissionPCell

The UE requirements related to IE AdditionalSpectrumEmissionPCell are defined in TS 36.101 [42]. EUTRAN does not configure AdditionalSpectrumEmissionPCell if there are no other serving cells configured. E-UTRAN does not configure the field in case of contiguous intra-band carrier aggregation.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.

eNote
It is FFS if additional CSI-RS reources configured for physical measurements can be configured for secondary frequencies.

<Cut untile the next modified section>

–
CRM-CSI-RS-Config
The IE CRM-CSI-RS-Config is used to configure a CSI-RS resource configuration for RRC-based measurement reporting.

CRM-CSI-RS-Config information elements
-- ASN1START

CRM-CSI-RS-Config-r11 ::=


SEQUENCE {

-- eNote: partly the same as AddCSI-RS-Config

csi-RS-Identity-r11



CRM-CSI-RS-Identity-r11,


antennaPortsCount-r11


ENUMERATED {an1, an2, an4, an8},

resourceConfig-r11



INTEGER (0..31),


subframeConfig-r11



INTEGER (0..154),


scramblingIdentity



INTEGER (0..503),


csi-RS-IndividualOffset


Q-OffsetRange,

-- Need and value range are FFS

...
}

-- ASN1STOP

	CRM-CSI-RS-Config field descriptions

	antennaPortsCount

Parameter represents the number of antenna ports used for transmission of CSI reference signals where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.5].

	resourceConfig

Parameter: CSI reference signal configuration, see TS 36.211 [21, table 6.10.5.2-1 and 6.10.5.2-2].

	subframeConfig

Parameter: 
[image: image1.wmf]RS
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, see TS 36.211 [21, table 6.10.5.3-1].

	scramblingIdentity
Parameter: xxx, see TS 36.211 [21, xxx].


eNote
The value range of antennaPortsCount may change depending on RAN1/ 4.

–
CRM-CSI-RS-Identity
The IE CRM-CSI-RS-Identity is used to identify a CSI-RS resource configuration that is configured for RRC-based measurement reporting.

CRM-CSI-RS-Identity information elements
-- ASN1START

CRM-CSI-RS-Identity-r11 ::=



INTEGER (1..maxCSI-RS-CRM-r11)

-- ASN1STOP

<Cut untile the next modified section>

–
AddCSI-RS-Config
The IE AddCSI-RS-Config is used to configure a CSI-RS resource configuration that is configured in addition to the CSI-RS resource configuration defined in REL-10.

AddCSI-RS-Config information elements
-- ASN1START

AddCSI-RS-Config-r11 ::=
SEQUENCE {


-- eNote: partly the same as CRM-CSI-RS-Config

addCSI-RS-Identity-r11
AddCSI-RS-Identity-r11,


antennaPortsCount-r11


ENUMERATED {an1, an2, an4, an8},

resourceConfig-r11



INTEGER (0..31),


subframeConfig-r11



INTEGER (0..154),


scramblingIdentity



INTEGER (0..503),


p-C-r10






INTEGER (-8..15)


...

}

-- ASN1STOP

	AddCSI-RS-Config field descriptions

	antennaPortsCount

Parameter represents the number of antenna ports used for transmission of CSI reference signals where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.5].

	p-C

Parameter: 
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, see TS 36.213 [23, 7.2.5].

	resourceConfig

Parameter: CSI reference signal configuration, see TS 36.211 [21, table 6.10.5.2-1 and 6.10.5.2-2].

	subframeConfig

Parameter: 
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, see TS 36.211 [21, table 6.10.5.3-1].

	scramblingIdentity
Parameter: xxx, see TS 36.211 [21, xxx].


–
AddCSI-RS-Identity
The IE AddCSI-RS-Identity is used to identify a CSI-RS resource configuration that is configured in addition to the CSI-RS resource configuration defined in REL-10.

AddCSI-RS-Identity information elements
-- ASN1START

AddCSI-RS-Identity-r11 ::=




INTEGER (1.. maxCSI-RS-Add-r11)

-- ASN1STOP

<Cut untile the next modified section>

6.3.5
Measurement information elements

<Cut untile the next modified section>

–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL,

-- Need ON


...,


[[measCycleSCell-r10



MeasCycleSCell-r10

OPTIONAL,

-- Need ON



measSubframePatternConfigNeigh-r10
MeasSubframePatternConfigNeigh-r10
OPTIONAL






-- Need ON


]],

[[
CRM-CSI-RS-ToReleaseList-r11

CRM-CSI-RS-ToReleaseList-r11
OPTIONAL,
-- Need ON


CRM-CSI-RS-ToAddModList-r11


CRM-CSI-RS-ToAddModList-r11

OPTIONAL
-- Need ON
}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

MeasCycleSCell-r10 ::=



ENUMERATED {sf160, sf256, sf320, sf512,














sf640, sf1024, sf1280, spare1}

MeasSubframePatternConfigNeigh-r10 ::=
CHOICE {


release








NULL,


setup








SEQUENCE {



measSubframePatternNeigh-r10


MeasSubframePattern-r10,



measSubframeCellList-r10



MeasSubframeCellList-r10
OPTIONAL
-- Cond measSubframe


}

}

MeasSubframeCellList-r10 ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF PhysCellIdRange

CRM-CSI-RS-ToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-CRM) OF CRM-CSI-RS-Identity-r11

CRM-CSI-RS-ToAddModList-r11 ::=

SEQUENCE (SIZE (1..maxCSI-RS-CRM) OF CRM-CSI-RS-Config-r11

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	blackCellsToAddMoList

List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	cellIndex

Entry index in the cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	cellIndividualOffset

Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToAddModList

List of cells to add/ modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list.

	measCycleSCell

Parameter: Tmeasure_scc See TS 36.133 [16, 8.3.3]. The parameter is used only when an SCell is configured on the frequency indicated by the measObject and is in deactivated state, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, sf256 corresponds to 256 sub-frames and so on.

	measSubframeCellList

List of cells for which measSubframePatternNeigh is applied.

	measSubframePatternNeigh
Time domain measurement resource restriction pattern applicable to neighbour cell RSRP and RSRQ measurements on the carrier frequency indicated by carrierFreq. For cells in measSubframeCellList the UE shall assume that the subframes indicated by measSubframePatternNeigh are non-MBSFN subframes.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	physCellId

Physical cell identity of a cell in the cell list.

	physCellIdRange

Physical cell identity or a range of physical cell identities of cells in the black list.


	Conditional presence
	Explanation

	measSubframe
	The field is mandatory present if measSubframePatternNeigh is configured.


eNote
It is FFS if CRM-CSI-RS configurations can be configured for frequencies other than the primary frequency.
<Cut untile the next modified section>

–
MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.

MeasResults information element
-- ASN1START

MeasResults ::=





SEQUENCE {


measId







MeasId,


measResultPCell




SEQUENCE {



rsrpResult






RSRP-Range,



rsrqResult






RSRQ-Range


},


measResultNeighCells



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...,


[[
measResultForECID-r9



MeasResultForECID-r9


OPTIONAL


]],


[[
locationInfo-r10




LocationInfo-r10



OPTIONAL,



measResultServFreqList-r10


MeasResultServFreqList-r10

OPTIONAL


]]

[[
measResultListEUTRA-v11xy


MeasResultListEUTRA-v11xy


OPTIONAL

]]
}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=
SEQUENCE {


physCellId






PhysCellId,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



rsrpResult






RSRP-Range





OPTIONAL,



rsrqResult






RSRQ-Range





OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]]


}

}

MeasResultListEUTRA-v11xy ::=
SEQUENCE {


MeasResult-CRM-CSI-RS-List-r11

MeasResult-CRM-CSI-RS-List-r11

OPTIONAL

}

MeasResultServFreqList-r10 ::=
SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10
MeasResultServFreq-r10 ::=


SEQUENCE {


servFreqId-r10





ServCellIndex-r10,


measResultSCell-r10




SEQUENCE {



rsrpResultSCell-r10




RSRP-Range,



rsrqResultSCell-r10




RSRQ-Range


}














OPTIONAL,


measResultBestNeighCell-r10


SEQUENCE {



physCellId-r10





PhysCellId,



rsrpResultNCell-r10




RSRP-Range,



rsrqResultNCell-r10




RSRQ-Range


}














OPTIONAL,


...

}

MeasResult-CRM-CSI-RS-List-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-CRM-r11)) OF MeasResult-CRM-CSI-RS- r11
MeasResult-CRM-CSI-RS-r11 ::=
SEQUENCE {


csi-RS-Identity-r11




CRM-CSI-RS-Identity-r11,


measResult-r11





SEQUENCE {



csi-rsrp-Result-r11




RSRP-Range





OPTIONAL,



...

}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=
SEQUENCE {


physCellId






CHOICE {



fdd








PhysCellIdUTRA-FDD,



tdd








PhysCellIdUTRA-TDD


},


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdUTRA,



locationAreaCode




BIT STRING (SIZE (16))


OPTIONAL,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL,



plmn-IdentityList




PLMN-IdentityList2 



OPTIONAL


}


 











OPTIONAL,


measResult






SEQUENCE {



utra-RSCP






INTEGER (-5..91)



OPTIONAL,



utra-EcN0






INTEGER (0..49)




OPTIONAL,



...,



[[
additionalSI-Info-r9



AdditionalSI-Info-r9



OPTIONAL



]]


}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=
SEQUENCE {


carrierFreq






CarrierFreqGERAN,


physCellId






PhysCellIdGERAN,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdGERAN,



routingAreaCode





BIT STRING (SIZE (8))


OPTIONAL


}


 














OPTIONAL,


measResult






SEQUENCE {



rssi







INTEGER (0..63),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


preRegistrationStatusHRPD


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=
SEQUENCE {


physCellId






PhysCellIdCDMA2000,


cgi-Info






CellGlobalIdCDMA2000

 

OPTIONAL,


measResult






SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

MeasResultForECID-r9 ::=

SEQUENCE {


ue-RxTxTimeDiffResult-r9



INTEGER (0..4095),


currentSFN-r9






BIT STRING (SIZE (10))

}

PLMN-IdentityList2 ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=


SEQUENCE {


csg-MemberStatus-r9



ENUMERATED {member}



OPTIONAL,


csg-Identity-r9





CSG-Identity





OPTIONAL

}

-- ASN1STOP

	MeasResults field descriptions

	csg-MemberStatus

Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN

Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	locationAreaCode

A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResult

Measured result of an E‑UTRA cell;

Measured result of a UTRA cell;

Measured result of a GERAN cell or frequency; or
Measured result of a CDMA2000 cell.

Measured result of UE Rx–Tx time difference.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultPCell

Measured result of the PCell.

	measResultsCDMA2000

Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList

Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. 

	pilotPnPhase

Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005-A [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength

CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005-A [25] for CDMA2000 1xRTT and C.S0024-A [26] for CDMA2000 HRPD.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast. This field contains the list of identities starting from the second entry of PLMN Identities in the broadcast information.

	preRegistrationStatusHRPD

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	routingAreaCode

The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult

Measured RSRP result of an E‑UTRA cell.

The rsrpResult is only reported if configured by the eNB.

	rsrqResult

Measured RSRQ result of an E‑UTRA cell.

The rsrqResult is only reported if configured by the eNB.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. According to UE Rx-Tx time difference report mapping in TS 36.133 [16].



	utra-EcN0

According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP

According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.


–
QuantityConfig
The IE QuantityConfig specifies the measurement quantities and layer 3 filtering coefficients for E-UTRA and inter-RAT measurements.

QuantityConfig information element
-- ASN1START

QuantityConfig ::=




SEQUENCE {


quantityConfigEUTRA




QuantityConfigEUTRA




OPTIONAL,
-- Need ON


quantityConfigUTRA




QuantityConfigUTRA




OPTIONAL,
-- Need ON


quantityConfigGERAN




QuantityConfigGERAN




OPTIONAL,
-- Need ON


quantityConfigCDMA2000



QuantityConfigCDMA2000



OPTIONAL,
-- Need ON


...,


[[
quantityConfigUTRA-v1020

QuantityConfigUTRA-v1020


OPTIONAL
-- Need ON

]]


[[
quantityConfigEUTRA-v11xy

QuantityConfigEUTRA-v11xy


OPTIONAL
-- Need ON

]]

}

QuantityConfigEUTRA ::=



SEQUENCE {


filterCoefficientRSRP



FilterCoefficient




DEFAULT fc4,


filterCoefficientRSRQ



FilterCoefficient




DEFAULT fc4

}

QuantityConfigEUTRA-v11xy ::=

SEQUENCE {


filterCoefficientCSI-RSRP


FilterCoefficient




DEFAULT fc4
}

QuantityConfigUTRA ::=



SEQUENCE {


measQuantityUTRA-FDD



ENUMERATED {cpich-RSCP, cpich-EcN0},

measQuantityUTRA-TDD



ENUMERATED {pccpch-RSCP},

filterCoefficient




FilterCoefficient




DEFAULT fc4

}

QuantityConfigUTRA-v1020 ::=

SEQUENCE {


filterCoefficient2-FDD-r10


FilterCoefficient




DEFAULT fc4

}

QuantityConfigGERAN ::=



SEQUENCE {


measQuantityGERAN




ENUMERATED {rssi},


filterCoefficient




FilterCoefficient




DEFAULT fc2

}

QuantityConfigCDMA2000 ::=


SEQUENCE {


measQuantityCDMA2000



ENUMERATED {pilotStrength, pilotPnPhaseAndPilotStrength}

}

-- ASN1STOP

eNote
It is FFS if the existing FilterCoefficient IE is re-used for RRC-based measurement reporting of CRM-CSI-RS resource configurations.

<Cut untile the next modified section>

–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than PCell;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

Event A6:
Neighbour becomes amount of offset better than SCell.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30),






reportOnLeave





BOOLEAN





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...,





eventA6-r10






SEQUENCE {






a6-Offset-r10





INTEGER (-30..30),






a6-ReportOnLeave-r10



BOOLEAN





}





-- Additional events will be defined for RRC based measurement reporting





--  of CSI-RS resource configurations e.g. eventC1, eventC2.





-- The number of events as well as the further details are FFS



},




hysteresis






Hysteresis,




timeToTrigger





TimeToTrigger



},



periodical







SEQUENCE {




purpose








ENUMERATED {















reportStrongestCells, reportCGI}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ReportInterval,


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...,


[[
si-RequestForHO-r9




ENUMERATED {setup}

OPTIONAL,
-- Cond reportCGI



ue-RxTxTimeDiffPeriodical-r9

ENUMERATED {setup}

OPTIONAL
-- Need OR

]],

[[
includeLocationInfo-r10

 

ENUMERATED {true}

OPTIONAL,
-- Cond reportMDT



reportAddNeighMeas-r10



ENUMERATED {setup}

OPTIONAL
-- Need OR

]]

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





RSRP-Range,


threshold-RSRQ





RSRQ-Range

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	a3-Offset/ a6-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3/ a6. The actual value is IE value * 0.5 dB.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M.

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	maxReportCells

Max number of cells, excluding the serving cell, to include in the measurement report.

	reportAmount

Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI only value 1 applies.

	reportOnLeave/ a6-ReportOnLeave

Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report.

	si-RequestForHO

The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report.

	ThresholdEUTRA

For RSRP: RSRP based threshold for event evaluation. The actual value is IE value – 140 dBm.

For RSRQ: RSRQ based threshold for event evaluation. The actual value is (IE value – 40)/2 dB.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ), see TS 36.214 [48].

	ue-RxTxTimeDiffPeriodical
If this field is present, the UE shall perform UE Rx-Tx time difference measurement reporting and ignore the fields triggerQuantity, reportQuantity and maxReportCells. If the field is present, the only applicable values for the corresponding triggerType and purpose are periodical and reportStrongestCells respectively.


	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present.

	reportMDT
	The field is optional, need OR, in case triggerType is set to eventA2 or periodical; otherwise the field is not present.


	QuantityConfig field descriptions

	filterCoefficient2-FDD

Specifies the filtering coefficient used for the UTRAN FDD measurement quantity, which is not included in measQuantityUTRA-FDD, when reportQuantityUTRA-FDD is present in ReportConfigInterRAT.

	filterCoefficientRSRP

Specifies the filtering coefficient used for RSRP.

	filterCoefficientRSRQ

Specifies the filtering coefficient used for RSRQ.

	measQuantityCDMA2000

Measurement quantity used for CDMA2000 measurements. pilotPnPhaseAndPilotStrength is only applicable for MeasObjectCDMA2000 of cdma2000-Type = type1XRTT.

	measQuantityGERAN

Measurement quantity used for GERAN measurements.

	measQuantityUTRA

Measurement quantity used for UTRA measurements.

	quantityConfigCDMA2000

Specifies quantity configurations for CDMA2000 measurements.

	quantityConfigEUTRA

Specifies filter configurations for E‑UTRA measurements.

	quantityConfigGERAN

Specifies quantity and filter configurations for GERAN measurements.

	quantityConfigUTRA

Specifies quantity and filter configurations for UTRA measurements. Field quantityConfigUTRA-v1020 is applicable only when reportQuantityUTRA-FDD is configured.


<Cut untile the next modified section>

6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxCSI-RS-Add-r11


INTEGER ::= 3
-- Maximum number of additional CSI RS resource












--  configurations (per frequency)
maxCSI-RS-CRM-r11


INTEGER ::= FFS
-- Maximum number of CSI RS resource configurations











-- for RRC based measurement reporting (per frequency)
maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

-- ASN1STOP

NOTE: The value of maxDRB align with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP
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