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4.3
Service type in Idle and Connected Mode

This clause defines the level of service that may be provided by the network to a UE in Idle mode and Connected Mode.

The action of camping on a cell is necessary to get access to some services. Three levels of services are defined for UE:

-
Limited service (emergency calls and ETWS if supported on an acceptable cell)

-
Normal service (for public use on a suitable cell)

-
Operator service (for operators only on a reserved cell)

Furthermore, the cells are categorised according to which services they offer:

acceptable cell:

An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS if supported). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS primary notification either with or without security in a UTRAN network:

-
The cell is not barred, see subclause 5.3.1.1;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.1.2;

suitable cell:

A "suitable cell" is a cell on which the UE may camp on to obtain normal service. Such a cell shall fulfil all the following requirements.

-
The cell shall be part of either: 

· the selected PLMN, or: 
· the registered PLMN, or:
· a PLMN of the Equivalent PLMN list
· If the UE supports CSG, as defined in [x]:

-
For a CSG cell, the CSG ID broadcast by the cell is present in the CSG whitelist associated with the PLMN for which the above condition is satisfied;

According to the latest information provided by the NAS.

-
The cell is not barred, see subclause 5.3.1.1;

-
The cell is part of at least one LA that is not part of the list of "forbidden LAs for roaming" [9], which belongs to a PLMN that fulfills the first bullet above;
-
The cell selection criteria are fulfilled, see subclause 5.2.3.1.2.

If the IE “Multiple PLMN List” [4] is broadcast in the cell, the cell is considered to be part of all LAs with LAIs constructed from the PLMN identities in the “Multiple PLMN List” and the LAC broadcast in the cell.
barred cell:

A cell is barred if it is so indicated in the system information [4].
reserved cell:

A cell is reserved if it is so indicated in system information [4].
Following exceptions to these definitions are applicable for UEs:

-
camped on a cell that belongs to a LA that is forbidden for regional provision of service, and during emergency calls.

-
as an outcome of the manual CSG selection procedure the UE is allowed to access an acceptable cell which fulfils the cell selection criteria and is not barred or reserved for operator use for UEs not belonging to AC 11 or 15 and inform NAS that access is possible (for location registration procedure).

NOTE:
UE is not required to support manual search and selection of CSG(s) while in RRC CONNECTED state.

A cell that belongs to a LA that is forbidden for regional provision service ([5], [16]) is suitable but provides only limited service.
If a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for cell reselection for the duration of the emergency call.
suitable MBSFN cluster:

A cell is part of an MBSFN cluster if it is indicated in system information [4]. An MBSFN cluster provides exclusively MBMS services. A suitable MBSFN cluster shall fulfil all the following requirements:

-
For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD the MBSFN cluster shall be part of either: 

· the registered PLMN, or:
· a PLMN of the Equivalent PLMN list
The MBSFN cluster shall be indicated as:

-
providing MBSFN only service

For FDD, 3.84 Mcps TDD IMB and 3.84/7.68 Mcps TDD MBSFN cluster selection/reselection process for MBSFN clusters operating on the same frequency shall be based on reception quality. Details of the process are not specified.
<End of next change>
<Start of next change>
5.2.6.1.1
Measurement rules for cell re-selection when HCS is not used

The measurement rules below apply in Idle, URA_PCH, CELL_PCH states. For FDD, 3.84 Mcps TDD and 7.68 Mcps TDD, in CELL_FACH state the measurement rules below apply only if HS-DSCH discontinuous reception is configured, as specified in [4] and according to the requirements specified in [10]. Otherwise, the UE is required to perform measurements on all intra-frequency, inter-frequency and inter-RAT cells listed in system information according to requirements specified in [10]. For 1.28 Mcps TDD, in CELL_FACH state the UE is required to perform measurements on all intra-frequency, inter-frequency and inter-RAT cells listed in system information according to requirements specified in [11]. In Idle, URA_PCH, CELL_PCH and CELL_FACH states the UE shall only consider those cells the UE is mandated to measure according to the measurement rules below as measured cells in the cell reselection criteria (subclause 5.2.6.1.4).

If the system information broadcast in the serving cell indicates that HCS is not used, then for intra-frequency and inter-frequency measurements and inter-RAT measurements, the UE shall:

-
use Squal for FDD cells and Srxlev for TDD for Sx, and apply the following rules.

1.
If Sx > Sintrasearch, UE may choose to not perform intra-frequency measurements. 
If Sx <= Sintrasearch, perform intra-frequency measurements.
If Sintrasearch, is not sent for serving cell, perform intra-frequency measurements.

If the system information broadcast in the serving cell indicates that HCS is not used and absolute priorities for inter-frequency layers are not provided, then for inter-frequency measurements the UE shall:

2.
If Sx > Sintersearch and MBMS PL has not been indicated, and Srxlev > SsearchHCS if SsearchHCS is signalled, UE may choose to not perform inter-frequency measurements. 
If Sx > Sintersearchand MBMS PL has been indicated and the serving cell belongs to the MBMS PL, and Srxlev > SsearchHCS if SsearchHCS is signalled, UE may choose to not perform inter-frequency measurements.
If Sx > Sintersearch, and MBMS PL has been indicated and the serving cell does not belong to the MBMS PL, and Srxlev > SsearchHCS if SsearchHCS is signalled, UE shall at least perform inter-frequency measurements on the MBMS PL.
If Sx <= Sintersearch, or Srxlev <= SsearchHCS if SsearchHCS is signalled, perform inter-frequency measurements. 
If Sintersearch, is not sent for serving cell, perform inter-frequency measurements.
If the UE does not support CSG, as defined in [x], the UE shall ignore "Dedicated CSG frequencies" indicated by system information. The UE shall act as if such information was never received.
If Dedicated CSG frequencies have been indicated by system information the UE may choose not to perform inter-frequency measurments of these frequencies.

If the system information broadcast in the serving cell indicates that HCS is not used and absolute priorities for some inter-RAT layers are not provided, then for inter-RAT measurements on RATs for which absolute priority information is not provided the UE shall:

3.
If Sx > SsearchRAT m, and Srxlev > SHCS,RATm if SHCS,RATm is signalled, UE may choose to not perform measurements on cells of RAT "m". 
If Sx <= SsearchRAT m, or Srxlev <= SHCS,RATm if SHCS,RATm is signalled, perform measurements on cells of RAT "m".
If SsearchRAT m, is not sent for serving cell, perform measurements on cells of RAT "m".

If HCS is not used and if Slimit,SearchRATm is sent for serving cell, UE shall ignore it.
NOTE:
The presence of SsearchHCS and SHCS,RATm thresholds in system information are used to avoid introducing new parameters to system information and their presence does not imply that HCS is used.
<End of next change>
<Start of next change>
5.2.6.1.2
Measurement rules for cell re-selection when HCS is used

The measurement rules below apply in Idle, URA_PCH, CELL_PCH states. For FDD, 3.84 Mcps TDD and 7.68 Mcps TDD, in CELL_FACH state the measurement rules below apply only if HS-DSCH discontinuous reception is configured, as specified in [4] and according to the requirements specified in [10]. Otherwise, the UE is required to perform measurements on all intra-frequency, inter-frequency and inter-RAT cells listed in system information according to requirements specified in [10]. For 1.28 Mcps TDD, in CELL_FACH state the UE is required to perform measurements on all intra-frequency, inter-frequency and inter-RAT cells listed in system information according to requirements specified in [11]. In Idle, URA_PCH, CELL_PCH and CELL_FACH states the UE shall only consider those cells the UE is mandated to measure according to the measurement rules below as measured cells in the cell reselection criteria (subclause 5.2.6.1.4).

The UE shall not use HCS for inter-frequency reselection if absolute priority based cell reselection (see subclause 5.2.6.1.4a) is used for inter-frequency reselection. The UE shall not use HCS for inter-RAT reselection if absolute priority based cell reselection (see subclause 5.2.6.1.4a) is used for that RAT.
Use Squal for FDD cells and Srxlev for TDD cells for Sx and apply the following rules.

If the system information broadcast in the serving cell indicates that HCS is used, then for intra-frequency and inter-frequency measurements, the UE shall:
use HCS priority1 as the HCS priority broadcast in the system information and apply the following rule:

IF an MBMS PL is used THEN 

· If the UE is not in high-mobility state, for serving cell and neighbour cells belonging to the MBMS PL set the HCS priority = HCS priority1 + HCS_OFFmbms.

· If the UE is in high-mobility state, for serving cell and neighbour cells belonging to the MBMS PL set the HCS priority = HCS priority1.

· for serving cell and neighbour cells not belonging to the MBMS PL, set the HCS priority = HCS priority1.
IF an MBMS PL is not used THEN


For serving cell and all neighbour cells set HCS priority = HCS priority1
Then apply this to the following:

1.
For intra-frequency and inter-frequency measurement rules for UEs not in high-mobility state


IF (Srxlevs <= SsearchHCS) or (if FDD and Sx <= Sintersearch) THEN


measure on all intra-frequency and inter-frequency cells.

ELSE


IF (Sx > Sintrasearch) THEN


measure on all intra-frequency and inter-frequency cells, which have higher HCS priority level than the serving cell


ELSE


measure on all intra-frequency and inter-frequency cells, which have equal or higher HCS priority level than the serving cell


ENDIF 

IF (Sintrasearch is not sent for the serving cell) THEN

measure on all intra-frequency cells. UEs in high-mobility state may also use this rule.


measure on all inter-frequency cells, which have higher HCS priority level than the serving cell unless measurement rules for UEs in high-mobility state are triggered.

ENDIF


ENDIF


If HCS is used and if SsearchHCS or Sintersearch (in FDD) are not sent for the serving cell, UE shall:

measure on all intra-frequency and inter-frequency cells.

2.
For intra-frequency and inter-frequency measurement rules for  UE’s in high-mobility state:


If the number of cell reselections during time period TCRmax exceeds NCR, or if the network (via RRC signalling) has ordered the UE to consider itself in high-mobility state, then high-mobility state has been detected. In this high-mobility state, the UE shall


IF (Srxlevs <= SsearchHCS) or (if FDD and Sx <= Sintersearch), or SsearchHCS or Sintersearch (in FDD) are not sent for the serving cell THEN

measure on all intra-frequency and inter-frequency cells.

ELSE


measure intra-frequency and inter-frequency neighbouring cells, which have equal or lower HCS priority than serving cell.


ENDIF


When the number of cell reselections during time period TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst
-
if the criteria for entering high-mobility state is not detected during time period TCrmaxHyst:

-
exit high-mobility state.

If the UE does not support CSG, as defined in [x], the UE shall ignore "Dedicated CSG frequencies" indicated by system information. The UE shall act as if such information was never received.


If Dedicated CSG frequencies have been indicated by System Information the UE may choose not to perform inter-frequency measurements of these frequencies.

When serving cell belongs to a hierarchical cell structure, the UE shall follow these rules for Inter-RAT measurements:

1.
Inter-RAT threshold-based measurement rules for UEs not in high-mobility state


IF (Srxlevs <= SHCS,RATm) or (if FDD and Sx <= SSearchRATm) THEN


UE shall measure on all inter-RATm cells.


ELSE


IF (Sx > Slimit,SearchRATm) THEN


UE may choose to not measure neighbouring cells in RAT "m".


ELSE


UE shall measure on all neighbouring cells in RAT "m", which have equal or higher HCS priority level than the serving cell


ENDIF


ENDIF


If HCS is used and if SHCS,RATm is not sent for the serving cell, UE shall measure on all inter-RATm cells. 

2.
Inter-RAT measurement rules for  UEs in high-mobility state

-
If the number of cell reselections during time period TCRmax exceeds NCR, or if the network (via RRC signalling) has ordered the UE to consider itself in high-mobility state, then high-mobility state has been detected. In this high-mobility state, the UE shall

-
IF (Srxlevs <= SHCS,RATm) or (if FDD and Sx <= SSearchRATm), or SHCS,RATm or SSearchRATm are not sent for the serving cell THEN

-
UE shall measure on all inter-RATm cells.

ELSE

-
measure the neighbouring cells in RAT "m", which have an equal or lower HCS priority than the serving cell
-
ENDIF


When the number of cell reselections during time interval TCRmax no longer exceeds NCR, UE shall

-
continue these measurements during time period TCrmaxHyst
-
if the criteria for entering high-mobility state is not detected during time period TCrmaxHyst

-
exit high-mobility state.
<End of next change>
<Start of last change>
5.2.6.4

Cell reselection with CSG cells

5.2.6.4.1
Cell reselection from a non-CSG cell to a CSG cell

In addition to normal cell reselection, the UE shall use an autonomous search function to detect at least previously visited allowed CSG cells on non-serving frequencies, including inter-RAT frequencies, according to the performance requirements specified in [10], when at least one CSG with associated PLMN identity IDis included in the UE’s CSG whitelist. The UE is required to perform autonomous search function in Idle, Cell_PCH and URA_PCH states. The UE shall disable the autonomous search function for CSG cells if the UE’s CSG whitelist is empty. If "Dedicated CSG frequency(ies) " IE is present, the UE may use the autonomous search function only on these dedicated frequencies and on the other frequencies listed in the system information.

NOTE:
The UE autonomous search function, per UE implementation, determines when and/or where to search for allowed CSG cells.
If the UE does not support CSG, as defined in [x], the UE shall ignore the stored "CSG PSC Split Information" IE [4].

If the UE does not support CSG, as defined in [x], the UE shall ignore "Dedicated CSG frequency(ies)" IE indicated by system information [4].

When the UE supports CSG and has an empty CSG whitelist, the UE may ignore cells with PSC in the stored range "CSG PSC Split Information" [4] reserved for CSG cells for intra-frequency and inter-frequency measurements and cell re-selections.

If the UE detects a suitable CSG cell on the same frequency it shall reselect this cell if the concerned CSG cell is the highest ranked cell, according to 5.2.6.1.4.

If the UE detects a suitable CSG cell on a different frequency it shall reselect this cell irrespective of the cell reselection rules applicable for the cell the UE is currently camped on, if the detected suitable CSG cell is the strongest cell on that frequency. If suitable CSG cells are detected on different frequencies and these are the strongest cells on their frequencies, then the UE shall reselect to any one of them.

If the UE detects one or more suitable CSG cell on another RAT, the UE shall reselect to one of them according to [18].
<End of last change>
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