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1. Overall Description:

RAN2 would like to thank RAN3 for the LS on enhancements to the LTE RLF Report.
RAN2 discussed the potential enhancements described in the LS, and reached agreement on the following:

-
“C-RNTI” is added to the RLF Report, in order to identify the UE context in the last serving cell also for the case of re-connection from idle.  
-
“RLF Cause” is added to the RLF Report, in order to differentiate between the three existing triggers for RLF.  This may be beneficial for e.g. determining whether the RLF is due to uplink or downlink problems.
In addition, RAN2 has separately agreed to include “Time Information” in the RLF Report, in order to assist the network in determining the approximate time when the connection failure occurred.  The “Time Information” indicates the number of seconds that has elapsed between connection failure and reporting.  
RAN2 would like to note that for UE context identification, C-RNTI may not guarantee uniqueness due to reuse of C-RNTIs by the last serving cell. One possible solution for unambiguously identifying a UE context is to use the time information together with C-RNTI.  RAN2 also discussed the use of “Short MAC-I” together with C-RNTI to unambiguously identify a UE context, but Short MAC-I was not considered necessary to add to the RLF Report since time information is already available. 
2. Actions:

To RAN3:  
RAN2 kindly asks RAN3 to take the above information into account.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #79bis
08–12 October 2012

Bratislava, Slovakia
TSG-RAN WG2 Meeting #80
12–16 November 2012

New Orleans, USA
