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6.2.2
Message definitions

<Cut until the next modified section>
–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v890-IEs

OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionRelease-v8i0-IEs)



OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

RRCConnectionRelease-v8i0-IEs ::= SEQUENCE {


redirectedCarrierInfo-v8i0


RedirectedCarrierInfo-v8i0


OPTIONAL,
-- Cond RedirectEUTRA

idleModeMobilityControlInfo-v8i0
IdleModeMobilityControlInfo-v8i0
OPTIONAL,
-- Cond idleInfoEUTRA

nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other,spare2, spare1 }

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...

}

RedirectedCarrierInfo-v8i0 ::=


SEQUENCE {

arfcn-ValueEUTRA-v8i0



ARFCN-ValueEUTRA-v8i0
}

IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...

}

IdleModeMobilityControlInfo-v8i0 ::=
SEQUENCE {

freqPriorityListEUTRA-v8i0


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v8i0
}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityEUTRA-v8i0 ::=


SEQUENCE {


arfcn-ValueEUTRA-v8i0



ARFCN-ValueEUTRA-v8i0

OPTIONAL
-- Need OP
}

FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD 

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT 

BandClassPriority1XRTT ::=

SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to another E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4].

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA).

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.


	Conditional presence
	Explanation

	RedirectEUTRA
	The field is optionally present, need OP, if the redirectedCarrierInfo is included and set to eutra; otherwise the field is not present.

	idleInfoEUTRA
	The field is optionally present, need OP, if the IdleModeMobilityControlInfo is included and includes freqPriorityListEUTRA; otherwise the field is not present.


<Cut until the next modified section>
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





BIT STRING (SIZE (27))
OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},

systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs




OPTIONAL
-- Need OP

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}


OPTIONAL

}

SystemInformationBlockType1-v8h0-IEs ::= SEQUENCE {


multiBandInfoList




MultiBandInfoList


OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v8i0-IEs
OPTIONAL
}

SystemInformationBlockType1-v8i0-IEs ::= SEQUENCE {


freqBandIndicator-v8i0



FreqBandIndicator-v8i0

OPTIONAL,
-- Cond FBI-max

multiBandInfoList-v8i0



MultiBandInfoList-v8i0

OPTIONAL,
-- Cond mFBI-max

nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, spare7, spare6, spare5,











spare4, spare3, spare2, spare1, ...}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed.

	cellBarred

‘barred’ means the cell is barred, as defined in TS 36.304 [4].

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	multiBandInfoList
A list of additional frequency band indicators, including the frequency band indicated by freqBandIndicator, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If there are multiple bands supported by the UE, the UE shall apply the first listed band which it supports.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the allowed CSG list that the UE has stored.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in 36.304 [4]. Actual value Qrxlevminoffset = IE value * 2 [dB]. If absent, apply the (default) value of 0 [dB] for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	p-Max

Value applicable for the cell.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10 and SIB11.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to. The IE is present in a CSG cell.


	Conditional presence
	Explanation

	EARFCNorFBI-max
	The field is mandatory present if one or more entries in interFreqCarrierFreqList has field dl-CarrierFreq set to maxEARFCN or if one or more entries in interFreqCarrierFreqList-v8h0 has one or more entry in field multiBandInfoList set to 64. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. no suffix, introduced in -v8h0) is set to 64

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.


6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR

timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)





OPTIONAL
-- Need OP
}

SystemInformationBlockType2-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList



SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission
OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType2-v8i0-IEs

OPTIONAL
-- Need OP

}

SystemInformationBlockType2-v8i0-IEs ::= SEQUENCE {


ul-CarrierFreq-v8i0




ARFCN-ValueEUTRA-v8i0

OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}




OPTIONAL
-- Need OP

}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

MBSFN-SubframeConfig ::=


SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




CHOICE {



oneFrame






BIT STRING (SIZE(6)),



fourFrames






BIT STRING (SIZE(24))


}

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…,p95 = 0.95. Values other than ‘p00’ can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringTime

Mean access barring time value in seconds.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink.

	multiBandInfoList
A list of additionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order.

	radioFrameAllocationPeriod, radioFrameAllocationOffset

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod = radioFrameAllocationOffset is satisfied. Value n1 for radioframeAllocationPeriod denotes value 1, n2 denotes value 2, and so on. When fourFrames is used for subframeAllocation, the equation defines the first radio frame referred to in the description below. Values n1 and n2 are not applicable when fourFrames is used.

	subframeAllocation

Defines the subframes that are allocated for MBSFN within the radio frame allocation period defined by the radioFrameAllocationPeriod and the radioFrameAllocationOffset.

	oneFrame

“1” denotes that the corresponding subframe is allocated for MBSFN. The following mapping applies:

FDD: The first/leftmost bit defines the MBSFN allocation for subframe #1, the second bit for #2, third bit for #3 , fourth bit for #6, fifth bit for #7, sixth bit for #8.

TDD: The first/leftmost bit defines the allocation for subframe #3, the second bit for #4, third bit for #7, fourth bit for #8, fifth bit for #9. Uplink subframes are not allocated. The last bit is not used.

	fourFrames

A bit-map indicating MBSFN subframe allocation in four consecutive radio frames, “1” denotes that the corresponding subframe is allocated for MBSFN. The bitmap is interpreted as follows:

FDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3 , #6, #7, and #8 in the sequence of the four radio-frames.

TDD: Starting from the first radioframe and from the first/leftmost bit in the bitmap, the allocation applies to subframes #3, #4, #7, #8, and #9 in the sequence of the four radio-frames. The last four bits are not used. Uplink subframes are not allocated.


<Cut until the next modified section>
–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...,


lateNonCriticalExtension

OCTET STRING (CONTAINING SystemInformationBlockType5-v8h0-IEs)





OPTIONAL
-- Need OP
}

SystemInformationBlockType5-v8h0-IEs ::=
SEQUENCE {

interFreqCarrierFreqList-v8h0 SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v8h0



 OPTIONAL,
-- Need OP

nonCriticalExtension


SystemInformationBlockType5-v8i0-IEs

OPTIONAL
-- Need OP

}

SystemInformationBlockType5-v8i0-IEs ::=
SEQUENCE {

interFreqCarrierFreqList-v8i0
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v8i0



OPTIONAL,
-- Need OP

nonCriticalExtension


SEQUENCE {}






OPTIONAL
-- Need OP

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqInfo ::=
SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


q-RxLevMin






Q-RxLevMin,


p-Max







P-Max






OPTIONAL,

-- Need OP


t-ReselectionEUTRA




T-Reselection,


t-ReselectionEUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


cellReselectionPriority



CellReselectionPriority


OPTIONAL,

-- Need OP


neighCellConfig





NeighCellConfig,


q-OffsetFreq





Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList



InterFreqNeighCellList


OPTIONAL, 

-- Need OR


interFreqBlackCellList



InterFreqBlackCellList


OPTIONAL, 

-- Need OR


...

}

InterFreqCarrierFreqInfo-v8h0 ::=

SEQUENCE {


multiBandInfoList




MultiBandInfoList



OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v8i0 ::=
SEQUENCE {


dl-CarrierFreq-v8i0




ARFCN-ValueEUTRA-v8i0
OPTIONAL
-- Cond EARFCNorFBI-max

multiBandInfoList-v8i0



MultiBandInfoList-v8i0
OPTIONAL
-- Cond mFBI-max

}

InterFreqNeighCellList ::=


SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=


SEQUENCE {


physCellId






PhysCellId,


q-OffsetCell





Q-OffsetRange

}

InterFreqBlackCellList ::=


SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	p-Max

Value applicable for the neighbouring E-UTRA cells on this carrier frequency.

	threshX-High

Parameter "Threshx,high", see TS 36.304 [4].

	threshX-Low

Parameter "Threshx,low", see TS 36.304 [4].

	t-ReselectionEUTRA

Parameter “TreselectionEUTRAN” in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter “Speed dependent ScalingFactor for TreselectionEUTRAN” in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].

	q-OffsetFreq

Parameter “Qoffsetfrequency” in TS 36.304 [4].

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList-v8h0
One entry corresponding to each supported carrier frequency listed in the same order as in interFreqCarrierFreqList.

	multiBandInfoList
Indicates the list of frequency bands in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common.


	Conditional presence
	Explanation

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to 64. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. no suffix, introduced in -v8h0) is set to 64


6.3.4
Mobility control information elements

<Cut until the next modified section>
–
ARFCN-ValueEUTRA
The IE ARFCN-ValueEUTRA is used to indicate the ARFCN applicable for a downlink, uplink or bi-directional (TDD) E-UTRA carrier frequency, as defined in TS 36.101 [42]. If an extension is signalled using the extended value range (as defined by IE ARFCN-ValueEUTRA-v8i0), the UE shall only consider this field (and hence ignore the corresponding field using the original value range as defined by IE ARFCN-ValueEUTRA i.e. without suffix). If the field using the original value range is set to value maxEARFCN, a UE not supporting the extension shall consider the field to be set to a not supported value.
ARFCN-ValueEUTRA information element
-- ASN1START

ARFCN-ValueEUTRA ::=



INTEGER (0..maxEARFCN)

ARFCN-ValueEUTRA-v8i0 ::=


INTEGER (maxEARFCN+1..maxEARFCN-r11)

-- ASN1STOP

<Cut until the next modified section>
–
FreqBandIndicator

The IE FreqBandIndicator indicates the E-UTRA operating band as defined in TS 36.101 [42, table 5.5-1]. If an extension is signalled using the extended value range (as defined by IE FreqBandIndicator-v8i0), the UE shall only consider this field (and hence ignore the corresponding field using the original value range as defined by IE FreqBandIndicator i.e. without suffix). If the field using the original value range is set to value 64, a UE not supporting the extension shall consider the field to be set to a not supported value.
FreqBandIndicator information element
-- ASN1START

FreqBandIndicator ::=




INTEGER (1..64)

FreqBandIndicator-v8i0 ::=



INTEGER (65..128)
-- ASN1STOP

–
MobilityControlInfo
The IE MobilityControlInfo includes parameters relevant for network controlled mobility to/within E‑UTRA.

MobilityControlInfo information element
-- ASN1START

MobilityControlInfo ::=

SEQUENCE {


targetPhysCellId




PhysCellId,


carrierFreq






CarrierFreqEUTRA




OPTIONAL,
-- Cond HO-toEUTRA


carrierBandwidth




CarrierBandwidthEUTRA



OPTIONAL,
-- Cond HO-toEUTRA


additionalSpectrumEmission


AdditionalSpectrumEmission


OPTIONAL,
-- Cond HO-toEUTRA


t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


newUE-Identity





C-RNTI,


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need OP


...,

[[
carrierFreq-v8i0



SEQUENCE {




dl-ARFCN-ValueEUTRA-v8i0

ARFCN-ValueEUTRA-v8i0

OPTIONAL
-- Need OP



ul-ARFCN-ValueEUTRA-v8i0

ARFCN-ValueEUTRA-v8i0

OPTIONAL
-- Cond FDD



}














OPTIONAL
-- Cond freq

]]
}

CarrierBandwidthEUTRA ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1},


ul-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1}
OPTIONAL -- Need OP

}

CarrierFreqEUTRA ::=



SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL
-- Cond FDD

}

-- ASN1STOP

	MobilityControlInfo field descriptions

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	dl-Bandwidth

Parameter: Downlink bandwidth, see TS 36.101 [42].

	ul-Bandwidth

Parameter: Uplink bandwidth, see TS 36.101 [42, table 5.6-1]. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD, apply the same value as applies for the downlink bandwidth.

	rach-ConfigDedicated

The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	carrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth, see TS 36.101 [42].


	Conditional presence
	Explanation

	FDD
	The field is mandatory with default value (the default duplex distance defined for the concerned band, as specified in TS 36.101 [42]) in case of “FDD”; otherwise the field is not present.

	freq
	The field is optional present if carrierFreq is included; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of inter-RAT handover to E-UTRA; otherwise the field is optionally present, need ON.


<Cut until the next modified section>
–
MultiBandInfoList
MultiBandInfoList information element
-- ASN1START

MultiBandInfoList ::=
SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicator

MultiBandInfoList-v8i0 ::=
SEQUENCE (SIZE (1..maxMultiBands)) OF MultiBandInfo-v8i0

MultiBandInfo-v8i0 ::=

SEQUENCE {


freqBandIndicator-v8i0



FreqBandIndicator-v8i0

OPTIONAL
-- Need OP
}

-- ASN1STOP

6.3.5
Measurement information elements

–
MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for intra-frequency or inter-frequency E‑UTRA neighbouring cells.

MeasObjectEUTRA information element
-- ASN1START

MeasObjectEUTRA ::=




SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


neighCellConfig





NeighCellConfig,


offsetFreq






Q-OffsetRange



DEFAULT dB0,


-- Neighbour cell list


cellsToRemoveList




CellIndexList



OPTIONAL,

-- Need ON


cellsToAddModList




CellsToAddModList


OPTIONAL,

-- Need ON


-- Black list


blackCellsToRemoveList



CellIndexList



OPTIONAL,

-- Need ON


blackCellsToAddModList



BlackCellsToAddModList

OPTIONAL,

-- Need ON


cellForWhichToReportCGI



PhysCellId




OPTIONAL, 

-- Need ON


...,

[[
arfcn-ValueEUTRA-v8i0


ARFCN-ValueEUTRA-v8i0

OPTIONAL
-- Need OP

]]
}

CellsToAddModList ::=



SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddMod

CellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRange

}

BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF BlackCellsToAddMod

BlackCellsToAddMod ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),


physCellIdRange





PhysCellIdRange

}

-- ASN1STOP

	MeasObjectEUTRA field descriptions

	carrierFreq

Identifies E‑UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the carrier frequency. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	cellsToRemoveList

List of cells to remove from the neighbouring cell list.

	cellsToAddModList

List of cells to add/ modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list. An entry may concern a range of cells, in which case this value applies to the entire range.

	physCellId

Physical cell identity of a cell in neighbouring cell list.

	cellIndividualOffset

Cell individual offset applicable to a specific neighbouring cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	blackCellsToAddMoList

List of cells to add/ modify in the black list of cells.

	physCellIdRange

Physical cell identity or a range of physical cell identities of cells in the black list.


6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency

maxEARFCN+1




INTEGER ::= 65536
-- (lowest value extended range)
maxEARFCN2




INTEGER ::= 131070
-- (highest value extended range
maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

-- ASN1STOP

NOTE: The value of maxDRB align with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

10.2.1
General

This section specifies RRC messages that are sent either across the X2- or the S1-interface, either to or from the eNB, i.e. a single ‘logical channel’ is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.

–
EUTRA-InterNodeDefinitions
This ASN.1 segment is the start of the E‑UTRA inter-node PDU definitions.

-- ASN1START

EUTRA-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AntennaInfoCommon,


CellIdentity,


C-RNTI,


DL-DCCH-Message,


ARFCN-ValueEUTRA,


ARFCN-ValueEUTRA-v8i0,


MasterInformationBlock,


MeasConfig,


PhysCellId,


RadioResourceConfigDedicated,


SecurityAlgorithmConfig,


ShortMAC-I,


SystemInformationBlockType1,


SystemInformationBlockType2,


UECapabilityInformation,


UE-CapabilityRAT-ContainerList
FROM EUTRA-RRC-Definitions;
-- ASN1STOP

10.2.2
Message definitions

–
HandoverCommand
This message is used to transfer the handover command generated by the target eNB, which is transparently transferred by the source RAN to the UE.

Direction: target eNB to source eNB/ source RAN

HandoverCommand message
-- ASN1START

HandoverCommand ::=




SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverCommand-r8




HandoverCommand-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverCommand-r8-IEs ::=


SEQUENCE {


handoverCommandMessage



OCTET STRING (CONTAINING DL-DCCH-Message),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	HandoverCommand field descriptions

	handoverCommandMessage

Contains the entire DL-DCCH-Message including the RRCConnectionReconfiguration message used to perform handover to E-UTRAN, generated (entirely) by the target eNB.


–
HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message
-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL, 

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL, 

-- Cond HO

nonCriticalExtension



HandoverPreparationInformation-v8i0-IEs
OPTIONAL

}

HandoverPreparationInformation-v8i0-IEs
::= SEQUENCE {


as-Config-v8i0





AS-Context-v8ix0



OPTIONAL,
-- Cond HO2


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- ASN1STOP

	HandoverPreparationInformation field descriptions

	ue-RadioAccessCapabilityInfo

E-UTRA radio access capabilities are always included and in case of inter-RAT handover to E-UTRA, UTRA radio access capabilities may be included. (If UTRA radio access capabilities are received from the source RAN, they are ignored by target eNB.) In case of inter-RAT handover to E-UTRA and the source is GERAN, GERAN capabilities are always included.

	as-Config

The complete radio resource configuration. Applicable in case of intra-E-UTRA handover.

	rrm-Config

Local E-UTRAN context used depending on the target node’s implementation, which is mainly used for the RRM purpose.

	as-Context

Local E-UTRAN context required by the target eNB.


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.


–
UERadioAccessCapabilityInformation
This message is used to transfer UE radio access capability information, covering both upload to and download from the EPC.

Direction: eNB to/ from EPC

UERadioAccessCapabilityInformation message
-- ASN1START

UERadioAccessCapabilityInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




ueRadioAccessCapabilityInformation-r8













UERadioAccessCapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UERadioAccessCapabilityInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

OCTET STRING (CONTAINING UECapabilityInformation),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UERadioAccessCapabilityInformation field descriptions

	ue-RadioAccessCapabilityInfo

Including E-UTRA, GERAN, and CDMA2000-1xRTT Bandclass radio access capabilities (separated). UTRA radio access capabilities are not included.


10.3
Inter-node RRC information element definitions

–
AS-Config
The AS-Config IE contains information about RRC configuration information in the source cell which can be utilized by target cell to determine the need to change the RRC configuration during the handover preparation phase. The information can also be used after the handover is successfully performed or during the RRC connection re-establishment.

AS-Config information element
-- ASN1START

AS-Config ::=



SEQUENCE {


sourceMeasConfig




MeasConfig,


sourceRadioResourceConfig


RadioResourceConfigDedicated,


sourceSecurityAlgorithmConfig

SecurityAlgorithmConfig,


sourceUE-Identity




C-RNTI,


sourceMasterInformationBlock

MasterInformationBlock,


sourceSystemInformationBlockType1
SystemInformationBlockType1,


sourceSystemInformationBlockType2
SystemInformationBlockType2,


antennaInfoCommon




AntennaInfoCommon,


sourceDl-CarrierFreq


ARFCN-ValueEUTRA,


...,

[[
sourceDL-CarrierFreqARFCNValueExt-v8i0
ARFCN-ValueEUTRA-v8i0


OPTIONAL

]]
}

-- ASN1STOP

NOTE:

The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. Consequently, the information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

	AS-Config field descriptions

	sourceMeasConfig

Measurement configuration in the source cell. The measurement configuration for all measurements existing in the source cell when handover is triggered shall be included. See 10.5.

	sourceRadioResourceConfig

Radio configuration in the source cell. The radio resource configuration for all radio bearers existing in the source cell when handover is triggered shall be included. See 10.5.

	sourceSecurityAlgorithmConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) algorithm configuration used in the source cell.

	sourceMasterInformationBlock

MasterInformationBlock transmitted in the source cell.

	sourceSystemInformationBlockType1

SystemInformationBlockType1 transmitted in the source cell.

	sourceSystemInformationBlockType2

SystemInformationBlockType2 transmitted in the source cell.

	antennaInfoCommon

This field provides information about the number of antenna ports in the source cell.

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source cell, see TS 36.101 [42].


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





