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5.x.y
UE assistance information triggering
5.x.y.1
General

The UE shall:

1>
if there common source for triggering the sending of more than one UE assistance information part:

2>
include the UE assistance information in the same UEAssistanceInformation message;
NOTE:
A typical examples of a common triggering source is the reception of a reconfiguration message including the configuration of multiple UE assistance information parts as may occur upon handover from a legacy eNB.
5.x.y.2
In-Device Coexistence
A UE capable of providing In-Device Coexistence (IDC) problem indications in RRC_CONNECTED may evaluate the need to trigger UE assistance information in several cases including upon being configured for IDC problem indications and upon change of IDC problem information.
When evaluating the need to trigger UE assistance information for in-device coexistence problem indications, a UE in RRC_CONNECTED shall.
<Same as we would otherwise include in the ''initiation section', except that we refer to a dedicated section in the UE assistance information reporting procedure>
5.x.y.3
Power preference
A UE capable of providing power preference indications in RRC_CONNECTED may evaluate the need to trigger UE assistance information in several cases including upon being configured to provide power preference indications and upon change of power preference.
When evaluating the need to trigger UE assistance information for power preference indication, a UE in RRC_CONNECTED shall.
<Same as we would otherwise include in the ''initiation section', except that we refer to a dedicated section in the UE assistance information reporting procedure>

5.x.y.4
MBMS interest indication
An MBMS capable UE in RRC_CONNECTED may evaluate the need to trigger UE assistance information in several cases including upon successful connection establishment, upon entering or leaving the service area, upon session start or stop, upon change of interest, upon change to a PCell broadcasting of SystemInformationBlockType15.
When evaluating the need to trigger UE assistance information for MBMS interest indication, a UE in RRC_CONNECTED shall.
<Same as we would otherwise include in the ''initiation section', except that we refer to a dedicated section in the UE assistance information reporting procedure>

5.x.y.4b
Determine MBMS frequencies of interest
The UE shall:

<Same as we would otherwise include in the corresponding section of the MBMS interest indication section>

5.x.z
UE assistance information reporting
5.x.z.1
General
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Figure 5.x.z.1-1: UE Assistance Information
The purpose of this procedure is to indicate UE assistance information the UE is configured to provide to E-UTRAN.
5. x.z.2
Actions related to setting IDC related assistance info
The UE shall include fields in the UEAssistanceInformation message in accordance with the following:

<Same as we would otherwise include in the corresponding section of the IDC problem indication section>

5. x.z.3
Actions related to setting PPI related assistance info
The UE shall include fields in the UEAssistanceInformation message in accordance with the following:

<Same as we would otherwise include in the corresponding section of the PPP indication section>

5. x.z.4
Actions related to transmission of MBMS interes related assistance info
The UE shall include fields in the UEAssistanceInformation message in accordance with the following:

<Same as we would otherwise include in the corresponding section of the MBMS interest indication section>

5. x.z.4
Actions related to transmission of MBMSInterestIndication message
The UE shall submit the UEAssistanceInformation message to lower layers for transmission.
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