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5.3.15
UE Assistance Information

5.3.15.1
General
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Figure 5.3.15.1-1: UE Assistance Information

The purpose of this procedure is to inform E-UTRAN of the UE’s power saving preference. E-UTRAN and UE consider that the UE prefers a configuration not primarily optimised for power saving initially when it configures and enables the UE for power preference indication.

5.3.15.2
Initiation

A UE capable of providing power preference indications in RRC_CONNECTED may initiate the procedure only if:

1>
the received powerPrefIndicationConfig includes the powerPrefIndication-Enabled; and

1>
the current UE preference is different, from the one indicated in the last transmission of the UEAssistanceInformation message, if any; and

1>
timer T340 is not running.


Upon initiating the procedure, the UE shall:

1>
if the UE prefers a configuration not primarily optimised for power saving:

2>
start timer T340 with the timer value set to the powerPrefIndication-Timer;
1>
initiate transmission of the UEAssistanceInformation message in accordance with 5.3.15.3;


5.3.15.3
Actions related to transmission of UEAssistanceInformation message

The UE shall set the contents of UEAssistanceInformation message as follows:
1> if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowpowerconsumption;

1>
else:
2>
set powerPrefIndication to default;



The UE shall submit the UEAssistanceInformation message to lower layers for transmission.

-----------------------next change---------------------------------------------------------

6.3.6
Other information elements

–
OtherConfig
The IE OtherConfig contains configuration related to other configuration

OtherConfig information element
-- ASN1START

OtherConfig-r9 ::= SEQUENCE
{


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


...,


[[
idc-Config-r11




IDC-Config-r11




OPTIONAL,
-- Need ON



powerPrefIndicationConfig-r11
PowerPrefIndicationConfig-r11
OPTIONAL,
-- Need ON



obtainLocationConfig-r11

ObtainLocationConfig-r11

OPTIONAL
-- Need ON


]]

}

IDC-Config-r11 ::= CHOICE {


release







NULL,


setup







SEQUENCE {



autonomousDenialParameters-r11


SEQUENCE {




autonomousDenialSubframes-r11


ENUMERATED {n2, n5, n10, n15,















n20, n30, spare2, spare1},




autonomousDenialValidity-r11


ENUMERATED {















sf200, sf500, sf1000, sf2000, 














spare4, spare3, spare2, spare1}



}












OPTIONAL,
-- Need OR


...


}

}

ObtainLocationConfig-r11 ::= SEQUENCE {


obtainLocation-r11



ENUMERATED {setup}



OPTIONAL

-- Need OR

}

PowerPrefIndicationConfig-r11 ::= CHOICE{


Release




NULL,


Setup




SEQUENCE{


powerPrefIndication-Timer-r11

ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 











s30, s60, s90, s120, s300, s600, spare3, 











spare2, spare1}

)
}
ReportProximityConfig-r9 ::= SEQUENCE {


proximityIndicationEUTRA-r9

ENUMERATED {enabled}


OPTIONAL,

-- Need OR


proximityIndicationUTRA-r9

ENUMERATED {enabled}


OPTIONAL

-- Need OR

}

-- ASN1STOP

	OtherConfig field descriptions

	autonomousDenialSubframes

Indicates the maximum number of the assigned UL subframes  for which the UE is allowed to deny the scheduled UL transmission. Value n2 corresponds to 2 subframes, n5 to 5 subframes and so on. 

	autonomousDenialValidity

Indicates the validity period over which the autonomous denial subframes shall be counted.  Value sf200 corresponds to 200 subframes, sf500 corresponds to 500 subframes and so on.

	obtainLocation

Requests the UE to attempt to have detailed location information available using GNSS. E-UTRAN configures the field only if includeLocationInfo is configured for one or more measurements.

	powerPrefIndication-Enabled

The field is used to indicate whether Power Preference Indication reporting from the UE is allowed or not.

	powerPrefIndication-Timer

Prohibit timer for Power Preference Indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second or not set, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	reportProximityConfig

Indicates, for each of the applicable RATs (EUTRA, UTRA), whether or not proximity indication is enabled for CSG member cell(s) of the concerned RAT. Note.


	
	

	
	


NOTE:
Enabling/ disabling of proximity indication includes enabling/ disabling of the related functionality e.g. autonomous search in connected mode.

----------------next change-----------------------------

10.3
Inter-node RRC information element definitions

–
AS-Context
The IE AS-Context is used to transfer local E-UTRAN context required by the target eNB.

AS-Context information element
-- ASN1START

AS-Context ::=






SEQUENCE {


reestablishmentInfo





ReestablishmentInfo


OPTIONAL
-- Cond HO
}

AS-Context-v11x0 ::=




SEQUENCE {


idc-Context-r11






IDC-Context-r11



OPTIONAL,
-- Cond HO


mbmsInterestIndication-r11



OCTET STRING (CONTAINING












MBMSInterestIndication-r11)
OPTIONAL,
-- Cond HO2


ueAssistanceInformation-r11


OCTET STRING (CONTAINING 












UEAssistanceInformation-r11) OPTIONAL, -- Cond HO2 
...
}

-- ASN1STOP

	AS-Context field descriptions

	idc-Context

Including information used for handling the IDC problems.

	reestablishmentInfo

Including information needed for the RRC connection re-establishment.
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