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6.2.2
Message definitions

<Cut until the next modified section>
–
LoggedMeasurementConfiguration
The LoggedMeasurementConfiguration message is used by E-UTRAN to configure the UE to perform logging of measurement results while in RRC_IDLE. It is used to transfer the logged measurement configuration for network performance optimisation, see TS 37.320 [60].

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E-UTRAN to UE

LoggedMeasurementConfiguration message
-- ASN1START

LoggedMeasurementConfiguration-r10 ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




loggedMeasurementConfiguration-r10

LoggedMeasurementConfiguration-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture



SEQUENCE {}


}

}

LoggedMeasurementConfiguration-r10-IEs ::= SEQUENCE {




traceReference-r10



TraceReference-r10,


traceRecordingSessionRef-r10
OCTET STRING (SIZE (2)),


tce-Id-r10





OCTET STRING (SIZE (1)),


absoluteTimeInfo-r10


AbsoluteTimeInfo-r10,


areaConfiguration-r10


AreaConfiguration-r10

OPTIONAL,
-- Need OR


loggingDuration-r10



LoggingDuration-r10,


loggingInterval-r10



LoggingInterval-r10,


nonCriticalExtension


LoggedMeasurementConfiguration-v11x0-IEs
OPTIONAL

}

LoggedMeasurementConfiguration-v11x0-IEs ::= SEQUENCE {


lateNonCriticalExtension

OCTET STRING



OPTIONAL,
-- Need OP


plmn-IdentityList-r11


PLMN-IdentityList3-r11

OPTIONAL,
-- Need OP


areaConfiguration-v11x0


AreaConfiguration-v11x0

OPTIONAL,
-- Cond PLMNandTA

nonCriticalExtension


SEQUENCE {}




OPTIONAL
-- Need OP

}

-- ASN1STOP

	LoggedMeasurementConfiguration field descriptions

	absoluteTimeInfo

Indicates the absolute time in the current cell. 

	plmn-IdentityList-r11

Indicates the PLMNs in which the UE performs measurement logging as well as the associated status indication and information retrieval. E-UTRAN may restrict the area in which the UE performs measurement logging related activities to specific cells or tracking areas, using field areaConfiguration.

	tce-Id

Parameter Trace Collection Entity Id: See TS 32.422 [58].

	traceRecordingSessionRef

Parameter Trace Recording Session Reference: See TS 32.422 [58]


	Conditional presence
	Explanation

	PLMNandTA
	The field is mandatory present if plmn-IdentityList is included and if areaConfiguration is included and set to trackingAreaCodeList, otherwise the field is not present.


	Next change


6.3.6
Other information elements

<Cut until the next modified section>
–
AreaConfiguration
The AreaConfiguration indicates area for which UE is requested to perform measurement logging. If not configured, measurement logging is not restricted to specific cells or tracking areas but applies as long as the RPLMN is contained in plmn-IdentityList stored in VarLogMeasReport.
AreaConfiguration information element
-- ASN1START

AreaConfiguration-r10 ::=
CHOICE {


cellGlobalIdList-r10


CellGlobalIdList-r10,


trackingAreaCodeList-r10

TrackingAreaCodeList-r10

}

AreaConfiguration-v11x0 ::=

SEQUENCE {


trackingAreaList-r11

TrackingAreaList-r11
}

CellGlobalIdList-r10 ::=



SEQUENCE (SIZE (1..32)) OF CellGlobalIdEUTRA

TrackingAreaCodeList-r10 ::=


SEQUENCE (SIZE (1..8)) OF TrackingAreaCode

TrackingAreaList-r11 ::=
SEQUENCE {


plmn-Identity-perTAC-List-r11


SEQUENCE (SIZE (1..8)) OF PLMN-Identity
}

-- ASN1STOP

	AreaConfiguration field descriptions

	plmn-Identity-perTAC-List

Includes the PLMN identity for each of the TA codes included in trackingAreaCodeList. The PLMN identity listed first in plmn-Identity-perTAC-List corresponds with the TA code listed first in trackingAreaCodeList and so on.
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