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5.1x
Suspend/Resume CSI/SRS reporting of serving cells

The UE shall for each TTI and for each configured serving cell:
-  
if UE receive a Suspend/Resume CSI/SRS Command MAC control element to suspend CSI/SRS of the serving cell:
-
not transmit SRS on the serving cell;
-
not report CQI/PMI/RI/PTI for the serving cell;
-
if UE receive a Suspend/Resume CSI/SRS Command MAC control element to resume CSI/SRS of the serving cell:
-
SRS transmissions on the serving cell;

-
CQI/PMI/RI/PTI reporting for the serving cell;
6.1.3.x
Suspend/Resume CSI/SRS MAC Control Element

The Suspend/Resume CSI/SRS MAC Control Element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-1. It has a fixed size and consists of a single octet containing eight C-fields. The Suspend/Resume CSI/SRS MAC control element is defined as follows (figure 6.1.3.x-1).

· Ci: C0 applies for PCell. If there is a serving cell configured with SCellIndex i as specified in [8], this field indicates the status of CSI/SRS configuration of the serving cell with SCellIndex i , else the UE shall ignore the Ci field. The Ci field is set to "1" to indicate that CSI/SRS configuration should be resumed for the PCell or SCell with SCellIndex i . The Ci field is set to "0" to indicate that CSI/SRS configuration should be suspended for the PCell or SCell with SCellIndex i; 
[image: image1.png]ot




Figure 6.1.3.x-1: Suspend/Resume CSI/SRS MAC control element
6.2.1
MAC header for DL-SCH, UL-SCH and MCH

The MAC header is of variable size and consists of the following fields:

[…]

Table 6.2.1-1 Values of LCID for DL-SCH

	Index
	LCID values

	00000
	CCCH

	00001-01010
	Identity of the logical channel

	01011-11001
	Reserved

	11010
	Suspend/Resume CSI/SRS

	11011
	Activation/Deactivation

	11100
	UE Contention Resolution Identity

	11101
	Timing Advance Command

	11110
	DRX Command

	11111
	Padding
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