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	Reason for change:
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	ROHC context is reset upon handover, which leads to transmission of IR packets after handover. If it is intra-ENB handover there is no reason to reset the context because the context is kept in the ENB. However it is not possible at the current specfication to continue the ROHC context.

	
	

	Summary of change:
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	To support ROHC context continue e.g. the procedure described below, PDCP resets header compression protocol only if higher layer instruct to do so.
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5.2.1.2
Procedures for DRBs mapped on RLC UM

When upper layers request a PDCP re-establishment, the UE shall:

-
reset the header compression protocol for uplink if the DRB is configured with the header compression protocol and drb-ContinueROHC is set to false [3];

-
set Next_PDCP_TX_SN, and TX_HFN to 0;

-
apply the ciphering algorithm and key provided by upper layers during the re-establishment procedure;
-
if connected as an RN, apply the integrity protection algorithm and key provided by upper layers (if configured) during the re-establishment procedure;
-
for each PDCP SDU already associated with a PDCP SN but for which a corresponding PDU has not previously been submitted to lower layers:

-
consider the PDCP SDUs as received from upper layer;

-
perform transmission of the PDCP SDUs in ascending order of the COUNT value associated to the PDCP SDU prior to the PDCP re-establishment, as specified in the subclause 5.1.1 without restarting the discardTimer.

Next Change
5.2.2.2
Procedures for DRBs mapped on RLC UM

When upper layers request a PDCP re-establishment, the UE shall:

-
process the PDCP Data PDUs that are received from lower layers due to the re-establishment of the lower layers, as specified in the subclause 5.1.2.1.3;
-
reset the header compression protocol for downlink if the DRB is configured with the header compression protocol and drb-ContinueROHC is set to false [3];

-
set Next_PDCP_RX_SN, and RX_HFN to 0;
-
apply the ciphering algorithm and key provided by upper layers during the re-establishment procedure.
-
if connected as an RN, apply the integrity protection algorithm and key provided by upper layers (if configured) during the re-establishment procedure.
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