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	Reason for change:
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	ROHC context is reset upon handover, which leads to transmission of IR packets after handover. If it is intra-ENB handover there is no reason to reset the context because the context is kept in the ENB. However it is not possible at the current specfication to continue the ROHC context.
It is decided to have ‘ROHC context continue’ as optional feature for REL-11 UE.
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	supportRohcContextContinue is introduced to idicate whether UE supports ‘ROHC context continue’ feature.
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4.3
Parameters independent of the field ue-Category
4.3.1
PDCP Parameters

4.3.1.1
supportedROHC-Profiles
This field defines which ROHC profiles from the list below are supported by the UE. 

-
0x0000 ROHC uncompressed (RFC 4995)

-
0x0001 ROHC RTP (RFC 3095, RFC 4815)

-
0x0002 ROHC UDP (RFC 3095, RFC 4815)

-
0x0003 ROHC ESP (RFC 3095, RFC 4815)

-
0x0004 ROHC IP (RFC 3843, RFC 4815)

-
0x0006 ROHC TCP (RFC 4996)

-
0x0101 ROHCv2 RTP (RFC 5225)

-
0x0102  ROHCv2 UDP (RFC 5225)

-
0x0103 ROHCv2 ESP (RFC 5225)

-
0x0104 ROHCv2 IP (RFC 5225)

A UE that supports one or more of the listed ROHC profiles shall support ROHC profile 0x0000 ROHC uncompressed (RFC 4995).

'IMS capable UEs supporting voice' shall support ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.

4.3.1.2
maxNumberROHC-ContextSessions
This field defines the maximum number of header compression context sessions supported by the UE, excluding context sessions that leave all headers uncompressed.

4.3.1.3
supportRohcContextContinue
This field defines whether UE supports ROHC context continuation operation where UE does not reset the current ROHC context upon handover
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