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	According to TS 36.331, in order to reduce HO delay, for intra LTE HO, the UE does not need to wait for confirming successul reception (HARQ/ARQ) of HO message as specified below:
NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.
However, it is unclear whether it could be applicable for Inter RAT mobility. In order to reduce inter RAT mobility delay, the desirable behavior is that UE does not need to wait for successul reception of MobilityFromEUTRACommand as intra LTE HO case.

	
	

	Summary of change:
(

	1.Add a note to clarify that “The UE should perform the handover, the cell change order or enhanced 1xRTT CS fallback as soon as possible following the reception of the RRC message MobilityFromEUTRACommand, which could be before confirming successful reception (HARQ and ARQ) of this message.”
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not approved:
	The delay of inter RAT mobility will be increased if the UE has to wait for confirming successul reception(HARQ/ARQ) of MobilityFromEUTRACommand.
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5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to GERAN, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310, if running;

1>
if the MobilityFromEUTRACommand message includes the purpose set to handover:

2>
if the targetRAT-Type is set to utra or geran:

3>
consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

3>
forward the nas-SecurityParamFromEUTRA to the upper layers;

3>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

3>
if the targetRAT-Type is set to geran:

4>
use the contents of systemInformation, if provided for PS Handover, as the system information to begin access on the target GERAN cell;

NOTE 1:
If there are DRBs for which no radio bearers are established in the target RAT as indicated in the targetRAT-MessageContainer in the message, the E-UTRA RRC part of the UE does not indicate the release of the concerned DRBs to the upper layers. Upper layers may derive which bearers are not established from information received from the AS of the target RAT.

NOTE 2:
In case of SR-VCC, the DRB to be replaced is specified in [61].

2>
else if the targetRAT-Type is set to cdma2000-1XRTT or cdma2000-HRPD:

3>
forward the targetRAT-Type and the targetRAT-MessageContainer to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specifications of the CDMA2000 target-RAT;

1>
else if the MobilityFromEUTRACommand message includes the purpose set to cellChangeOrder:

2>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;

2>
if the targetRAT-Type is set to geran:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36];

3>
use the contents of systemInformation, if provided, as the system information to begin access on the target GERAN cell;

2>
establish the connection to the target cell indicated in the CellChangeOrder;

NOTE 3:
The criteria for success or failure of the cell change order to GERAN are specified in TS 44.060[36].

1>
if the MobilityFromEUTRACommand message includes the purpose set to e-CSFB:

2>
if messageContCDMA2000-1XRTT is present:

3>
forward the messageContCDMA2000-1XRTT to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to handover:

3>
forward the messageContCDMA2000-HRPD to the CDMA2000 upper layers for the UE to access the cell(s) indicated in the inter-RAT message in accordance with the specification of the target RAT;

2>
if mobilityCDMA2000-HRPD is present and is set to redirection:

3>
forward the redirectedCarrierInfoCDMA2000-HRPD to the CDMA2000 upper layers;

NOTE 4:
When the CDMA2000 upper layers in the UE receive both the messageContCDMA2000-1XRTT and messageContCDMA2000-HRPD the UE performs concurrent access to both CDMA2000 1xRTT and CDMA2000 HRPD RAT.
NOTE 5:
The UE should perform the handover, the cell change order or enhanced 1xRTT CS fallback as soon as possible following the reception of the RRC message MobilityFromEUTRACommand, which could be before confirming successful reception (HARQ and ARQ) of this message.
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