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1. Overall Description:

RAN2 would like to thank SA3 for the LS on reporting the UE E-UTRAN capabilities for rSRVCC from GERAN to E-UTRAN.

RAN2 discussed the questions described in the LS, and would like to provide the following feedback:

· According to the description in the current RAN2 specification, the field ue-RadioAccessCapabilityInfo, which is contained in the inter-node message handoverPreparationInformation, contains the IE UE-EUTRA-Capability that shall be always included in case of inter-RAT handover to E-UTRA. That is the UE-EUTRA-Capability IE is mandatory to be included by the BSS in the RRC container in case of SRVCC from GERAN to E-UTRAN.
· About the expected size of the IE EUTRA-Capability, RAN2 confirmed that in theory it can exceed 500 octets. For Rel-8 frozen version v850 of TS36.331, the maximum size of this IE is about 1263 octets in theory as RAN2 signalling allows (64 LTE bands, 16 UTRA FDD bands,16 UTRA-TDD128 bands, 16 UTRA-TDD384 bands, 16 TDD768 bands,11 GERAN bands,18 HRPD bands and 18 1xRTT bands). The size of IE EUTRA-Capability mainly depends on how many bands the UE can support. We assume that in practice a UE can not support as many bands as the signalling allows, but a significant lower number.  For example:
·  if the UE supports 6 LTE bands and 3 GERAN bands, the size is about 30 octets;  
· if the UE supports 10 LTE bands and 3 GERAN bands, the size is about 40 octets;  
· The IE with maximum size in theory in the IE EUTRA-Capability is MeasParameters which is calculated roughly based on formula as below:
· Size of the IE MeasParameters = 6+ number of supported LTE bands * (1 +(6+ number of supported LTE bands -1）+（6+ number of supported inter RAT bands）)
2. Actions:

To GERAN2 group.

ACTION: 
RAN2 would like GERAN2 to take the above feedback into account.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #80 
12th – 16th Nov 2012
New Orleans, USA.

TSG-RAN2 Meeting #81
28th Jan – 1st Feb 2012              Malta
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