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	Reason for change:
(

	There are  some clarifications that are needed in some sections of 36.331 about the CA enhancements for release 11:
1. During RRC connection re-establishment procedure, a UE applies default MAC main configuraiotn in accordance with 9.2.2. For the default radio configurations, we have in the specification described in section 9.2 :
”The following sections only list default values for REL-8 parameters included in protocol version v8.5.0. For all fields introduced in a later protocol version, the default value is "released" unless explicitly specified otherwise. For the following fields, introduced in a protocol version later than v8.5.0, the default corresponds with "value not applicable":
Since the STAGs configuration is not included in the dafult MAC main configuration, all the STAGs will be released after the UE applying the deault MAC main configuration. The bullet “release the secondary TAG(s), if configured, in accordance with 5.3.10.4” in 5.3.7.2 is unnecessary.
2. The releases of secondary TAG(s) is missing at section 5.3.10.4 
3. It is unlikely that a UE receives a secTAG-ToReleaseList for a TAG that is not part of its configuration; therefore, it is better to verify this condition for each sec-TAG-Id, rather than the way it is now.
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	This CR includes the following changes
1. Removing the bullet “release the secondary TAG(s), if configured, in accordance with 5.3.10.4” from section 5.3.7.2.
2. Move that is part of the current UE configuarion to be in the condition for each secTAG-Id
3.  Add that “When performed during re-establishment, the UE is only configured with a primary frequency (i.e. the SCell(s) and secondary TAG(s) are released, if configured).”
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not approved:
	RAN2 agreements regarding CA enhancement are captured with some errors and redundancy.
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First modified section
5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1>
suspend all RBs except SRB0;

1>
reset MAC;

1>
release the SCell(s), if configured, in accordance with 5.3.10.3a;


1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
release measSubframePatternPCell, if configured;

1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

Second modified section
5.3.10.4
MAC main reconfiguration

The UE shall:

1>
reconfigure the MAC main configuration in accordance with the received mac-MainConfig other than secTAG-ToReleaseList and secTAG-ToAddModList;

1>
if the received mac-MainConfig includes the secTAG-ToReleaseList:

2>
for each SecTAG-Id value included in the secTAG-ToReleaseListthat is part of the current UE configuarion
3>
release the secondary TAG indicated by SecTAG-Id,;

1>
if the received mac-MainConfig includes the secTAG-ToAddModList:

2>
for each secTAG-Id value included in secTAG-ToAddModList that is not part of the current UE configuration (secondary TAG addition):

3>
add the secondary TAG, corresponding to the secTAG-Id, in accordance with the received timeAlignmentTimerSecTAG;

2>
for each secTAG-Id value included in secTAG-ToAddModList that is part of the current UE configuration (secondary TAG modification):

3>
reconfigure the secondary TAG, corresponding to the secTAG-Id, in accordance with the received timeAlignmentTimerSecTAG;

Third modified section
5.5.2.2a
Measurement identity autonomous removal

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the associated reportConfig concerns an event involving a serving cell while the concerned serving cell is not configured:

3>
remove the measId from the measIdList within the VarMeasConfig;

3>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

3>
stop the periodical reporting timer if running, and reset the associated information (e.g. timeToTrigger) for this measId;
NOTE 1:
The above UE autonomous removal of measId's applies only for measurement events A1, A2 and A6.

NOTE 2:
When performed during re-establishment, the UE is only configured with a primary frequency (i.e. the SCell(s) and secondary TAG(s) are released, if configured).
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