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1. Overall Description:

RAN2 would like to inform RAN5 about the following inconsistencies identified between the test case 7.1.4.10 on MAC padding as specified in TS 36.523-1 and what is currently specified in subclause 6.1.2 and 6.2.1 in TS 36.321 with respect to single-byte or two-byte padding:

· In Step 13 of the test case 7.1.4.10 single-byte or two-byte padding is applied in the beginning as well as in the end of the MAC PDU subheader. However, from RAN2 point of view single-byte or two-byte padding is applied only in the beginning of the MAC PDU subheader whenever it is required.
· In Step 18 of the test case 7.1.4.10 the transmission of a regular short BSR is missing in the MAC PDU structure. And if the short BSR would be added then two-byte padding in the beginning of the MAC PDU subheader would be required.
RAN2 discussed the possible correction of the test case 7.1.4.10 in order to make it compliant with the RAN2 specifications and agreed on the suggested corrections to Steps 13 and 18 as described in the attached R2-12xxyy.
RAN2 would like to ask RAN5 to update Steps 13 and 18 of the test case 7.1.4.10 as suggested.
2. Actions:

To RAN WG5
ACTION: 
RAN2 kindly asks RAN5 to update the test case 7.1.4.10 in the Steps 13 and 18 as suggested.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #80 
12th – 16th November 2012
New Orleans, USA.

TSG-RAN WG2 Meeting #81
28th January – 1st February 2013
Malta.
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