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	Reason for change:
(

	For UTRAN there are two important quality measures, CPICH Ec/N0 and CPICH RSCP. RSCP give information about the coupling loss, but it says nothing about the interference, while Ec/N0 gives a composite measure of coupling loss and downlink interference.
CPICH Ec/N0 is a good measure of UTRAN downlink quality but not of UTRAN uplink quality. CPICH RSCP is a good measure of uplink quality. For W-CDMA, it is possible for either the uplink or the downlink to fail while the link in the opposite direction experiences absolutely no problems whatsoever. Due to this property of the radio interface, both the CPICH RSCP and the Ec/No are needed for a complete evaluation of the quality of a certain cell.

Evaluating overlapping carriers layers of the same spectrum frequency only on CPICH RSCP does not give any cell reselection, since RSCP value is the same for the different layers.  

	
	

	Summary of change:
(

	Evaluation of serving cell and neighbouring UTRAN FDD cells on both CPICH RSCP and CPICH Ec/No is enable.

Serving cell is compared to a threshold on CPICH RSCP and a threshold on CPICH Ec/No. 

Neighbouring UTRAN cells may be compared to a threshold on CPICH RSCP and Qqualmin threshold on CPICH Ec/No. 

Note that Qqualmin can be set to a higher value than the true Qqualmin sent in the neighbouring UTRAN cell. The UE will then assume that the neighbour cell is un-suitable even though it is not when serving cell becomes unsuitable and enter any cell selection state.

The only change to inter-RAT cell reselection is that serving cell is evaluated based on both CPICH RSCP and CPICH Ec/No. The CPICH Ec/No threshold is set by default to zero which gives the same cell reselection behaviour as before these changes were made.

Impact Analysis:

Impacted functionality:

Cell reselection using absolute priorities or dedicated priorities. The change only impacts the corrected functionality.

Inter-operability:

1. if the Network supports the change and the UE does not:

    Cell reselection using on both CPICH RSCP and CPICH Ec/No on cells with priorities does not work, but no interoperability problems seen. 
2. if the UE supports the change and the network does not:

   Cell reselection using on both CPICH RSCP and CPICH Ec/No on cells with priorities does not work, but no interoperability problems seen.

NOTE: Implementation of this CR by a Release 9/Release 10 UE will not cause any compatibility issues.

	
	

	Consequences if 
(

not approved:
	Serving cell (Treshserving,low) makes terminals stay camping on a UTRAN frequency carrier even though the UTRAN frequency carrier downlink quality is bad. Thus, when a call attempt is made, it fails even though there is another UTRAN bearer or another RAT available with good Ec/No and RSCP.
When comparing Threshx,low to CPICH RSCP and perform cell reselection to an UTRAN cell, the CPICH Ec/N0 on target cell may be poor. Thus the UTRAN frequency carrier downlink quality is bad on the target cell and call attempts may fail.

Cell reselection ping-pongs may occur due to lack of hysteresis on CPICH Ec/No.
It is not possible to use cell reselection cells with priorities, so called absolute and dedicated priorities, and perform cell reselection considering the load for example at co-sited cells.

It is not possible to use cell reselection cells with priorities, so called absolute and dedicated priorities, and perform cell reselection considering the load and coverage at for example non-co-sited cells.

It is not possible to use cell reselection cells with priorities, so called absolute and dedicated priorities, and perform cell reselection considering the load and coverage at for example a mix of co-sited and non-cosited cells.
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5.2.6.1.4a
Absolute priority based criteria for inter-frequency and inter-RAT cell reselection

Absolute priorities of different absolute priority layers may be provided to the UE. The following cell reselection criteria are used for inter-frequency cells if absolute priority information for inter-frequency is available to the UE, and inter-RAT cells if absolute priority information for inter-RAT is available to the UE.

If System Information Block 18 with UTRAN information is provided then the UE shall apply the inter-frequency priority rules below only to UTRAN cells of the selected PLMN or equivalent PLMNs. If System Information Block 18 is not provided, or is provided but contains no information for UTRAN, then the rules below apply for the entire UTRAN RAT.

If System Information Block 18 with GERAN information is provided then the UE shall apply the GERAN RAT priority rules below only to GERAN cells of the selected PLMN or equivalent PLMNs. If System Information Block 18 is not provided, or is provided but contains no information for GERAN, then the rules below apply for the entire GERAN RAT.

If priority information is provided for any inter-frequency layers, cells belonging to inter-frequency layers for which no priority or no threshold is assigned shall not be considered for reselection.

If priority information is provided for any inter-RAT layers in a RAT, cells belonging to layers in that RAT for which no priority or no threshold is assigned shall not be considered for reselection.

If none of the inter-frequency layers in UTRAN are provided with both priority and threshold parameters, the cell reselection criteria in subclause 5.2.6.1.4 shall apply for inter-frequency layers in UTRAN.

If none of the inter-RAT layers in a RAT are provided with both priority and threshold parameters, the cell reselection criteria in subclause 5.2.6.1.4 shall apply for that RAT.

If both criteria in subclause 5.2.6.1.4 and criteria in subclause 5.2.6.1.4a are simultaneously fullfilled, the order in which the reselection criteria are evaluated is left to UE implementation.

NOTE:
In order not to apply absolute priority but the cell reselection criteria in subclause 5.2.6.1.4 for inter-frequencies cell reselection in UTRAN or for inter-RAT cell reselection, the network may choose to configure no inter-frequency layers in UTRAN or no inter-RAT layers in a RAT in SIB19 even though dedicated priorities are provided.

For all inter-frequency layers or all inter-RAT layers belonging to one RAT, either the criteria below or the criteria in subclause 5.2.6.1.4 shall apply.

The UE may apply either priorities broadcast in system information or priorities received through dedicated signalling. The rules regarding which set of priorities shall apply are defined in [4]. UE specific priorities shall be cleared when the validity time of the UE specific priorities expires, or when a PLMN selection is performed on request by NAS. UE specific priorities are not applied in camped on any cell state.
When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values).
The UE shall inherit the priorities provided by dedicated signalling and the remaining validity time (i.e., T320 in E-UTRA, T322 in UTRA and T3230 in GERAN), if configured, at inter-RAT cell (re)selection.

The following definitions apply for the layers for which Threshx,high2 or Threshx,low2 are not provided:

-
Criterion 1: the SrxlevnonServingCell,x of a cell on an evaluated higher absolute priority layer is greater than Threshx,high during a time interval Treselection;

-
Criterion 2: (SrxlevServingCell < Threshserving,low or SqualServingCell < = Threshserving,low2) and the SrxlevnonServingCell,x of a inter-frequency cell on an evaluated equal absolute priority layer is greater than Threshx,low during a time interval Treselection;
-
Criterion 3: (SrxlevServingCell < Threshserving,low or SqualServingCell <= Threshserving,low2) and the SrxlevnonServingCell,x of a cell on an evaluated lower absolute priority layer is greater than Threshx,low during a time interval Treselection;
The following definitions apply for the layers for which both Threshx,high2 and Threshx,low2 are provided:

-
Criterion 4: the SqualnonServingCell,x of a cell on an evaluated higher absolute priority layer is greater than Threshx,high2 during a time interval Treselection;

-
Criterion 5: for FDD, (SrxlevServingCell < =Threshserving,low or SqualServingCell < Threshserving,low2) and the SqualnonServingCell,x of a cell on an evaluated lower absolute priority layer is greater than Threshx,low2 during a time interval Treselection; for 1.28 Mcps TDD, (SrxlevServingCell < Threshserving,low) and the SqualnonServingCell,x of a cell on an evaluated lower absolute priority layer is greater than Threshx,low2 during a time interval Treselection;
Cell reselection to a cell on a higher absolute priority layer than the camped frequency shall be performed if criterion 1 or 4 is fulfilled.
Cell reselection to an inter-frequency cell on an equal absolute priority layer to the camped frequency shall be performed if criterion 2 is fulfilled.
Cell reselection to a cell on a lower absolute priority layer than the camped frequency shall be performed if criterion 3 or 5 is fulfilled.
If more than one cell meets the above criteria, the UE shall reselect the cell with the highest SrxlevnonServingCell,x among the cells meeting the criteria on the highest absolute priority layer.

The UE shall not perform cell reselection to cells for which the cell selection criterion S is not fulfilled.

The UE shall not perform cell reselection until more than 1 second has elapsed since the UE camped on the current serving cell.
The UE shall not consider any black listed cells as candidate for cell reselection to E-UTRA.

The UE should not perform cell reselection while the UE has an allocated common E-DCH resource.

For UE in RRC connected mode states CELL_PCH or URA_PCH the interval Treselections,PCH applies, if provided in SIB4 (see [4]), while for UE in RRC connected mode state CELL_FACH the interval Treselections,FACH applies, if provided in SIB4 (see [4]).
In all the above criteria the values of Treselections, Treselections,PCH or Treselections,FACH apply for Treselection and are scaled according to the UE mobility state and target RAT, as specified in 5.2.6.1.1a.
Cell reselection from UTRAN to E-UTRAN, for which Squal (RSRQ) based cell reselection parameters are broadcast in system information, shall be performed based on the Squal criteria (criterion 4 or 5) if the UE supports Squal based cell reselection from E-UTRAN to UTRAN. Otherwise, cell reselection to E-UTRAN shall be performed based on Srxlev criteria.
5.2.6.1.5
Cell reselection parameters in system information broadcasts

The selection of values for network controlled parameters can be optimised by means of different methods. Examples of methods are described in [6]. Cell reselection parameters are broadcast in system information and are read in the serving cell as follows:

Qoffset1s,n
This specifies the offset between the two cells. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qoffset2s,n
This specifies the offset between the two cells. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

Qhyst1s
This specifies the hysteresis value (Qhyst). It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

Qhyst1s,PCH
This specifies the hysteresis value (Qhyst) to be used in RRC connected mode states CELL_PCH and URA_PCH. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP. If this parameter is not provided in SIB4, Qhyst1s shall be used.
Qhyst1s,FACH
This specifies the hysteresis value (Qhyst) to be used in RRC connected mode state CELL_FACH. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP. If this parameter is not provided in SIB4, Qhyst1s shall be used.
Qhyst2s
This specifies the hysteresis value (Qhyst). It is used for FDD cells if the quality measure for cell selection and re-selection is set to CPICH Ec/No.
Qhyst2s,PCH
This specifies the hysteresis value (Qhyst) to be used in RRC connected mode states CELL_PCH and URA_PCH. It is used for FDD cells if the quality measure for cell selection and re-selection is set to CPICH Ec/No. If this parameter is not provided in SIB4, Qhyst2s shall be used.
Qhyst2s,FACH
This specifies the hysteresis value (Qhyst) to be used in RRC connected mode state CELL_FACH. It is used for FDD cells if the quality measure for cell selection and re-selection is set to CPICH Ec/No. If this parameter is not provided in SIB4, Qhyst2s shall be used.
HCS_PRIOs, HCS_PRIOn

This specifies the HCS priority level (0-7) for serving cell and neighbouring cells.

HCS priority level 0 means lowest priority and HCS priority level 7 means highest priority. 

HCS_OFFmbms

This specifies the offset to the normal HCS priority level that is used for cells belonging to the MBMS PL.
Qhcss, Qhcsn

This specifies the quality threshold levels for applying prioritised hierarchical cell re-selection.

Qoffmbms

This specifies the additional offset added to cells belonging to the MBMS PL.

Qqualmin

This specifies the minimum required quality level in the cell in dB. It is not applicable for TDD cells or GSM cells.
Qrxlevmin

This specifies the minimum required RX level in the cell in dBm.
PENALTY_TIMEn
This specifies the time duration for which the TEMPORARY_OFFSETn is applied for a neighbouring cell.

TEMPORARY_OFFSET1n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for TDD and GSM cells and for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH RSCP.

TEMPORARY_OFFSET2n
This specifies the offset applied to the H and R criteria for a neighbouring cell for the duration of PENALTY_TIMEn. It is used for FDD cells in case the quality measure for cell selection and re-selection is set to CPICH Ec/No.

TCRmax


This specifies the duration for evaluating allowed amount of cell reselection(s).

NCR
This specifies the maximum number of cell reselections.

TCRmaxHyst
This specifies the additional time period before the UE can exit high-mobility.

non-HCS_TCRmax
This specifies the duration for evaluating allowed amount of cell reselection(s) in case of non-HCS usage.

non-HCS_NCR
This specifies the maximum number of cell reselections in case of non-HCS usage.

non-HCS_TCRmaxHyst
This specifies the additional time period before the UE can revert to low-mobility measurements in case of non-HCS usage.

Treselections
This specifies the cell reselection timer value.

Treselections,PCH
This specifies the cell reselection timer value the UE shall use in RRC connected mode states CELL_PCH and URA_PCH if provided in SIB4, otherwise Treselections shall be used.
Treselections,FACH
This specifies the cell reselection timer value the UE shall use in RRC connected mode state CELL_FACH if provided in SIB4, otherwise Treselections shall be used.

SqualServingCell
This is the Squal value of the serving cell.

SsearchHCS
This threshold is used in the measurement rules for cell re-selection. When HCS is used, it specifies the limit for Srxlev in the serving cell below which the UE shall initiate measurements of all neighbouring cells of the serving cell. When HCS is not used, it specifies the limit for Srxlev in the serving cell below which the UE ranks inter-frequency neighbouring cells of the serving cell.
SsearchRAT 1 - SsearchRAT k
This specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules.

SHCS,RATm

This threshold is used in the measurement rules for cell re-selection. When HCS is used, it specifies the RAT specific threshold in the serving cell used in the inter-RAT measurement rules. When HCS is not used, it specifies the limit for Srxlev in the serving cell below which the UE ranks inter-RAT neighbouring cells of the serving cell.

Sintrasearch
This specifies the threshold (in dB) for intra frequency measurements and for the HCS measurement rules.

Sintersearch
This specifies the threshold (in dB) for inter-frequency measurements and for the HCS measurement rules.

Slimit,SearchRATm
This threshold is used in the measurement rules for cell re-selection when HCS is used. It specifies the RAT specific threshold (in dB) in the serving UTRA cell above which the UE may choose to not perform any inter-RAT measurements in RAT "m".

SrxlevnonServingCell,x
This is the Srxlev value of an evaluated neighbour cell on an absolute priority layer.

SrxlevServingCell
This is the Srxlev value of the serving cell.

Sprioritysearch1
This threshold is used in the measurement rules for cell re-selection when absolute priorities are used. It specifies the value of Srxlev in the serving cell controlling the rate of inter-frequency and inter-RAT measurements.

Sprioritysearch2
This threshold is used in the measurement rules for cell re-selection when absolute priorities are used. It specifies the value of Squal in the serving cell controlling the rate of inter-frequency and inter-RAT measurements.

Speed dependent ScalingFactor for Treselection

This specifies the scaling (multiplication) factor to be used by the UE in idle mode or RRC connected mode states for the parameters Treselections or Treselections,PCH or Treselections,FACH in case high-mobility state has been detected.

Inter-frequency ScalingFactor for Treselection

This specifies the scaling (multiplication) factor to be used by the UE for scaling the parameters Treselections or Treselections,PCH or Treselections,FACH for the inter-frequency case.

Inter-RAT ScalingFactor for Treselection

This specifies the scaling (multiplication) factor to be used by the UE for scaling the parameters Treselections or Treselections,PCH or Treselections,FACH for the inter-RAT case.

Threshx,high
A Srxlev based threshold used by the UE for cell reselection towards a higher absolute priority layer when absolute priorities are applied. A threshold is defined for each absolute priority layer.

Threshx,high2
A Squal based threshold used by the UE for cell reselection towards a higher absolute priority layer when absolute priorities are applied. A threshold is defined for each absolute priority layer.
Threshx,low
A Srxlev based threshold used by the UE for cell reselection towards an equal or lower absolute priority layer when absolute priorities are applied. A threshold is defined for each absolute priority layer.

Threshx,low2
A Squal based threshold used by the UE for cell reselection towards an equal or lower absolute priority layer when absolute priorities are applied. A threshold is defined for each absolute priority layer.
Threshserving,low
This threshold is used in the rules for cell reselection when absolute priorities are used. It specifies the limit for Srxlev in the serving cell below which the UE may perform cell reselection to a cell on an equal or lower absolute priority layer.

Threshserving,low2
This threshold is used in the rules for cell reselection when absolute priorities are used. It specifies the limit for Squal in the serving cell below which the UE may perform cell reselection to a cell on an equal or lower absolute priority layer.
Dedicated CSG frequency

This specifies a frequency which is used for CSG deployment only.
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