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	Reason for change:
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	Now that it has been agreed to let UEs treat a frequency providing an MBMS service of interest as having highest reselection priority [TS 36.304 CR 0174; R2-120841], it is no longer correct to say “MBMS does not affect unicast mobility procedures”.

	
	

	Summary of change:
(

	Deletion of text “MBMS does not affect unicast mobility procedures”
Impact analysis
Impacted functionality:

Cell reselection
Inter-operability:

· If the network is implemented according to the CR and the UE is not, the UE (depending on its other abilities) does not support MBMS service continuity in RRC_Idle
· If the UE is implemented according to the CR and the network is not, the network implementation may not take into account the possibility of UEs prioritizing an MBMS-providing carrier in cell reselection.

	
	

	Consequences if 
(

not approved:
	Contradicting stage-2 and stage-3 specifications.

	
	

	Clauses affected:
(

	15.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
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15.4
Service Continuity
UEs that are receiving MBMS service(s) in RRC_IDLE state performing cell reselection or are in RRC_CONNECTED state obtain target cell MTCH information from the target cell MCCH. Mechanisms to deliver MCCH to UE via handover command are not supported.

Going from one MBSFN area to another is left up to UE implementation.  No new information is provided to help the UE in switching reception between MBSFNs, but the frequency layer which carries the MBSFN transmission may be set to a high priority to help service continuity in RRC_IDLE.

No AS level mechanism for service continuity will be defined for mobility outside cells belonging to the MBSFN area, such as HeNB.
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