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8.2.2.14
Radio link failure
If the criteria for radio link failure are met in the old configuration during the reconfiguration procedure as specified in subclause 8.5.6, the UE shall:

1>
if UE would have entered CELL_PCH or URA_PCH as a result of this reconfiguration procedure and UE has already submitted a response message to lower layers:

2>
act as if the reconfiguration message was not received;

2>
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

2>
the procedure ends.

NOTE:
UTRAN should consider the reconfiguration procedure as unsuccessful in this case even if a success response message had been received.

1>
if the UE would have remained in CELL_DCH state as a result of this reconfiguration procedure:

2>
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

2>
after the cell update procedure has completed successfully:

3>
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

4>
include the IE "RRC transaction identifier"; and

4>
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

4>
clear that entry;

4>
set the IE "failure cause" to "physical channel failure".

3>
act as if the reconfiguration message was not received;

3>
the procedure ends.

In case of SRNS relocation, if the criteria for radio link failure are met in the new configuration during the reconfiguration procedure (i.e. while UE is waiting for RLC acknowledgement for a response message.) as specified in subclause 8.5.6, the UE shall:

1>
if the received reconfiguration causes either:

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS to be set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to be set to TRUE:

2>
perform the actions specified in subclause 8.2.2.12b.

1>
else:

2>
release all its radio resources;

2>
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear any entry for the RRC CONNECTION RELEASE message in the tables "Accepted transactions" and "Rejected transactions" in the variable TRANSACTIONS;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
enter idle mode;

2>
perform the actions specified in subclause 8.5.2 when entering idle mode; and

2>
the procedure ends.
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