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5.6.9
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5.6.9.1
General
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Figure 5.6.9.1-1: In-device coexistence indication

The purpose of this procedure is to inform E-UTRAN about (a change of) the In-Device Coexistence (IDC) problems experienced by the UE in RRC_CONNECTED and to provide the E-UTRAN with information in order to resolve them.

5.6.9.2
Initiation

A UE capable of providing IDC indications in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to IDC indications and upon change of IDC problem information.
Upon initiating the procedure, a UE in RRC_CONNECTED shall:
1>
if configured to provide IDC indications:
2>
if the UE did not transmit an IDC indication since it was configured to provide IDC indications:

3> if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing ongoing IDC problems that it cannot solve by itself;
4>
initiate the transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
2>
else:

3>
if the set of frequencies for which a measObjectEUTRA is configured and on which the UE is experiencing ongoing IDC problems that it cannot solve by itself, has changed; or

3>
if for one or more of the frequencies in this set of frequencies, the interferenceDirection has changed; or

3>
 if the TDM assistance information has changed
4> if more than [5 s] has elapsed since the UE has last transmitted a InDeviceCoexIndication
5>
initiate the transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3
.
NOTE:
After successful handover, the UE is allowed to retransmit the InDeviceCoexIndication message (i.e. same contents) provided that the last transmission was performed before handover.
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