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#Partially omitted
5.1.6
Accessibility measurements
The UE logs failed RRC connection establishments for LTE and UMTS, i.e. a log is created when the RRC connection establishment procedure fails. The UE logs failed RRC connection establishments without the need for prior configuration by the network.
The UE stores the Selected PLMN on the RRC connection establishment failure. Only if that PLMN is the same as the RPLMN, the UE may report the log.
Note:
There is no expected performance degradation for networks using EPLMNs.  
The trigger for creating a log related to a failed RRC connection establishment is for LTE when timer T300 expires and for UMTS when V300 is greater then N300.

The UE shall store the following information related to the failed RRC connection establishment:

-
Time stamp, which is the elapsed time between logging and reporting the log.

-
The global cell identity of the serving cell when the RRC connection establishment fails, i.e. the cell which the UE attempted to access. 

-
The latest available radio measurements for any frequency or RAT

-
The latest detailed location information, if available.

-
For LTE:

- 
Number of Random Access Preambles transmitted, 
-
Indication whether the maximum transmission power was used. 
-
Contention detected

-
For UMTS FDD:

-
Number of RRC Connection Request attempts (e.g. T300 expiry after receiving ACK and AICH)


-
For UMTS TDD:

-
Number of RRC Connection Request attempts.


- 
Whether the FPACH is received or whether the maximum number Mmax of synchronisation attempts is reached. 

-
Failure indication of the E-RUCCH transmission. It is only applied for common E-DCH is supported by UE and network.
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