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5.6.9
In-device coexistence indication

5.6.9.1
General
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Figure 5.6.9.1-1: In-device coexistence indication

The purpose of this procedure is to inform E-UTRAN about (a change of) the In-Device Coexistence (IDC) problems experienced by the UE in RRC_CONNECTED and to provide the E-UTRAN with information in order to resolve them.
NOTE:
The reception of paging, 'required' system information, SytemInformationBlockType10, SytemInformationBlockType11, SytemInformationBlockType12, SytemInformationBlockType14 should be protected from the IDC problems experienced by the UE in RRC_IDLE or RRC_CONNECTED by denying ISM transmission causing the IDC problems (see 3GPP TR 36.816 [63]). 
<Cut until the next modification>
Next Modified Subclause

5.6.9.3
Actions related to transmission of InDeviceCoexIndication message

The UE shall set the contents of the InDeviceCoexIndication message as follows:

1>
if there is at least one E-UTRA carrier frequency affected by the IDC problems:

2>
include the IE affectedCarrierFreqList with an entry for each affected E-UTRA carrier frequency for which a measurement object is configured;

2>
for each E-UTRA carrier frequency included in the the IE affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>
include Time Domain Multiplexing (TDM) based assistance information:

3>
if the UE has DRX related assistance information that could be used to resolve the IDC problems:

4>
include drx-CycleLength, drx-Offset and drx-ActiveTime;

3>
else (the UE has desired subframe reservation patterns related assistance information that could be used to resolve the IDC problems):

4>
include idc-SubframePatternList.

NOTE 1:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE includes all assistance information (rather than providing e.g. the changed part(s) of the assistance information).
NOTE 2:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problem is over, the UE includes neither the IE affectedCarrierFreqList nor the tdm-AssistanceInfo.
NOTE 3:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE should protect the expected reception of RRCConnectionReconfiguration message from the IDC problems by denying ISM transmissions (see 3GPP TR 36.816 [63]) until the IDC problems are resolved. The period which is expected to receive RRCConnectionReconfiguration message is up to UE implementation.
<End modification>
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