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	In RAN2 79bis meeting, how to capture SRS parallel transmission with PUSCH/PUCCH in different TAGs is discussed. The discussion results are copied from the meeting minutes as follows. 
1, We will consider up to 4 TAGs.

2, Should capture conditions such as “Mandatory for UEs supporting multiple TAG” in the 3rd column.
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This CR summerizes our thoughts on the related changes for 36.302 based on the agreements.

	
	

	Summary of change:
(

	1, Six cases of SRS parallel transmission with PUCCH/PUSCH/Scell PRACH are added: (agreement 1)
· SRS parallel transmission with PUSCH;
· SRS parallel transmission with PUCCH;
· SRS parallel transmission with PUCCH and PUSCH;
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2, Conditions are updated in the six cases with ““Mandatory for UEs supporting multiple TAGs”(agreement  2).
3, The sum of parallel transmission carrier number is limited to q. (agreement 3).
4, Note 4 is revised to indicate that parallel SRS is in different TAG from that of PUCCH/PUSCH or PRACH : (agrement 4,agreement 5)

Note 4: PRACH and PUSCH/PUCCH and SRS are from cells in different Timing Advance Groups [12]. The parallel transmission with SRS only covers the last symbol while the other parallel transmissions cover the whole subframe.
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8.1
Uplink

The table describes the possible combinations of physical channels that can be sent in parallel in the uplink in the same TTI, and the possible combination of  physical channels and SRS that can be sent in parallel in the same symbol of one TTI by one UE.

Table 8.1-1: Uplink

	
	Physical Channel and SRS Combination
	Transport Channel Combination
	Mandatory dependent on UE radio access capabilities
	Comment

	1
	q x PUSCH
(Note 1)
	UL-SCH
	Mandatory
	Note 2

	2
	PRACH
	RACH
	Mandatory
	

	3
	PUCCH
	N/A
	Mandatory
	CQI and Scheduling Requests are provided to Layer 2.

	4
	q x PUSCH
+ PUCCH

(Note 1)
	UL-SCH
	Mandatory for UEs supporting simultaneous transmission of PUSCH and PUCCH
	Note 2

	5
	q x SRS

(Note 3)
	N/A
	Mandatory
	Note 2

	6
	PRACH
+(q-1) x PUSCH

(Note 1, Note 4)
	RACH

UL-SCH
	Mandatory
	Note 2

	7
	PRACH +PUCCH
(Note 4)
	RACH
	Mandatory
	

	8
	PRACH
+(q-1) x PUSCH

+ PUCCH

(Note 1, Note 4)
	RACH

UL-SCH
	Mandatory for UEs supporting simultaneous transmission of PUSCH and PUCCH
	Note 2

	9
	PRACH
+(q-1) x SRS

(Note 3, Note 4)
	RACH
	Mandatory
	Note 2

	10
	r x PUSCH
+ (q-r) x SRS
(Note 1, Note 3, Note 4, Note 5)
	UL-SCH
	Mandatory for UEs supporting multiple TAGs
	Note 2

	11
	PUCCH

+ (q-1) x SRS
(Note 3, Note4, Note 5)
	N/A
	Mandatory for UEs supporting multiple TAGs
	Note 2,

	12
	r x PUSCH + PUCCH

+ (q-r) x SRS
(Note 1, Note 3, Note 4, Note 5)
	UL-SCH
	Mandatory for UEs supporting simultaneous transmission of PUSCH and PUCCH and multiple TAGs
	Note 2, 

	13
	PRACH
+r x PUSCH

+ (q-r-1) x SRS
(Note1, Note 3, Note 4, Note 5)
	RACH

UL-SCH
	Mandatory for UEs supporting multiple TAGs
	Note 2, 

	14
	PRACH
+ PUCCH

+ (q-2) x SRS
(Note 3, Note 4, Note 5)
	RACH
	Mandatory for UEs supporting multiple TAGs
	Note 2, 

	15
	PRACH
+rx PUSCH 

+ PUCCH

+ (q-1-r) x SRS
(Note 1, Note 3,  Note 4, Note 5)
	RACH

UL-SCH
	Mandatory for UEs supporting simultaneous transmission of PUSCH and PUCCH and multiple TAGs
	Note 2

	Note 1:
One PUSCH per UL CC.

Note 2:
q is the number of UL CCs supported by the UE. q = 1 implies non-CA capable UE.

Note 3:
One SRS per UL CC.
Note 4:
PRACH and PUSCH/PUCCH and SRS are from cells in different Timing Advance Groups [12]. The parallel transmission with SRS only covers the last symbol while the other parallel transmissions cover the whole subframe.
Note 5:     r is the number of UL CCs supported by the UE sending PUSCH. 0<r<q.
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