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	The First Change


8.6.7.3d
E-UTRA frequency list
If the "E-UTRA frequency list" IE is received in a MEASUREMENT CONTROL message, the UE shall update the variable EUTRA_FREQUENCY_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "E-UTRA frequency removal" is received:

2>
if it has the value "Remove some frequencies", for all the frequencies indicated by the IE " Removed frequencies":

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for the indicated frequencies.

2>
if it has the value "Remove all frequencies":

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for all frequencies.

2>
if it has the value "Remove no frequencies":

3>
leave the variable EUTRA_FREQUENCY_INFO_LIST unchanged.

1>
if the IE "New frequencies" is received, for each frequency:

2>
update the variable EUTRA_FREQUENCY_INFO_LIST as follows:

3>
if the frequency is not present in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth, blacklist and wideband RSRQ measurement in the variable EUTRA_FREQUENCY_INFO_LIST.

3>
otherwise, if the frequency is already included in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth, blacklist and wideband RSRQ measurement in the variable EUTRA_FREQUENCY_INFO_LIST, overwriting the existing information for the frequency.

	The Next Change


10.3.7.6b
E-UTRA frequency list
Contains the information for the list of measurement objects for E-UTRA measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE E-UTRA frequency removal
	MP
	
	
	
	REL-8

	>Remove all frequencies
	
	
	
	(no data)
	REL-8

	>Remove some frequencies
	
	
	
	
	REL-8

	>>Removed frequencies
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA frequencies
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Remove no frequencies
	
	
	
	(no data)
	REL-8

	New frequencies
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>E-UTRA carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated (6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells list
	OP
	1 to <maxEUTRACellPerFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-8

	>Wideband RSRQ measurement
	OP
	
	Enumerated (TRUE)
	This parameter is used to indicate whether the UE is required to perform wideband RSRQ measurement.
	REL-11

	E-UTRA SI Acquisition
	OP
	
	10.3.7.127
	
	REL-9


	The Next Change


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<<< unchanged text is skipped >>>
[P1248 Measurement Control]
MeasurementControl-r11-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r11,


measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}
[P1515 EUTRA-FrequencyList]
EUTRA-FrequencyList-r9 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList




OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition





OPTIONAL

}
EUTRA-FrequencyList-r11 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList-r11



OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition





OPTIONAL

}
[P1516 EUTRA-FrequencyInfoList]
EUTRA-FrequencyInfoList ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo

EUTRA-FrequencyInfo ::=



SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL

}
EUTRA-FrequencyInfoList-r11 ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo-r11
EUTRA-FrequencyInfo-r11 ::=



SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL,


widebandRSRQmeasurement



ENUMERATED {true}





OPTIONAL
}
[P1535 InterRATMeasurement]
InterRATMeasurement-r9 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList-r9


}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}
InterRATMeasurement-r11 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList-r11

}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}
[P1549 MeasurementCommand]
MeasurementCommand-r10 ::=


CHOICE {


setup







MeasurementType-r10,


modify







SEQUENCE {



measurementType





MeasurementType-r10



OPTIONAL


},


release







NULL

}
MeasurementCommand-r11 ::=


CHOICE{


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


Release







NULL

}

[P1553 Measurement Type]
MeasurementType-r10 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}
MeasurementType-r11 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}
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13.4.6a
EUTRA_FREQUENCY_INFO_LIST
This variable contains cell information on E-UTRA frequencies (possibly with associated blacklists), as received in messages System Information Block Type 19 and MEASUREMENT CONTROL.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency Info List
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [36.101]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>WidebandRSRQmeasurement
	OP
	
	Enumerated (TRUE)
	This parameter is used to indicate whether the UE is required to perform wideband RSRQ measurement.
	REL-11
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