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	Reason for change:
(

	In RAN2#78 meeting, it was agreed that “The UE is not expected to periodically check the scheduling info list in SIB1 but paging message including the EAB modification indicator triggers the UE to re-acquire the scheduling info list in SIB1 for the EAB SIB change or removal.”. 
Moreover, in section 5.2.2.4, it is stated that the UE should aquire the SIB13 if it is interested to receive MBMS service.

However, the initiation of system information acquisition procedure upon receiving the paging message including the EAB modification indicator and upon being interested in MBMS is missing in section 5.2.2.2.


	
	

	Summary of change:
(

	Clarify that the UE shall apply the system information acquisition procedure upon receiving a notification about the change of the EAB parameters and upon becoming interested in MBMS in section 5.2.2.2.
Impact analysis
Impacted functionality:

System information acquisition procedure.
Inter-operability: 

There is no inter-operability issue.
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	The cases where the UE shall apply the system information acquisition procedure listed in section 5.2.2.2 are incomplete. 
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5.2.2.2
Initiation

The UE shall apply the system information acquisition procedure upon selecting (e.g. upon power on) and upon re-selecting a cell, after handover completion, after entering E-UTRA from another RAT, upon return from out of coverage, upon receiving a notification that the system information has changed, upon receiving an indication about the presence of an ETWS notification, upon receiving an indication about the presence of a CMAS notification, upon receiving a notification of EAB parameters change, upon becoming interested in MBMS service, upon receiving a request from CDMA2000 upper layers and upon exceeding the maximum validity duration. Unless explicitly stated otherwise in the procedural specification, the system information acquisition procedure overwrites any stored system information, i.e. delta configuration is not applicable for system information and the UE discontinues using a field if it is absent in system information unless explicitly specified otherwise.
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