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1. Overall Description:

RAN4 sent LSs R4-113310, R4-116291 and R4-122225 to RAN2 to ask RAN2 to support multiple frequency band indicators in one cell because for overlapping bands (Band 26 overlapping with Band 5, Band 18 and Band 19; Band 25 overlapping with Band 2; Band 3 overlapping with Band 9; Band 41 overlapping with Band 38) there is requirement that a new band UE can roam into legacy overlapping bands, and vice versa.
Based on RAN4 LSs, corresponding CRs on UTRA and EUTRA were approved in RP-120730- RP-120734. During the discussion RAN2 realized that for the scenarios mentioned in RAN4 LSs, in case a roaming UE camps on a GERAN cell, the UE can not select to UTRA and EUTRA if GERAN does not support multiple frequency band indicators feature. Therefore RAN2 would like to ask GERAN2 to consider:
· The neighbour cell lists of UTRA and EUTRA broadcasted in GERAN should be extended to signal upto 8 additional frequencys bands to support MFBI features for inter RAT (UTRA/EUTRAN)measurement;
2. Actions:

To GERAN2 group.

ACTION: 
RAN2 respectfully asks GERAN2 to capture multiple band indicators feature in GERAN specification.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #81
28th Jan – 1st Feb 2012              Malta
TSG-RAN2 Meeting #81bis15th – 19th Apr 2012
Chicago, USA.
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