Page 1



3GPP TSG-RAN2 Meeting #80
(
R2-125973
New Orleans, USA, 12th – 16th November 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.305
	CR
	0050
	(

rev
	-
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Correction of E-CID Measurement Initiation

	
	

	Source to WG:
(

	RAN3 (Alcatel-Lucent)

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LCS_LTE, TEI11
	
	Date: (

	2012-11-12

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	 At last RAN3#77, the CR 0030 against TS36.455 was agreed to clarify that E-CID MEASUREMENT INITIATION RESPONSE message may be returned as soon as at least one measurement could be initated, and that E-CID MEASUREMENT INITIATION FAILURE message shall be returned if none could be initiated. However TS36.305 section 8.3.4.3.1 could be interpreted as contradicting now TS36.455 since TS36.305 section 8.3.4.3.1 was at the origin of the ambiguity solved by the CR0030.

	
	

	Summary of change:
(

	 TS36.305 section 8.3.4.3.1 is aligned with CR0030 of TS36.455 to clarify that E-CID MEASUREMENT INITIATION FAILURE message shall be returned only if no measurement could be initiated (i.e. partial success allowed for the procedure).
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional point of view.

The impact can be considered isolated since it only affects the E-CID Measurement Initiation Request procedure. 

	
	

	Consequences if 
(

not approved:
	Misalignment between TS36.455 and TS36.305.

	
	

	Clauses affected:
(

	8.3.4.3.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


8.3.4.3
Position Measurement Procedure

The purpose of this procedure is to enable the E-SMLC to request position measurements from the eNodeB.

8.3.4.3.1
E-SMLC-initiated Position Measurement

Figure 8.3.4.3.1-1 shows the Position Measurement operations for the uplink E-CID method when the procedure is initiated by the E-SMLC.
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Figure 8.3.4.3.1-1: E-SMLC-initiated Position Measurement Procedure

(1)
The E-SMLC sends an LPPa E-CID MEASUREMENT INITIATION REQUEST message to the eNodeB. This request includes indication of E-CID measurements requested and whether the result is expected only once or periodically.
(2)
If the E-SMLC in step (1) requested UE measurements (i.e., RSRP, RSRQ measurements), or if the eNodeB requires UE measurements associated with the measurements requested by the E-SMLC (e.g., TADV type 1, which requires a UE Tx-Rx time difference measurement to be delivered from the UE to the eNodeB), the eNodeB may configure the UE to report the measurement information requested as specified in [14].
(3)
If the result is expected only once and the eNodeB initiates at least one of the E-CID measurements as requested, the eNodeB sends an LPPa E-CID MEASUREMENT INITIATION RESPONSE to the E-SMLC, which includes the obtained E-CID measurements. If the result is expected periodically and the eNodeB is able to initiate at least one of the E-CID measurements as requested, the eNodeB sends an LPPa E-CID MEASUREMENT INITIATION RESPONSE to the E-SMLC, which does not include any result. The eNodeB reports then the obtained measurements by initiating the E-CID Measurement Report procedure, with the requested periodicity. If the eNodeB is unable to initiate any of the requested measurements as requested from the E-SMLC, or is unable to instigate any of the required RRC procedures to obtain the requested measurements from the UE, the eNodeB sends an LPPa E-CID MEASUREMENT INITIATION FAILURE message providing the error reason. If the failure occurs during a periodic reporting, the eNodeB sends an LPPa E-CID MEASUREMENT FAILURE INDICATION message.
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