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	Reason for change:
(

	It does not seem entirely clear what the UE requirements are for the UE indications (IDC, PPI), noting we have the following main cases:

a)
Initial indication

b)
Indication upon change

c)
Repetition following handover

It is understood that for case a) and b) the UE requirements are best reflected by a ‘UE may’ (as we agreed not to specify detailed UE requirements) while for case c) the UE requirements are best reflected by a ‘UE shall’ (as the network relies on this).


	
	

	Summary of change:
(

	The main aim of the CR is to clarify the UE may provide an indication initially and upon change, while the UE shall provide an indication following handover
The CR also includes some smaller changes:

- Removal of the redundant statements that the UE provides an indication only if capable (covered by 'configured, as E-UTRAN only configures this feature for capable UEs)

- Removal of the cases in which the UE might initiate the procedure
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5.6.9.2
Initiation

The UE may:
1>
if configured to provide IDC indications:
2>
if the UE has not transmitted an IDC indication since it was configured to provide IDC indications:
3> if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing ongoing IDC problems that it cannot solve by itself:
4>
initiate the transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
2>
else:

3>
if the set of frequencies, for which a measObjectEUTRA is configured and on which the UE is experiencing ongoing IDC problems that it cannot solve by itself, is different from the set indicated in the last transmitted InDeviceCoexIndication message; or

3>
if for one or more of the frequencies in the previously reported set of frequencies, the interferenceDirection is different from the value indicated in the last transmitted InDeviceCoexIndication message; or

3>
if the TDM assistance information is different from the TDM assistance information indicated in the last transmitted InDeviceCoexIndication message:
4>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3.
The UE shall:

1>
if configured to provide IDC indications; and
1>
if less than 1 second after the last transmission of an InDeviceCoexIndication message, an RRCConnectionReconfiguration message including mobilityControlInfo is received:
2>
initiate transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3.












<Cut until the next modified section>
5.6.10.2
Initiation

The UE may:
1>
if configured to provide power preference indications:

2>
if the UE has not transmited a power preference indication since it was configured to provide power preference indications; or
2>
if the current power preference is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T340 is not running; or:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
The UE shall:
1>
if configured to provide power preference indications; and
1>
if less than 1 second after the last transmission of an UEAssistanceInformation message, an RRCConnectionReconfiguration message including mobilityControlInfo is received:
2>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
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