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	Reason for change:
(

	The changes in this CR are motivated as follows:
1. During the ASN.1 Ad Hoc it was agreed to move the UE RxTx Time difference capability to group Other (as this should generally indicate support of the AS procedures in a manner agnostic of the actual usage)

2. The CDMA network sharing capabilities seem better placed within the inter-RAT capabilities
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	This CR includes the following changes
1. Move the UE RxTx Time difference capability to group other

2. Move the CDMA network sharing capability to group inter-RAT
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	4.3.7.27 (new), 4.3.15.1


4.3.7
Inter-RAT parameters

4.3.7.1
Support of UTRA FDD

This parameter defines whether the UE supports UTRA FDD.

A UE that supports UTRAN FDD shall support inter-RAT PS handover to UTRAN.

4.3.7.2
supportedBandListUTRA-FDD
Only applicable if the UE supports UTRA FDD. This field defines which UTRA FDD radio frequency bands are supported by the UE.

4.3.7.3
Support of UTRA TDD 1.28 Mcps

This parameter defines whether the UE supports UTRA TDD 1.28 Mcps.

A UE that supports UTRAN TDD 1.28 Mcps shall support inter-RAT PS handover to UTRAN.

4.3.7.4
supportedBandListUTRA-TDD128
Only applicable if the UE supports UTRA TDD 1.28 Mcps. This field defines which UTRA TDD 1.28 Mcps radio frequency bands are supported by the UE.

4.3.7.5
Support of UTRA TDD 3.84 Mcps

This parameter defines whether the UE supports UTRA TDD 3.84 Mcps.

A UE that supports UTRAN TDD 3.84 Mcps shall support inter-RAT PS handover to UTRAN.

4.3.7.6
supportedBandListUTRA-TDD384
Only applicable if the UE supports UTRA TDD 3.84 Mcps. This field defines which UTRA TDD 3.84 Mcps radio frequency bands are supported by the UE.

4.3.7.7
Support of UTRA TDD 7.68 Mcps

This parameter defines whether the UE supports UTRA TDD 7.68 Mcps.

A UE that supports UTRAN TDD 7.68 Mcps shall support inter-RAT PS handover to UTRAN.

4.3.7.8
supportedBandListUTRA-TDD768
Only applicable if the UE supports UTRA TDD 7.68 Mcps. This field defines which UTRA TDD 7.68 Mcps radio frequency bands are supported by the UE.

4.3.7.9
Support of GERAN

This parameter defines whether the UE supports GERAN.

4.3.7.10
supportedBandListGERAN
Only applicable if the UE supports GERAN. This field defines which GERAN radio frequency bands are supported by the UE.

4.3.7.11
interRAT-PS-HO-ToGERAN

Only applicable if the UE supports GERAN. This field defines whether the UE supports inter-RAT PS handover to GERAN.

4.3.7.12
Support of HRPD

This parameter defines whether the UE supports HRPD.

4.3.7.13
supportedBandListHRPD
Only applicable if the UE supports HRPD. This field defines which HRPD radio frequency bands are supported by the UE.

4.3.7.14
tx-ConfigHRPD
Only applicable if the UE supports HRPD. This field defines whether the UE supports single or dual transmitter. With dual transmitter, UE can transmit simultaneously on both E-UTRAN and HRPD.

4.3.7.15
rx-ConfigHRPD
Only applicable if the UE supports HRPD. This field defines whether the UE supports single or dual receiver. With dual receiver, UE can receive simultaneously on both E-UTRAN and HRPD.

4.3.7.16
Support of 1xRTT

This parameter defines whether the UE supports 1xRTT.

4.3.7.17
supportedBandList1XRTT
Only applicable if the UE supports 1xRTT. This field defines which 1xRTT radio frequency bands are supported by the UE.

4.3.7.18
tx-Config1XRTT
Only applicable if the UE supports 1xRTT. This field defines whether the UE supports single or dual transmitter. With dual transmitter, UE can transmit simultaneously on both E-UTRAN and 1xRTT.

4.3.7.19
rx-Config1XRTT
Only applicable if the UE supports 1xRTT. This field defines whether the UE supports single or dual receiver. With dual receiver, UE can receive simultaneously on both E-UTRAN and 1xRTT.

4.3.7.20
e-CSFB-1XRTT

Only applicable if the UE supports CDMA2000 1xRTT. This field defines whether the UE supports enhanced 1xRTT CS fallback.

4.3.7.21
e-CSFB-ConcPS-Mob1XRTT

Only applicable if the UE supports CDMA2000 1xRTT and CDMA2000 HRPD simultaneously. This field defines whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and handover/redirection to CDMA2000 HRPD.

4.3.7.22
e-RedirectionUTRA

This parameter defines whether the UE supports use of UTRA system information provided by RRCConnectionRelease upon redirection.

4.3.7.23
e-RedirectionGERAN
This parameter defines whether the UE supports use of GERAN system information provided by RRCConnectionRelease upon redirection.
A UE that supports CS fallback to GERAN shall support e-Redirection to GERAN.
4.3.7.24
dtm
This parameter defines whether the UE supports Dual Transfer Mode (DTM) in GERAN.

4.3.7.25
e-CSFB-dual-1XRTT
Only applicable if the UE supports CDMA2000 1xRTT, dual transmitter (i.e. UE can transmit simultaneously on both E-UTRAN and 1xRTT) and dual receiver (i.e. UE can receive simultaneously on both E-UTRAN and 1xRTT). This field defines whether the UE supports dual receiver/transmitter enhanced 1xRTT CS fallback (dual Rx/Tx e1xCSFB).

4.3.7.26
e-RedirectionUTRA-TDD
This parameter defines whether the UE supports redirection by using UTRA TDD system information for cells on multiple carrier frequencies provided by RRCConnectionRelease.
4.3.7.27
cdma2000-NWsharing
This parameter defines whether the UE supports network sharing for E-UTRAN and CDMA2000 interworking as specified in [5].
<Cut until next modified section>

4.3.13
UE-based network performance measurement parameters

4.3.13.1
loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements in RRC_IDLE upon request from the network. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.

4.3.13.2
standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.
4.3.13.3
ue-Rx-TxTimeDiffMeasurementsForMDT
This parameter defines whether the UE supports Rx - Tx time difference measurements for MDT as specified in [15].
<Cut until next modified section>
4.3.15
Other parameters
4.3.15.1
ue-Rx-TxTimeDiffMeasurements
This parameter defines whether the UE supports Rx - Tx time difference measurements as specified in [15].

4.3.15.2
inDeviceCoexInd
This parameter defines whether the UE supports in-device coexistence indication as specified in [5].

4.3.15.3
powerPrefInd
This parameter defines whether the UE supports power preference indication as specified in [5].
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