3GPP TSG RAN WG2 Meeting #81

R2-130019
St. Julian's, Malta, 28 January - 1 February 2013
SA WG2 Meeting #94


S2-124911

New Orleans, USA - 12 - 16 November 2012

(e-mail approved revision of S2-124754)

Title:
LS on size of E-UTRA Radio Capabilities

Response to:
Response LS on reporting the UE E-UTRAN Capabilities for rSRVCC from GERAN to E-UTRAN (R2-125159 = S2-124208)
Release:
Rel-8 (and Rel-11)

Work Item:
SAES (and rSRVCC)

Source:
SA WG2
To:
RAN WG2, CT WG1, CT WG4
Cc:
GERAN WG2
Contact Person:
Name:
Chris Pudney
E-mail Address:
chris (dot) pudney (at) vodafone (dot) com

Attachments:
-
1. Overall Description:

SA 2 thanks RAN 2 for copying them the LS in R2-125159 = S2-124208.

SA 2 note that RAN 2 write:

“About the expected size of the IE EUTRA-Capability, RAN2 considers it exceeding 500 octets is not unlikely, considering the functional growth and introduction of new bands. For Rel-8 frozen version v850 of TS36.331, the maximum size of this IE is about 1263 octets as RAN2 signalling allows (64 LTE bands, 16 UTRA FDD bands,16 UTRA-TDD128 bands, 16 UTRA-TDD384 bands, 16 TDD768 bands,11 GERAN bands,18 HRPD bands and 18 1xRTT bands). The size of IE EUTRA-Capability for Rel-9,Rel-10 and Rel-11 is larger than Rel-8 due to introduction of many new features. “
SA 2 would like RAN 2 to recall that TS 23.401 clause 5.11.2 states:

“To allow for the addition of future radio technologies, frequency bands, and other enhancements, the MME shall store the UE Radio Capability Information even if it is larger than specified in TS 36.331 [37], up to a maximum size of 510 octets.

NOTE 4:
The 510 octet value comes from the information element encoding rules described in TS 24.007 [45] and the assumption that the information contained within this UE Radio Capability Information Element stored by the MME is the equivalent of information signalled in two information elements in the GERAN NAS signalling for the case of GERAN to E‑UTRAN PS handover.”

SA 2 invites RAN 2 to discuss with CT 1 (for NAS signalling aspects) and CT 4 (for information storage aspects) if they wish to use EUTRA-Capability IEs that will, in practice, exceed 510 octets.

2. Actions:

To RAN 2 group.

ACTION: 
SA 2 invites RAN 2 to discuss with CT 1 (for NAS signalling aspects) and CT 4 (for information storage aspects) if they expect UEs to use EUTRA-Capability IEs that exceed 510 octets; and requests RAN 2 to keep SA 2 informed about this issue.
To CT 1 and CT 4 groups.

ACTION: 
SA 2 invites CT 1 and CT 4 to work with RAN 2 on this topic.
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