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Start of change
8.1.3.4
Reception of an RRC CONNECTION REQUEST message by the UTRAN
Upon receiving an RRC CONNECTION REQUEST message, UTRAN should either:

1>
accept the request and use a predefined or default radio configuration, in which case it should:

2> include the following information in the RRC CONNECTION SETUP message:

3> the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB and, transport channel parameters shall be used; or

3>
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB and transport channel parameters shall be used;

3>
PhyCH information elements.

2> submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH.

NOTE 1:
UTRAN should only apply a predefined radio configuration in case it orders the UE to enter CELL_DCH. This is because the predefined configuration information included in System Information Block 16 mandatorily includes information only required in CELL_DCH state.

1>
accept the request without using a predefined or default radio configuration, in which case it should:

2>
include in the RRC CONNECTION SETUP message the complete set of RB, TrCH and PhyCH information elements to be used;
2>
submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH;

NOTE 2:
In R'99, the RRC CONNECTION SETUP message always includes the IEs "Added or Reconfigured TrCH information list", both for uplink and downlink transport channels, even if UTRAN orders the UE to move to CELL_FACH and hence need not configure any transport channels. In these cases, UTRAN may include a configuration that adds little to the encoded message size e.g. a DCH with a single zero size transport format. At a later stage, UTRAN may either remove or reconfigure this configuration.

1>
submit an RRC CONNECTION REJECT message on the downlink CCCH. In the RRC CONNECTION REJECT message, the UTRAN may direct the UE to another UTRA carrier or to another system. The UTRAN may direct the UE to E-UTRAN FDD only if the IE "Pre-Redirection info" is present in the RRC CONNECTION REQUEST message and the IE "Support of E-UTRA FDD" is set to TRUE and the UTRAN has information e.g. received from  subscriber’s access restrictions information specified in TS23.221 or by other means that UE is permitted access to EUTRA ; the UTRAN may direct the UE to E-UTRAN TDD only if the IE "Pre-Redirection info" is present in the RRC CONNECTION REQUEST message and the IE "Support of E-UTRA TDD" is set to TRUE and the UTRAN has information e.g. received from  subscriber’s access restrictions information specified in TS23.221 or by other means that UE is permitted access to EUTRA. After the RRC CONNECTION REJECT message has been sent, all context information for the UE may be deleted in UTRAN.
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