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<Start of modified section>
5.2.2.17
Actions upon reception of SystemInformationBlockType10
Upon receiving SystemInformationBlockType10, the UE shall:

1>
forward the received warningType, messageIdentifier and serialNumber to upper layers;

<End of modified section>
<Start of modified section>
–
SystemInformationBlockType10
The IE SystemInformationBlockType10 contains an ETWS primary notification.

SystemInformationBlockType10 information element
-- ASN1START

SystemInformationBlockType10 ::=
SEQUENCE {


messageIdentifier




BIT STRING (SIZE (16)),


serialNumber





BIT STRING (SIZE (16)),


warningType






OCTET STRING (SIZE (2)),


dummyWarningSecurityInfo


OCTET STRING (SIZE (50))

OPTIONAL,

-- Need OP


...,


lateNonCriticalExtension



OCTET STRING



OPTIONAL

-- Need OP

}

-- ASN1STOP

	SystemInformationBlockType10 field descriptions

	messageIdentifier

Identifies the source and type of ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.44]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.2], while the trailing bit contains bit 0 of the second octet of the same equivalent IE.

	serialNumber

Identifies variations of an ETWS notification. The leading bit (which is equivalent to the leading bit of the equivalent IE defined in TS 36.413 [39, 9.2.1.45]) contains bit 7 of the first octet of the equivalent IE, defined in and encoded according to TS 23.041 [37, 9.4.1.2.1], while the trailing bit contains bit 0 of the second octet of the same equivalent IE.

	warningType

Identifies the warning type of the ETWS primary notification and provides information on emergency user alert and UE popup. The first octet (which is equivalent to the first octet of the equivalent IE defined in TS 36.413 [39, 9.2.1.50]) contains the first octet of the equivalent IE defined in and encoded according to TS 23.041 [37, 9.3.24], and so on.

	dummyWarningSecurityInfo

dummyWarningSecurityInfo is not used in the specification. If received it is ignored by the UE. See TS 23.041 [9.1.3.4] for handling of warning security information by Cell Broadcast Center.


<End of modified section>
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