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	In current specifications, UTRAN does not know the Access Class of the UE with precision. It can guess it using Access Class restriction.

However, the Access Class of the UE is used for Acces Class Restriction

When the networks needs to release UE from Connected Mode, the knowledge of the Access Class with help the network to chose which UE to Release, based on the access class restriction configuration of the network.For example if Access Class 0-5 is restricted, the network should release first UE belonging to those access classes because they will not try to access the network again.
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	In RRC CONNECTION SETUP COMPLETE MESSAGE, UE indicates its access class (0..9)
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8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
<SKIPPED TEXT>

2>
if an IE "Logged Connection Establishment Failure Info-FDD" or "Logged Connection Establishment Failure Info-TDD" in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE is present and the current Registered PLMN is the same as the PLMN in IE "PLMN Identity" stored in variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE:

3>
include IE "Logged Connection Establishment Failure Info Available".
2>
if UE has an Access Class between 0 and 9, include it in IE "Access Class".
<NEXT CHANGE>

10.2.41
RRC CONNECTION SETUP COMPLETE
This message confirms the establishment of the RRC Connection by the UE.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	START list
	MP
	1 to <maxCNdomains>
	
	START [40] values for all CN domains.
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	
	

	>START
	MP
	
	START 10.3.3.38
	START value to be used in this CN domain.
	

	UE radio access capability
	OP
	
	UE radio access capability 10.3.3.42
	
	

	UE radio access capability extension
	OP
	
	UE radio access capability extension 10.3.3.42a
	
	

	Other information elements
	
	
	
	
	

	UE system specific capability
	OP
	1 to <maxInterSysMessages>
	
	
	

	>Inter-RAT UE radio access capability 
	MP
	
	Inter-RAT UE radio access capability 10.3.8.7
	
	

	Deferred measurement control reading
	OP
	
	Enumerated (TRUE)
	Indicates the UE has not read SIB11, SIB11bis and SIB12, if available.
	REL-7

	Logged Meas Available
	OP
	
	Enumerated (TRUE)
	Indicates the UE has logged measurements to report to the network
	REL-10

	ANR Logging Results Available
	OP
	
	Enumerated (TRUE)
	True indicates the UE has ANR logging results to report to the Network.
	REL-10

	Logged Connection Establishment Failure Info Available
	OP
	
	Enumerated (TRUE)
	True indicates the UE has logged measurements from a RRC connection establishment failure to report to the network.
	REL-11

	Access Class
	OP
	
	Integer (0..9)
	Access Class of the UE.
	REL-11


<NEXT CHANGE>
11.2
PDU definitions

<SKIPPED TEXT>

RRCConnectionSetupComplete-vbxyext-IEs ::= SEQUENCE {


-- Other IEs



loggedConnectionEstablishmentFailureInfoAvailable

ENUMERATED { true }
OPTIONAL,


UE-Access-Class










INTEGER (0..9)
}
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