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19.2.2.5.6
Message sequence diagrams

This subclause complements TR 25.922 [27] subclause 5.1.7.2 regarding the E-UTRAN handling of containers.

Most RRC information is carried by means of containers across interfaces other than Uu. The following sequence diagrams illustrate which RRC information should be included within these containers used across the different network interfaces.

NOTE:
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In the current release, SRVCC (see TS 23.216 [28]) is supported from EUTRAN to UTRAN or GERAN A/Gb mode and from UTRAN or GERAN A/Gb mode to EUTRAN.

There is no support for interworking between EUTRAN and GERAN Iu-mode and between EUTRAN and GAN.

Figures 19.2.2.5.6-1 and 19.2.2.5.6-1a illustrates the message sequence for the handover from GERAN to EUTRAN procedure:
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Figure 19.2.2.5.6-1. Handover of PS domain service from GERAN A/Gb mode to EUTRAN, normal flow

The first two signalling arrows indicate how capability information, which is needed by the target eNB, is provided by NAS.
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Figure 19.2.2.5.6-1a. Handover of CS domain service from GERAN A/Gb mode to EUTRAN, normal flow

Figures 19.2.2.5.6-2 and 19.2.2.5.6-2a illustrates the message sequence for the handover from UTRAN to EUTRAN procedure:
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Figure 19.2.2.5.6-2: Handover of PS domain service from UTRAN to EUTRAN, normal flow
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Figure 19.2.2.5.6-2a: Handover of CS domain service or CS and PS domain services from UTRAN to EUTRAN, normal flow
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