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Annex C (informative):
Intended UE behaviour for DRX Timers
When a DRX timer is set to a value of X, and n denotes the subframe in which the related event is triggered according to the section 5.7, the intended behaviours of each DRX timer are presented in the Table C-1 below: 
Table C-1: Intended UE behaviour for DRX timers.
	DRX Timers
	Intended UE behaviour 
([x, y] means including subframe x and y)

	drx-InactivityTimer
	The UE monitors PDCCH during the subframes [n+SF(n,1), n+SF(n,X)].

The UE starts or restarts drxShortCycleTimer, and uses Short DRX Cycle in the subframe n+SF(n,X)+1, if configured.

	mac-ContentionResolutionTimer
	The UE monitors PDCCH during the subframes [n+1, n+X].

	drx-RetransmissionTimer
	The UE monitors PDCCH during the subframes [n, n+SF(n,X-1)].

	onDurationTimer
	The UE monitors PDCCH during the subframes [n, n+SF(n,X-1)].

	drxShortCycleTimer
	The UE uses the Short DRX Cycle during the subframes [n, n+X-1].

The UE starts to use the Long DRX Cycle in the subframe n+X.

	HARQ RTT Timer
	The UE starts drx-RetransmissionTimer in the subframe n+X, if needed.


For FDD, function SF(n, x)=x; For TDD, SF(n, x) counts the minimum number of normal subframes needed to cover x number of PDCCH-subframes until next PDCCH-subframe available, starting from subframe n.
For drx-InactivityTimer and drx-RetransmissionTimer, if X=0, the timer does not make the UE to monitor the PDCCH.
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