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	Existing text on SI1 and SI2 reception in RRC_CONNECTED by UE that support Multi-band cells does not cover correct behaviour at RRC connection re-establishment.
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	Corrected such that UE considers freqBandIndicator, multiBandInfoList, additionalSpectrumEmission (NS value) and ul-CarrierFreq at RRC re-establisment. 
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Impacted functionality:

Support of Multi-frequency band indications per cell.
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In case UE does not support the change, UE will erroneously ignore frequency band indicators and NS value at re-establishment.
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5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 message the UE shall:

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4] and;

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;

<Next Change>
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon;

1>
if in RRC_CONNECTED and UE has previously received rlf-TimersAndConstants:

2>
The UE shall not update its values of the timers and constants in UE-TimersAndConstants except for the value of timer T300;

1>
if in RRC_CONNECTED while T311 is not running; and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the additionalSpectrumEmission and ul-CarrierFreq, if received, while in RRC_CONNECTED;
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