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	Reason for change:
(

	To introduce FE-FACH subfeature concurrent deployment of 2ms and 10ms TTI in a cell.

	
	

	Summary of change:
(

	1. Clarify that in case of 2ms and 10ms TTI Concurrent Deployment operation is configured in the cell, the Granted E-DCH Resources or Denied E-DCH Resources are used to calcula te the number of 10ms TTI common E-DCH resources that have been granted or denied.

2. Addition the description of 2ms Granted E-DCH RACH Resources, 2ms Overridden E-DCH RACH Resources and 2ms Denied E-DCH RACH Resources.
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not approved:
	FE-FACH subfeature concurrent deployment of 2ms and 10ms TTI in a cell would not be supported.
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 9.3.30
Common E-DCH resource usage

	Measurement
	Common E-DCH resource usage

	Source
	L1(Node B)

	Destination
	RRC (RNC)

	Reporting Trigger
	Periodic, event triggered, On demand

	Description
	This measurement pertains only to the case where Enhanced Uplink in CELL_FACH state and Idle mode is enabled in the considered cell. This measurement is applicable for FDD mode only.

The ‘Common E-DCH resource usage’ is defined as a report of 5 values for a considered cell:

1. Granted E-DCH Resources: defined as the number of common E-DCH resources that have been granted per access frame on each AICH. In case Concurrent deployment of 2ms and 10ms TTI is configured in a cell, it is defined as the number of 10ms TTI common E-DCH resources that have been granted per access frame on each AICH for the UEs that request for 10ms TTI common E-DCH resource.
2. Denied E-DCH Resources: defined as the number of PRACH preambles received at the NodeB that were not granted a common E-DCH resource. In case Concurrent deployment of 2ms and 10ms TTI is configured in a cell, it is defined as the number of PRACH preambles received at the NodeB that were not granted a 10ms TTI common E-DCH resource for the UEs that requested for 10ms TTI common E-DCH resource.
3. 2ms Granted E-DCH RACH Resources: defined as the number of 2ms TTI common E-DCH resources that have been granted per access frame on each AICH in case Concurrent deployment of 2ms and 10ms TTI is configured in a cell.

4. 2ms Overridden E-DCH RACH Resources: defined as the number of 10ms TTI common E-DCH resources that have been granted per access frame on each AICH for the UEs that request for 2ms TTI but are granted 10ms TTI common E-DCH resources in case Concurrent deployment of 2ms and 10ms TTI is configured in a cell.

5. 2ms Denied E-DCH RACH Resources: defined as the number of PRACH preambles received at the NodeB that are granted neither a  2ms nor 10ms TTI common E-DCH resource for the UEs that request for 2ms TTI common E-DCH resource in case of Concurrent deployment of 2ms and 10ms TTI is configured in a cell.
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