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	When the DCH channel is configured, the network can specify freely which cell should provide the TPI feedback. However, when HS-DSCH is configured, the source of the TPI feedback is limited only to the serving cell.
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	In 8.6.6.56, if “Primary CPICH Info” IE contains a cell other than the Multiflow assisting serving cell, then the UE behavior is unspecified.
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8.6.6.56
Uplink CLTD info FDD

If the IE "Uplink CLTD info FDD" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
if the CHOICE "Configuration info" is set to "New configuration":

2>
store the IE "Uplink CLTD info FDD", replacing any stored IE "Uplink CLTD info FDD";

2>
if the IE “Primary CPICH Info” is present: 
3>
if variable MULTIFLOW_STATUS is TRUE, but the value of IE “Primary CPICH Info” does not correspond to the assisting serving cell:

4>
the UE behaviour is unspecified.
1>
if the CHOICE "Configuration info" is set to "Continue" and the UE has any stored IE "Uplink CLTD info FDD":

2>
keep the stored IE "Uplink CLTD info FDD".

If the IE "Uplink CLTD info FDD" is not included and the UE has any stored IE "Uplink CLTD info FDD", the UE shall:

1>
clear the stored IE "Uplink CLTD info FDD".

Determine the value for the variable UPLINK_CLTD_TRANSMISSION and take the corresponding actions as described in subclause 8.5.69.
***** NEXT CHANGED SECTION *****
10.3.6.125
Uplink CLTD info FDD

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Configuration info
	MP
	
	
	
	REL-11

	>Continue
	
	
	(no data)
	Used in reconfigurations without interruption of uplink CLTD operation.
	REL-11

	>New configuration
	
	
	
	
	

	>>S-DPCCH info
	MP
	
	
	
	REL-11

	>>>S-DPCCH/DPCCH power offset
	MP
	
	Integer (0..6)
	Refer to quantization of the power offset in [28].
	REL-11

	>>Initial CLTD activation state
	CV-InitConfig
	
	Enumerated (first state, second state)
	Indicates the CLTD activation state as described in [27].
	REL-11

	>>Primary CPICH info
	CV-DCHMultiflow
	
	Primary CPICH Info
10.3.6.60
	Indicates the cell that determines the precoding weights amongst the active set cells.
	REL-11


	Condition
	Explanation

	DCHMultiflow
	This IE is mandatory present if HS-DSCH is not configured and only DCH is configured. Otherwise it is not needed. If the Multiflow operation is configured, then this IE can indicate the Multiflow assisting serving cell.

	InitConfig
	This IE is mandatory present in the initial uplink CLTD configuration. Otherwise it is optional.
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