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1
Introduction

This document discusses potential conflict between RAN1 and RAN2 specifications regarding EPDCCH monitoring. The issue was brought up by [1] in the last RAN2 #81 meeting.
2
Discussion & Proposal
In MAC specification, the UE is mandated to monitor PDCCH as follow. Since PDCCH, by definition, refers to PDCCH and EPDCCH as well, the following is also applied to EPDCCH.

· If the UE is not configured with DRX functionality, the UE monitors PDCCH continuously.

· If the UE is configured with DRX functionality, the UE monitors PDCCH during the Active Time, for a PDCCH-subframe.
However, in TS36.213, it is clearly stated that the UE shall not monitor EPDCCH in some subframes, as follows:
	The UE shall not monitor EPDCCH 

· For TDD and normal downlink CP, in special subframes for the special subframe configurations 0 and 5 shown in Table 4.2-1 of [3].

· For TDD and extended downlink CP, in special subframes for the special subframe configurations 0, 4 and 7 shown in Table 4.2-1 of [3].

· In subframes indicated by higher layers to decode PMCH.

· For TDD and if the UE is configured with different UL/DL configurations for the primary and a secondary cell, in a downlink subframe on the secondary cell when the same subframe on the primary cell is a special subframe and the UE is not capable of simultaneous reception and transmission on the primary and secondary cells.


Thus, without further clarification, there may be conflict on EPDCCH monitoring.

To avoid potential confusion, we think it would be good to clarify in MAC specification that for some subframes EPDCCH is not monitored by the UE according to TS36.213. A short clarification with reference to TS36.213 seems to be sufficient.
Proposal 1. For non-DRX case, clarify that the UE shall monitor EPDCCH continuously except the subframes specified in TS36.213.

Proposal 2. For DRX case, clarify that the UE shall monitor EPDCCH if the subframe is not part of the subframes specified in TS36.213.

The related CR is provided in [2].
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