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1. Overall Description:

RAN2 would like to thank RAN1 for the LS on MCH support on NCT.

RAN2 noted RAN1’s intention to support MCH reception on Scell on NCT and studied the feasibility and complexity of the relevant RAN2 aspects of supporting MCH on the NCT on the SCell.

When NCT is aggregated to a legacy carrier (non-standalone NCT), the relevant MBMS control information (ie: MBSFN subframe configuration and MCCH configuration) of NCT should be provided to the MBMS interested UE via:

1) the broadcast in associated legacy carrier for Idle UEs

2) the broadcast in Pcell if the associated legacy carrier is the Pcell

3) over dedicated signaling when the associated legacy carrier is not the Pcell 

When NCT is operating as standalone NCT, the relevant MBMS control information (ie: MBSFN subframe configuration and MCCH configuration) of NCT could be provided to the MBMS interested UE from the NCT via broadcast system information.

RAN2 concluded that from RAN2 perspective, the provisioning of MBMS control information for NCT is feasible when the NCT is aggregated to a legacy carrier (non-standalone NCT) and for standalone NCT operation.
2. Actions:

To RAN WG2 

ACTION: 
RAN2 asks RAN1 to take note of the RAN2 conclusions in future RAN1 work on MBMS in NCT.  
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