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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

A Study Item on RAN aspects of Machine-Type and other Mobile Data Applications Communications Enhancements has been approved by the RAN#59 plenary in Vienna. This report captures the output of the study.

1
Scope

The present document constitutes the output of the "RAN aspects of Machine-Type and other Mobile Data Applications Communications Enhancements" (FS_MTCe_RAN) study. The TR captures RAN view on the possible solutions identified during the study and the conclusions and recommendations for further work.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-130396: "RAN aspects of Machine-Type and other Mobile Data Applications Communications Enhancements" SID.
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

<example>: <text used to clarify abstract rules by applying them literally>.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

SDDTE
Small Data and Device Triggering Enhancements
UEPCOP
UE Power Consumption Optimizations
4
General

This Technical Report investigates and evaluates the RAN-impacting solutions that have been proposed by SA2 to address the objectives outlined in the SDDTE and UEPCOP Building Blocks of the SA2 work item on Machine Type and other mobile data applications Communications Enhancements. More in general the report identifies and evaluates mechanisms that enhance the ability of the RAN to handle traffic profiles comprising small data transfers generated by both machine-type and non-machine-type devices and applications.

Enhancements in the following areas are investigated in the context of improving both signalling efficiency and UE power consumption in the presence of traffic involving small data transfers (with inter-arrival time from several seconds to many hours):
-
Signalling Overhead Reduction:

-
Improved RRC connection management (establishment, reestablishment, release) as well as potential mechanisms to support short-lived connections or connectionless approaches 

-
Improved handling of small data during connected mode

-
Associated radio and network (S1AP/RANAP) control plane signalling optimisations for the above procedures

-
UE Power Consumption:

-
Solutions to lower UE power consumption (as per the service requirements defined clause in clause 7.1.1 of TS 22.368 and clause 4.3.1 of TS 22.101).
5
Solutions for Signalling Overhead Reduction

5.1
Optimized RRC connection management
5.1.1
Solution 1a. Signalling reduction by RRC message combining 
NOTE:
This solution is described in TR 23.887 v0.9.0, section 5.1.1.3.7 "Service Request signalling reduction by RRC message combining".

The proposed solution reduces the number of RRC messages by combining the information exchanged between the UE and the network into fewer RRC messages. The solution is proposed for both LTE and UMTS.

5.1.1.1
RAN aspects
Table 5.1.1.1-1: Qualitative analysis for Solution 1a
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets
Likely applicable to RRC Connection Setup procedure in general (i.e. irrespective of small data applications)

	Impacts to radio protocols
	There would be significant impact on RRC procedures for combining RRC connection establishment, DRB setup, SMC.
Service Request has to be added to RRC Connection Request. RRC Connection Setup has to contain SRB1 and DRB configuration and AS security parameters. Normally, DRB configuration is encrypted, so some IEs in this message need to be partially encrypted. Since partial encryption is foreseen, there will be impact to PDCP layer.
The size limitation of RRC connection request should be considered. 
For LTE, increasing the size of Msg3 beyond the current limits may impact the MAC layer. The eNB cannot know in advance whether the UE requires Msg3 with a larger size. Since it would be inefficient to schedule all Msg3 messages with a larger size, there may be a need to define RACH preamble groups or use group B preambles.

For UMTS, the RRC CONNECTION SETUP message cannot be extended to carry NAS PDU data, unless advanced features like Common E-DCH are implemented. RRC Connection Setup message is transmitted in TM which means that there is no redundancy or segmentation at RLC level. The size of the RRC Connection Setup message should also be considered as it is transmitted in UM which means that there will be no retransmissions at RLC level. A longer message would reduce the probability of successful reception in the UE.  

	Impact on Mobility 
	No impact to the mobility. Handover and cell reselection in idle mode are supported.

	AS Security impacts
	AS security is activated during the RRC Connection Setup procedure. 

AS SMC may be compromised (New information in RRCConnSetup message (DRB config, SMC) are to be sent using partial encryption. Details of partial encryption are not clear, and whether RRC Connection Setup message needs to be integrity protected is not clear.)

Impacts of modified AS level security needs to be analysed by SA3.

	Impacts to S1/Iu signalling
	Not much impact expected (if partial encryption is needed, there might be some changes to the S1AP procedure). Does not reduce S1/Iu signalling messages.

	Impact to network implementation
	Support of new procedures for paging, random access, RRC connection setup, SMC, DRB setup.
It is not clear whether the UE indicates its preference to the network to combine RRC messages or not. How does the UE decide when to combine RRC messages? Is this up to UE implementation (e.g. if path loss is not too large) and/or does the network configure the UE (through SIB broadcast or as part of Attach/TAU procedure)?

Network may need to fetch UE context earlier or delay the establishment procedure to enable combining the messages.

	Impact to UE implementation
	Support of new procedures for paging, random access, RRC connection setup, SMC, DRB setup.
The UE needs to decide whether to use RRC message combining based on eNB/RNC capability (and/or path loss). 

	Impact on UE Power Consumption
	From the UE power consumption point of view, there may not be big difference between normal procedure and optimized procedure. Main contributor for the power consumption is the DRX periodicity.

Combining several procedures into RRC connection setup may cause combined (and then larger) RRC messages to be sent multiple times due to bad network coverage (unless the UE doesn’t use the RRC message combing procedure in bad network coverage). And this may cause UE to unnecessarily consume UE power.

	Impact on control plane latency
	Reducing the number of RRC messages may decrease the latency on the control plane, but it may also cause several additional HARQ transmissions due larger RRC messages in bad network coverage (unless the UE doesn’t use the RRC message combing procedure in bad network coverage). Therefore the impact on control plane latency is not clear.

It needs to be checked if the UE can tolerate the delay between RRC Connection Request and RRCConnectionSetup as S1 should be setup in-between

	Impact on System/Spectrum efficiency
	Might need the introduction of RACH preamble groups or use group B preambles.

Increased size of RRC connection request message may result in reduced uplink coverage. Also, combining several procedures into RRC connection setup may cause more frequent connection failure due to increased size of RRC messages (unless the UE doesn’t use the RRC message combing procedure in bad network coverage, thus reducing the applicability).
Combining RRC messages will result in a larger combined message which might decrease spectral efficiency when sent on SRB0 instead of SRB1 for instance.

	Signalling gain
	Radio messages
	This solution reduces the number of RRC messages e.g. due to combining connection setup, AS SMC, DRB setup and measurement configuration.

	
	Bits over the air
	Combining connection setup, AS SMC, DRB setup and measurement configuration into one RRC message could not significantly reduce the number of information bits signalled by RRC (apart from the RLC ACK, RLC/MAC headers, CRC).
More bits can be saved for UMTS due to: 

· No need to transmit UE radio capability in RRC Connection Setup complete

· No need to send Initial direct transfer

	
	S1/Iu interface signalling
	This solution does not reduce the number of S1/Iu messages. No gain



Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.

5.1.2
Solution 1b. Lean Service Request Procedure 

NOTE:
This solution is described in TR23.887v0.9.0, section 5.1.1.3.9 "Lean Service Request Procedure".

The proposed solution suggests re-using AS security contexts and activating AS security together with RRC reconfiguration so that RAB setup requires less signalling.

5.1.2.1
RAN aspects

Table 5.1.2.1-1: Qualitative analysis for Solution 1b
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets

	Impacts to radio protocols
	1) There is no SMC procedure and new IEs should be added in RRCConnectionSetupComplete message (capability indication)

2) AS security is activated when established DRB using RRCConnectionReconfiguration message 

	Impact on Mobility 
	No impact. Handover and cell reselection in idle mode are supported

	AS Security impacts
	No SMC procedure. The UE and the eNB establish AS security with the parameters used for the earlier RAB. AS security is activated when established DRB using RRCConnectionReconfiguration message. Any further impact needs to be considered by SA3

	Impacts to S1/Iu signalling
	Need to add new IE in Initial UE message 

	Impact to network implementation
	1) Support of Lean Service Request procedure with capability indication in Service Request message

2) Support of RRC functionality to re-instantiate stored AS security contexts when re-establishing RAB(s) and synchronize usage between UE and eNB 

	Impact to UE implementation
	Same as the impact to network implementation

	Impact on UE Power Consumption
	No impact

	Impact on control plane latency
	May reduce the control plane latency because there is no SMC procedure

	Impact on System/Spectrum efficiency
	No impact

	Signaling gain
	Radio messages
	This solution reduces the number of RRC messages since it Skips SMC procedure

	
	Bits over the air
	This solution reduces the number of bits over the air since it Skips the SMC messages 

	
	S1/Iu interface signalling
	This solution does not reduce the number of S1/Iu messages. No gain




Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.
5.2
Control Plane solutions
5.2.1
Solution 2a. RRC connection without U-plane radio bearer establishment
NOTE:
This solution covers the RAN aspects of the solutions described in TR 23.887 v0.9.0, section 5.1.1.3.1 "Use of pre-established NAS security context to transfer the IP packet as NAS signalling without establishing RRC security" and section 5.1.1.3.2 "Optimised handling of C-plane connection for Small Data and Device Trigger Transmission without U-plane bearer establishment in E-UTRAN", which from RAN point of view are very similar. This would also cover the RAN aspects of the solution described in section 5.1.1.3.3 "Small Data Service with T5/Tsp and generic NAS transport", if the possible enhancements to avoid establishing DRB (Data Radio Bearer) and use SRB (Signalling Radio Bearer) for the small data transfer were considered.
The proposed solution aims at optimizing the procedure for transfering a single higher layer message (e.g. a single IP data packet or a SMS) (and possibly its response) starting from RRC idle. The solution consists of piggybacking the IP data packet / SMS (and the response) in control messages, without establishing U-plane radio bearers. For the MO case, the UL packet and possible acknowledgment DL packet are conveyed in RRC Connection Setup Complete/UL Information Transfer and RRC Connection Release/DL Information Transfer messages respectively. For the MT case, the DL packet and possible acknowledgment UL packet are conveyed in DL Information Transfer and UL Information Transfer messages respectively.
5.2.1.1
RAN aspects
Table 5.2.1.1-1: Qualitative analysis for Solution 2a
	Applicability
	Applicable for both MT and MO in case of LTE. Probably more suited for the transmission of a single packet (pair), but it could also allow the transmission multiple (UL/DL) packets. The entire procedure will need to be repeated for each isolated packet. This solution is then more suitable for infrequent small data transfer.

The solution is not described for UMTS. Therefore it is not clear whether the solution works for UMTS or not.

	Impacts to radio protocols
	Additional IE in RRC Connection Request for ‘small data indicator’ or “mo-signalling” for small data transmission. Alternatively the ‘small data indicator’ could be added to the RRC Connection Setup Complete message. Hence, the RRC establishment cause can be set without restriction (i.e., not mo-signalling only).
New NAS message in RRC Connection setup complete/RRC Connection Release

For MT, new IE to provide “small data flag” in the Paging message.
UL Information transfer message needs to include an indication to trigger RRC Connection release.
Embedding IP packet either directly or as NAS PDU into RRC message increases the complexity at RRC. 

	Impact on Mobility 
	Handover cannot be executed without AS security. Thus, handover is not supported in this solution, unless handover procedure is modified.
However, as UE will end up in the IDLE after the whole cycle, no connected mode mobility is expected.
Cell reselection in idle mode is supported.
It is unclear how radio link failure (or failure to receive higher layer acknowledgement in time) will be handled

	AS Security impacts
	Data transmission on SRB1 only with NAS security, without AS security activation.
This is not seen as an issue. However impacts of missing AS level security need to be analysed by SA3.

	Impacts to S1/Iu signalling
	Updates of S1AP messages are expected: 1. S1 Downlink NAS Transfer message includes “release command” to release the RRC Connection. 2. S1 paging includes “small data flag” for the MT case so that UE can start this new procedure. 3. In S1 Initial UE message may need some indication so that MME can act according to the new procedure.
Impact on dimensioning of the S1-C interface due to additional data traffic. Use of reliable control plane to carry delay tolerant and non-critical data is not efficient.

Mixing of user plane data/NAS PDUs and control signalling in the same messages leading to more complexity in the eNB and the MME.

	Impact to network implementation
	(Although this solution is not completely new, since it’s based on TAU procedure) it would lead to increased processing requirements/load at the eNB since ASN.1 encoding/decoding needs to handle a RRC message per each small data packet.
“Small data ind” in UL and “small data flag” in DL need to be used by eNB to not establish DRB, AS security, and not configure the UE for measurement reporting.
Impact on eNB scheduler to identify and de-prioritise SRB1 of these connections compared SRB1 of other connections. This can be seen necessary if there are a large number of devices generating this type of traffic.
At MME new functions need to be supported like extract IP address and TEID from the EPS Bearer ID, decrypt the UL IP packet and form the GTP-U packet, and send it to the S-GW. Encrypt the DL IP packet and form the NAS PDU, and send it to the eNB. Request the eNB to fast release the RRC connection after the NAS transfer. 

	Impact to UE implementation
	UE would need to be able to handle the U-plane msg over C-plane. Also, UE would need to be able to provide/process small data indicator/flag. UE also needs a mechanism to let the AS trigger this procedure at appropriate times. 

	Impact on UE Power Consumption
	From the UE power consumption point of view, there may not be big difference between normal procedure and optimized procedure.

Short-lived RRC connection would slightly decrease UE power consumption by removing some message exchange such as AS SMC, DRB setup and measurement configuration, and by releasing the connection immediately after data transfer. However increased processing for the encoding/decoding of RRC messages would go in the other direction (increase UE power consumption)

	Impact on control plane latency
	Short-lived RRC connection would reduce latency for short data transmission by removing some message exchange such as AS SMC, DRB setup and measurement configuration.
However, small data traffic may interfere with control signalling on the control plane and lead to increased latency for other control plane messages

	Impact on System/Spectrum efficiency
	Depending on the amount of small data and frequency of transfer, the solution may interfere CP message transfer as small data are transferred in SRB1. If proper de-prioritisation of this SRB1 is not used, performance of other devices can suffer as resources will be diverted to serve this SRB1 even though it is actually low priority.

No Header Compression. No UE capability available: not possible to use optimal radio bearers based on UE capability.
From spectrum perspective, signalling has higher redundancy/protection/priority than data. Hence, per bit cost of SRB is higher than DRB. The saving in RRC Connection Reconfiguration and SMC may be insufficient to justify the additional cost due to data over SRB1.

	Signalling gain
	Radio messages
	This solution reduces the number of RRC messages e.g. due to omission of AS SMC, DRB setup and measurement configuration.

	
	Bits over the air
	This solution reduces the number of control bits e.g. due to omission of AS SMC, DRB setup and measurement configuration.
However limited gains with respect to number of bits over the air are expected, due to the different efficiency to send data over SRB1 rather than DRB

	
	S1/Iu interface signalling
	This solution reduces the number of S1/Iu messages (2 Initial context setup messages + 2 UE context release)


Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.

5.2.2
Solution 2b. Downlink small data transfer using RRC message
NOTE:
This solution is described in TR 23.887 v0.9.0, section 5.1.1.3.5 "Downlink small data transfer using RRC message".

Similar to Solution 2a, this proposal suggests a control plane solution for the transfer of single higher layer messages (e.g. a single IP data packet or a SMS), but focuses on the MT case (from the MME to the UE): the DL packet and possible acknowledgment UL packet are conveyed in RRC Connection Setup and RRC Connection Setup Complete messages respectively.

5.2.2.1
RAN aspects
Table 5.2.2.1-1: Qualitative analysis for Solution 2b
	Applicability
	Applicable only for the MT transmission of a single packet (and its response) for LTE (although the solution could be extended to allow the transmissions of multiple packets, e.g. via DL/UL Information Transfer messages). The entire procedure will need to be repeated for each isolated packet. This solution is then more suitable for infrequent small data transfer. 

	Impacts to radio protocols
	New IEs to provide ‘small data flag’ in the Paging message.

New IE in RRC Connection Setup message to provide the small data.

New IE in RRC Connection Setup Complete message to provide the small data ACK. 

	Impact on Mobility 
	Handover cannot be executed without AS security. Thus, handover is not supported in this solution, unless handover procedure is modified.
However, as UE will end up in the IDLE after the whole cycle, no connected mode mobility is expected.
It is unclear how radio link failure (or failure to receive higher layer acknowledgement in time) will be handled

	AS Security impacts
	Data transmission on SRB1 only with NAS security, without AS security activation.
This is not seen as an issue. However impacts of missing AS level security need to be analysed by SA3.

	Impacts to S1/Iu signalling
	Update of S1AP messages are expected: S1-AP paging message has to be extended to transfer small data packet 

Impact on dimensioning of the S1-C interface due to additional data traffic. Use of reliable control plane to carry delay tolerant and non-critical data is not efficient.

Mixing of data and control in the same messages leading to more complexity in the eNB and the MME.

	Impact to network implementation
	Buffering small data in all eNBs that receive it with the page request, then the eNB that receives the page response needs to correlate the page response with the page/buffered small data.

New functionality in eNB to correlate the Paging message with the RRC connection request.  
All eNBs in the TA must store the Paging message and DL packet in anticipation of a Connection request.
At eNB, at RRC layer, the ASN.1 encoding/decoding complexity increases to handle NAS PDUs for all small data transfers.
S1-AP may need to be scaled-up to accommodate data over control plane
From an implementation and deployment perspective, there are open areas due to limited applicability of the solution as well as the agreement that SRB0 cannot be used to transmit DL data in order of KB, due to lack of segmentation.

	Impact to UE implementation
	UE would need to be able to handle the U-plane msg over C-plane. 
Similar complexity at UE, as foreseen at the eNB w.r.t ASN.1 encoding/decoding complexity.

	Impact on UE Power Consumption
	From the UE power consumption point of view, there may not be big difference between normal procedure and optimized procedure.

Short-lived RRC connection would slightly decrease UE power consumption by removing some message exchange such as AS SMC, DRB setup and measurement configuration, and by releasing the connection immediately after data transfer. However increased processing for the encoding/decoding of RRC messages would go in the other direction (increase UE power consumption)

	Impact on control plane latency
	Short-lived RRC connection would reduce latency for short data transmission by removing some message exchange such as AS SMC, DRB setup and measurement configuration.
However, small data traffic may interfere with control signalling on the control plane and lead to increased latency for other control plane messages

	Impact on System/Spectrum efficiency
	With this solution, the DL packet (piggybacked into the RRC Connection Setup message) uses SRB0 /RLC TM mode, therefore no segmentation is possible. This would require that the entire IP packet needs to be transmitted in a single subframe. Transmitting a 1 Kbyte packet in one subframe would correspond to a data rate of 8 Mbit/s which is unrealistic. As the small data has to be included in the S1 paging in all TAs where the paging should be delivered, this will increase the S1 traffic. If UE does not response the paging, MME may repeat the paging with small data in all TAs again.

	Signalling gain
	Radio messages
	This solution reduces the number of RRC messages e.g. due to omission of AS SMC, DRB setup and measurement configuration.

	
	Bits over the air
	This solution reduces the number of control bits e.g. due to omission of AS SMC, DRB setup and measurement configuration.
However limited gains with respect to number of bits over the air are expected, due to the different efficiency to send data over SRB rather than DRB

	
	S1/Iu interface signalling
	This solution reduces the number of S1/Iu messages, because initial UE message and initial context setup can be omitted for MT case.



Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.

5.3
S1-MME connectionless approaches

To reduce the amount of signalling caused by idle-connected mode transitions, solutions can be defined where small amounts of data can be transferred while the UE has no NAS signalling connection. Two alternatives are described in TR 23.887. Both alternatives are based on the principle of providing information to the UE about the bearer end-point(s) of the PDN Connection(s) in the SGW. One of the differences is the handling of security. 
5.3.1
Solution 3a. Small Data Fast Path
NOTE:
This solution is described in TR 23.887 v0.9.0, section 5.1.1.3.6.2 "Small Data Fast Path". 
The basic principle of small data fast path solution is to provide information to the UE about the end point of the PDN connection or its bearer(s) in the SGW, such as Bearer Resource ID. The baseline approach over the radio interface is to establish a RRC connection and use DRB for the data transfer when the UE is about to send a small data packet. The data radio bearer can be established using the existing mechanisms for establishing a radio bearer (RRC connection establishment followed by RRC connection reconfiguration), or it can be configured with the RRC connection setup message, hence omitting the RRC reconfiguration procedure. Other alternatives are FFS. For all RRC connections (related to small data fast path transfers) there is no associated S1-MME signalling (apart from the paging message for the MT case). In this solution security is performed between the UE and SGW. Security information is provided by MME to SGW and UE at session creation (details of the security solution are FFS by SA3).
5.3.1.1
RAN aspects
Table 5.3.1.1-1: Qualitative analysis for Solution 3a
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets
The solution is suggested but not described for UMTS. 

	Impacts to radio protocols
	1. “small data indicator” in the RRC Connection Request. 2 “small data indicator” and default DRB configuration in the RRC Connection Setup. 3. DRB should be activated after RRC Connection Setup and before RRC Connection Setup Complete. 4. SGW Bearer Resource ID in the RRC Connection Setup Complete message. 5. If multiple bearers have been activated over default DRB, the UE should append the SGW Bearer Resource ID to each uplink packet.
The RRC state is specified as RRC_CONNECTED and NAS state is ECM_IDLE. Modifications may be required to support this, maybe as a new state.

	Impact on Mobility 
	RRC CONNECTED mode mobility is not supported as security in the AS layer will not be activated.  

	AS Security impacts
	AS security is not activated. Instead IP and ciphering is activated between UE and SGW, which needs to be specified by SA3. 

	Impacts to S1/Iu signalling
	Avoids the Initial UE message and signalling for the Initial Context Setup. 

1. S1 tunnel is created via GTP-U packet between eNB and SGW which used to be an MME role. 2. MME needs to inform eNB the SGW Bearer Resource ID during the EPS bearer establishment procedure.

In addition, if the UE has moved to another cell, the eNB returns an Error Indication to the SGW and S-GW needs to contact MME to page the UE. 

	Impact to network implementation
	All network nodes - eNB, MME, SGW are impacted. 

1. eNB handles new RRC messages and parameters. 2. eNB should store default DRB configuration for the UE. 3. eNB should select SGW and send GTP-U packet directly to SGW to create GTP tunnel for small data instead of sending initial UE message to MME. 4. eNB should run a special inactivity timer to remove RRC Connection for this case. 5. SGW should deal with GTP-U packet and creates tunnel for the small data. 6. SGW should run a special inactivity timer to remove S1 tunnel.7. SGW has to perform IP and ciphering. 
Derivation of the S-GW S1-U TEID from the SGW Bearer Resource ID should be available in the eNB.

If the eNB receives the SGW Bearer Resource ID and uplink IP packet from the UE, the eNB should be capable of deriving the proper S-GW S1-U TEID, assembling a GTP-U PDU using the received uplink IP packet, adding a GTP-U extension header with the eNB S1-U TEID and forwarding the GTP-U PDU on the S1-U interface to the S-GW.

Small data transmission would take place without any UE-associated S1-MME signalling connection being established. Although UE and bearer contexts are established in the eNB, the MME would be neither able to directly address the UE context nor the bearer context in the eNB during small data operation as the UE would appear ECM-IDLE to the MME, i.e. the MME control is limited during “small data fast path” operation.

	Impact to UE implementation
	Supporting new AS and NAS layer procedures. (i.e., storing the security context for small data transmission and SGW bearer resource ID when the UE switches to idle mode, setting up the DRB in the middle of RRC Connection setup, providing SGW Bearer Resource ID to eNB).

	Impact on UE Power Consumption
	From the UE power consumption point of view, there may not be big difference between normal procedure and optimized procedure. Main contributor for the power consumption is the DRX periodicity. 

	Impact on control plane latency
	Since there is no S1 messages to MME and associated MME response delays, CP setup can be expected to be faster.  

	Impact on System/Spectrum efficiency
	Spectrum efficiency is impacted because eNB doesn’t have UE radio capability. 

	Signalling gain
	Radio messages
	This solution reduces a number of RRC messages depending on the final design (but at least the AS security messages).

	
	Bits over the air
	This solution reduces the number of bits over the air since it skips a number of RRC messages, i.e. at least the AS security messages, depending on the final design.


	
	S1/Iu interface signalling
	There is no S1 signalling


Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.

5.3.2
Solution 3b. Connectionless Data Transmission
NOTE:
This solution is described in TR23.887v0.9.0, section 5.1.1.3.6.3 "Connectionless Data Transmission". 
At the first visit of a cell in an eNB (or when the security context for a cell of an eNB is not known/valid), the UE executes a Service Request procedure using the legacy procedures: RRC connection is established over the radio interface together with the associated S1-MME signalling. The UE and the eNB exchange a token provided by the eNB to be used as a future reference to the UE context in the eNB. For subsequent data transmissions in the same cell, the UE can use the connectionless data transmission procedure, i.e. establishing a RRC connection to send the connection ID+token+signature, and using the DRB for data transfer. Other alternatives are FFS. For all RRC connections related to subsequent small data connectionless data transmissions in the same cell there is no further associated S1-MME signalling. In this solution the security model is not changed as the eNB performs the encryption function.
5.3.2.1
RAN aspects
Table 5.3.2.1-1: Qualitative analysis for Solution 3b
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets. This solution is potentially useful in case of repeated small data transmissions in the same cell (using distinct RRC connections)
The solution is suggested but not described for UMTS. 

	Impacts to radio protocols
	1. The TOKEN in the Security Mode Command during the full service request procedure. 2. Connection ID, TOKEN and signature in the RRC Connection Setup Complete message during service request with token. Other alternatives are FFS.
The RRC state is specified as RRC_CONNECTED and NAS state is ECM_IDLE, which is not supported configuration at present. Modifications may be required to support this, maybe as a new state.

	Impact on Mobility 
	RRC CONNECTED mode mobility is not required if the connectionless mode lasts for short period. If UE reselects the target cell without token, UE should perform service request procedure where MME should be involved.

	AS Security impacts
	There would be impact on AS security procedure e.g. for handling token

	Impacts to S1/Iu signalling
	Avoids the Initial UE message and signalling for the Initial Context Setup for all subsequent data transmissions in the same cell. 

1. S1 tunnel is created via GTP-U packet between eNB and SGW which used to be an MME role. 2. MME needs to inform eNB the SGW Bearer Resource during the EPS bearer establishment procedure.

In addition, if the UE has moved to another cell, the eNB returns an Error Indication to the SGW and S-GW needs to contact MME to paging the UE. 

	Impact to network implementation
	All network nodes - eNB, MME, SGW are impacted. 

1. eNB handles new RRC messages and parameters. 2. eNB should store the UE context, mapping between connection ID+token+signature and UE context, mapping between the connection ID and the SGW TEID until the context expires even if the UE switches to idle mode.
Derivation of the S-GW S1-U TEID from the SGW Bearer Resource ID should be available in the eNB.

If the eNB receives the SGW Bearer Resource ID and uplink IP packet from the UE, the eNB should be capable of deriving the proper S-GW S1-U TEID, assembling a GTP-U PDU using the received uplink IP packet, adding a GTP-U extension header with the eNB S1-U TEID and forwarding the GTP-U PDU on the S1-U interface to the S-GW.

Small data transmission would take place without any UE-associated S1-MME signalling connection being established. Although UE and bearer contexts are established in the eNB, the MME would be neither able to directly address the UE context nor the bearer context in the eNB during small data operation as the UE would appear ECM-IDLE to the MME, i.e. the MME control is limited during “connectionless data transmission” operation.

	Impact to UE implementation
	Supporting new AS and NAS layer procedures. (i.e., storing the security context for small data transmission and SGW bearer resource ID when the UE switches to idle mode, providing SGW Bearer Resource ID to eNB) 

	Impact on UE Power Consumption
	From the UE power consumption point of view, there may not be big difference between normal procedure and optimized procedure. Main contributor for the power consumption is the DRX periodicity. 

	Impact on control plane latency
	Since there is no S1 messages to MME and associated MME response delays, CP setup can be expected to be faster. 

	Impact on System/Spectrum efficiency
	eNB can cache UE radio capability so no special impact on spectrum efficiency is expected if UE capability is cached.

	Signalling gain
	Radio messages
	For all subsequent data transmissions in the same cell, this solution reduces the AS security messages.



	
	Bits over the air
	For all subsequent data transmissions in the same cell, this solution reduces the number of bits over the air since it skips the AS security messages.



	
	S1/Iu interface signalling
	For all subsequent data transmissions in the same cell, there is no S1 signalling.




Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.
5.3.3
Solution 3c. (FFS)
5.4
S1/Iu-only optimizations 
5.4.1
Solution 4a: Stateless Gateway for cost efficient transmission of infrequent or frequent small data

NOTE:
This solution covers aspects with RAN impacts of the solutions described in TR 23.887 v0.9.0, section 5.1.1.3.4 "Stateless Gateway for cost efficient transmission of infrequent or frequent small data".

This solution aims at reducing the signaling between core network nodes, via a stateless gateway.
5.4.1.1
RAN aspects

Table 5.4.1.1-1: Qualitative analysis for Solution 4a
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets. Applicable to UEs having a single PDN connection and single bearer
The solution is not described for UMTS. Therefore it is not clear whether the solution works for UMTS or not.

	Impacts to radio protocols
	No impact

	Impact on Mobility 
	No impact

	AS Security impacts
	No impact

	Impacts to S1/Iu signalling
	1. eNB provides indication that it supports the new procedure to MME. 2. MME includes “GW-BR-Support” and “CGW state info” in Initial Context Setup. 3. eNB includes “eNB F-TEID”, “CGW state info” in the first UP GTP packet.

	Impact to network implementation
	New functions in eNB, MME and GW to support the new parameters in the messages

The optimisation is completely on the GW side, which does not retain (permanent) UE states, but maintains bearer contexts in a time-based fashion instead of explicitly setting them up or releasing them by the MME. The necessary information is provided by the necessary addition of control plane level information within a GTP-U header extension. 

	Impact to UE implementation
	Solution restricts UE to have a single PDN connection and single bearer


	Impact on UE Power Consumption
	No impact

	Impact on control plane latency
	No impact 


	Impact on System/Spectrum efficiency
	This procedure skips the Modify Bearer procedure among core network nodes

	Signalling gain
	Radio messages
	No gain

	
	Bits over the air
	No gain

	
	S1/Iu interface signalling
	No gain


Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.
5.4.2
Solution 4b: Optimized Service Request procedure for UEs with a single bearer

NOTE:
This solution covers aspects with RAN impacts of the solutions described in TR23.887v0.9.0, section 5.1.1.3.8 "Optimized Service Request procedure for UEs with a single bearer". 
The proposed solution applies for devices that only have a single PDN connection (e.g., to internet) and a single bearer.  For these UEs, this solution reduces network signalling under certain conditions by not invoking the Modify Bearer Request (MBR) or Modify Access Bearers Request (MABR) over the S11 interface. 
5.4.2.1
RAN aspects
Table 5.4.2.1-1: Qualitative analysis for Solution 4b
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets

	Impacts to radio protocols
	No impact

	Impact on Mobility 
	The source eNB needs to include the SGW support indication that it received from the MME in the Initial Context Setup Request, in the X2 HO information to the target eNB.

	AS Security impacts
	No impact

	Impacts to S1/Iu signalling
	Need to add new IE in Initial UE message (eNB-BR-Support) and Initial Context Setup Request (GW-BR-Support)

	Impact to network implementation
	1) Support GTP-U header extensions (S1-U) to include eNB F-TEID

2) Dummy packets are sent in error cases when a response is not received and in DL case when eNB needs to send GTP-U header information to SGW before the UE sends UL data
3) when sending NAS or HO related messages to MME indicate support of optimized signalling and include the SGW support indication in X2 HO information to target eNB

	Impact to UE implementation
	No impact

	Impact on UE Power Consumption
	No impact

	Impact on control plane latency
	No impact

	Impact on System/Spectrum efficiency
	No impact

	Signaling gain
	Radio messages
	No gain

	
	Bits over the air
	No gain

	
	S1/Iu interface signalling
	No gain (This procedure skips the Modify Bearer procedure among core network nodes)


Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.
5.5
Keep the UE in connected mode
5.5.1
Solution 5a. Core Network assisted eNB parameters tuning for small data transfer
NOTE:
This solution is described in TR 23.887 v0.9.0, section 5.1.2.3.1 "Core Network assisted eNB parameters tuning for small data transfer".
In order to minimize UE state transitions, UEs can be kept in connected mode. The setting of some key parameters like the RRC inactivity timer and the DRX timers could be assisted by the Core Network. This could be based on initial values for the parameters provided at attach time or subscription data (e.g. related to expected mobility pattern, or expected allowed applications characteristics such as whether only mobile originated services are expected by the particular application) and/or the learning of the signalling traffic pattern and/or the mobility pattern of the user. The CN assistance information can enable the RAN to adjust/optimize the RAN parameters applied to the UE and thus reduce the frequency of transitions between idle and connected states, minimize network signalling, and save UE battery consumption.
5.5.1.1
RAN aspects

Table 5.5.1.1-1: Qualitative analysis for Solution 5a
	Applicability
	Applicable for both MT and MO cases. It allows the transmission of a single packet (pair) or multiple (UL/DL) packets
The solution is not described for UMTS. Therefore it is not clear whether the solution works for UMTS or not.

	Impacts to radio protocols
	estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































No impact 

	Impact on Mobility 
	estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































No impact 

	AS Security impacts
	estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































No impact 


	Impacts to S1/Iu signalling
	Additional assistance data in UE Context Release Complete and Initial Context Setup Complete messages. 

	Impact to network implementation
	Impacts to MME:

· setting of CN assistance information based on subscription data and/or (dynamic) monitoring of the UE activity; 

· storing RAN assistance information received from the last eNB during the release of the last RRC signalling connection;

· passing CN and/or RAN assistance information to the eNB during the setup of a new RRC signalling connection.

· passing CN and/or RAN assistance information to new MME in case of the idle mobility events and inter MME handovers.

Impacts to eNB:

· tuning of RAN parameters (e.g. DRX cycle and/or RRC inactivity timer) using CN and/or RAN assistance information;
· providing the RAN assistance information to the MME during the release of the RRC signalling connection and S1 and X2 handover procedures.

· providing the RAN assistance information to the target eNB over X2 during an X2 handover procedure.

	Impact to UE implementation
	estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































No impact 


	Impact on UE Power Consumption
	UE power consumption depends on the configuration provided by the eNB.


	Impact on control plane latency
	estricts luation in RAN2.is depends on the Uu ied similar opinion on 
















































No impact 

	Impact on System/Spectrum efficiency
	The MME has to store the information for a huge number of UEs in the coverage. However the MME has to store fair amount of data for the UE anyway and the volume of assistance data per UE is small compared to this.

Note 1: In connected mode the assistance information could come from either UE (i.e. no changes to Rel-11) or from core network as proposed in this solution. It is unclear why the assistance information should come from core network though. It would probably be easier and more reliable to have this information from the UE (although UE providing assistance info will impact radio interface efficiency and will also need to be implemented by UE).  

Note 2: (applicable in general for all long term connected mode solutions) If UEs are kept in Connected mode for long times, handover signalling overhead should be reduced for mobiles which are non-stationary. Furthermore, there may be a negative effect on radio resource usage e.g. PUCCH resources if many UEs are kept in connected mode but only active infrequently 

	Signalling gain
	Radio messages
	No gain (with respect to the solution to keep the UE in Connected mode without this specific proposal).

However the gain should be compared to UE going Connected/Idle. Since the entire connection setup procedure may be avoided this has a significant advantage over solutions starting in idle mode. However, handover signalling overhead must be considered for non-stationary devices. 

	
	Bits over the air
	As above, the gain should be compared to UE going Connected/Idle.  

	
	S1/Iu interface signalling
	As above, the gain should be compared to UE going Connected/Idle.  


Editor’s Note:
Impacts to S1/Iu signalling might be verified by RAN3.

6
Comparison of solutions for Signalling Overhead Reduction

[editor’s note: this section could include tables showing which solution saves how much signalling (bits, messages, signalling over the air), which solution ensures security/integrity, which solution requires which changes to existing protocols and network nodes, etc.]

6.1
Traffic models 
The following scenario shall be considered when evaluating the possible signalling overhead reduction allowed by the different proposals:

-
Transfer of 100 byte to 1 Kbyte packets in UL and DL with inter-arrival times from several seconds to many hours
In particular the case of 1 Kbyte packet in one direction + 1 Kbyte packet in the other direction followed by a longer IDLE period (e.g. several minutes) should be considered.
6.2
Evaluation metrics

Table 6.2-1: Comparison table of solutions for Signalling overhead reduction

	Solutions (
Evaluation Criterion
	Optimized RRC connection management
	Control Plane solutions
	S1-MME Connection-less approaches
	S1/Iu-only optimizations
	Keep the UE in connected mode

	
	Sol 1a
	Sol 1b
	Sol 2a
	Sol 2b
	Sol 3a
	Sol 3b
	Sol 4a
	Sol 4b
	Sol 5a

	Applicability
	
	
	
	
	
	
	
	
	

	Impacts to radio protocols
	
	
	
	
	
	
	
	
	

	Impact on Mobility 
	
	
	
	
	
	
	
	
	

	AS Security impacts
	
	
	
	
	
	
	
	
	

	Impacts to S1/Iu signalling
	
	
	
	
	
	
	
	
	

	Impact to network implementation
	
	
	
	
	
	
	
	
	

	Impact to UE implementation
	
	
	
	
	
	
	
	
	

	Impact on UE Power Consumption
	
	
	
	
	
	
	
	
	

	Impact on control plane latency
	
	
	
	
	
	
	
	
	

	Impact on System/Spectrum efficiency
	
	
	
	
	
	
	
	
	

	Signalling gain
	Radio messages
	
	
	
	
	
	
	
	
	

	
	Bits over the air
	
	
	
	
	
	
	
	
	

	
	S1/Iu interface signalling
	
	
	
	
	
	
	
	
	


Explanations:

-
Applicability: Indicates for which scenarios and traffic patterns a solution is available or not (e.g. if the solution is applicable for both MT and MO cases, if it allows the transmission of a single packet or more, etc.)
-
Impacts to radio protocols: Refers to impact to existing radio protocols (e.g. RRC) 
-
Impact on Mobility: Refers to whether the solution supports mobility, has any limitations related to handover/ cell reselection support and/or whether and how it affects handover/cell reselection performance (e.g. some solutions may be specific to stationary devices) 
-
AS Security impacts: Refers to whether there is a need to specify new mechanisms.
-
Impacts to S1/Iu signalling: Refers to impacts to S1/Iu signalling
-
Impact to network implementation: Refers to the impact on the network (e.g. eNB/RNC) implementation
-
Impact to UE implementation: Refers to the impact on UE implementation
-
Impact on UE power consumption: Indicates whether the solution decreases (or increases) UE power consumption
-
Impact on control plane latency: Refers to the impact on the latency of existing control signalling
-
Impact on System/Spectrum Efficiency: Indicates whether the solution might have an impact on the spectrum efficiency (e.g. due the possible lack of knowledge of UE radio capabilities according to some solutions).
-
Radio messages: Indicates how many radio messages can be saved (in %, w.r.t. Rel-11 baseline solution).
-
Bits over the air: Indicates how many bits can be saved over the radio interface (in %, w.r.t. Rel-11 baseline solution). 

-
S1/Iu interface signalling: Indicates how many S1/Iu interface messages can be saved (in %, w.r.t. Rel-11 baseline solution)
7
Solutions for UE Power Consumption Optimization

7.1
Extended DRX in idle mode
7.1.1
Solution 1a: Extended DRX in idle mode

NOTE:
This solution is described in TR 23.887 v0.9.0, section 7.1.3.1 "Extended DRX in idle mode".

The solution proposes to extend the possible DRX cycles in idle mode with longer values to decrease the UE power consumption. When this solution is used, paging transmission period needs to be adjusted based on the extended DRX cycle assigned to the UE in idle mode.

7.1.1.1
RAN aspects

Table 7.1.1.1-1: Qualitative analysis for Solution 1a

	Applicability
	Idle mode. 
UEs that can always tolerate traffic with longer access delays for MT services in the order of the maximum extended DRX value.

Relatively infrequent data (e.g. several minutes or more). 

	Impacts to radio protocols
	Potential modification to paging (including assuring reliability of Paging Reception) if DRX Cycle is extended beyond 1024 radio frames in LTE or 4096 radio frames in HSPA
Updates to RRM requirements may be necessary (RAN4 performance requirements may need to be updated for longer DRX cycles).

UE and eNB capability support

	Impact on Mobility
	Mobility is supported, however cell reselection may be delayed and take longer due to possibly reduced frequency of measurements. Stationary devices may be less impacted by this issue.

	Impacts to S1/Iu signalling
	Extended DRX Cycle capability support

Exchange of extended UE specific DRX value and new paging scheme 

	Impact to network implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Potential extension of buffers for pending paging messages

Support of extended UE specific DRX values and potential paging enhancement.

	Impact to UE implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Support of extended UE specific DRX values and potential paging enhancement.

	Impact on UE Power Consumption
	UE Power savings due to longer periods in low power mode.

	Impact on UE performance
	Longer access delays for MT services.


7.1.2
Solution 1b: Extended DRX using UE Assistance Information

NOTE:
This solution is described in TR 23.887 v0.9.0, section 7.1.3.2 "Extended DRX using UE Assistance Information".
The proposed solution suggests that – based on the Power Preference Indication included in the UE assistance information - the network could also decide to extend the DRX cycle / paging cycle in idle mode.
7.1.2.1
RAN aspects

Table 7.1.2.1-1: Qualitative analysis for Solution 1b

	Applicability
	Idle mode. 
UEs that can always tolerate traffic with longer access delays for MT services in the order of the maximum extended DRX value. 

Relatively infrequent data (e.g. several minutes or more) 

	Impacts to radio protocols
	Potential modification to paging (including assuring reliability of Paging Reception) if DRX Cycle is extended beyond 1024 radio frames in LTE or 4096 radio frames in HSPA
Updates to RRM requirements may be necessary (RAN4 performance requirements may need to be updated for longer DRX cycles)

UE and eNB capability support

Add extended DRX Cycle in RRC Connection Release

	Impact on Mobility
	Mobility is supported, however cell reselection may be delayed and take longer due to possibly reduced frequency of measurements. Stationary devices may be less impacted by this issue.

	Impacts to S1/Iu signalling
	Extended DRX Cycle capability support
Exchange of extended UE specific DRX value and new paging scheme
Power Preference Information sent over the S1 interface 

	Impact to network implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Potential extension of buffers for pending paging messages
New mechanism to handle Power Preference Information

Support of extended UE specific DRX values and potential paging enhancement.

	Impact to UE implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Support of extended UE specific DRX values and potential paging enhancement.

	Impact on UE Power Consumption
	Potential UE Power savings due to longer periods in low power mode. 

	Impact on UE performance
	Longer access delays for MT services.


7.2
Long DRX cycles in connected mode
7.2.1
Solution 2a: Long DRX cycles in connected mode

NOTE:
This solution is described in TR 23.887 v0.9.0, section 7.1.3.6 "Long DRX cycles in connected mode".
The proposed solution extends the long DRX cycles in connected mode allowing the terminal to switch off its radio transmitter and receiver for longer periods of time, and thus reduce its power consumption.
7.2.1.1
RAN aspects
Table 7.2.1.1-1: Qualitative analysis for Solution 2a

	Applicability
	UEs that can always tolerate traffic with longer access delays for MT services as well as DL packet delays in the order of the maximum extended DRX value.

	Impacts to radio protocols
	Impacts to DRX cycle calculation if DRX cycle is extended beyond 10.24 seconds. 

Impact to SIB monitoring if UE does not monitor paging according to legacy procedure.

Updates to RRM and RLM measurement requirements may be necessary (RAN4 performance requirements may need to be updated for longer DRX cycles).

	Impact on Mobility
	Without enhancements, mobility performance may be degraded due to increased number of HO failures and RLF occurrences, esp. for high-mobility UE.

	Impacts to S1/Iu signalling
	

	Impact to network implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Support of extended UE specific DRX values and potential mobility enhancement.

	Impact to UE implementation
	Support of protocol extensions to enable negotiation of capability of extended DRX cycles.

Support of extended UE specific DRX values and potential mobility enhancement.

	Impact on UE Power Consumption
	UE Power savings due to longer periods in low power mode. 

	Impact on UE performance
	Degradation of service quality for DL packet delivery due to higher UP latency.


7.3
Transmission delay until better coverage conditions
7.3.1
Solution 3a: Transmission delay until better coverage conditions

NOTE:
This solution is described in TR 23.887 v0.9.0, section 7.1.3.5 "Transmission delay until better coverage conditions".
This solution allows UEs to transmit at lower power levels by delaying the transmission until coverage conditions are better.
7.3.1.1
RAN aspects
Editor’s Note:
RAN aspects of the solution and any related RAN enhancements and evaluations should be captured here.
7.4
Power Saving State

7.4.1
Solution 4a: New Dormant State 
NOTE:
This solution is described in TR23.887v0.9.0, section 7.1.3.3 "Power Saving State for Devices".
This solution allows the UE to move to a new power saving “Dormant State”, after an active time period starting when the UE changes to idle state. In the new state all AS functionalities stop, the UE is not reachable for DL data transmission and the UE only wakes up - going back to idle state - when it has UL data pending or when it needs to perform a tracking area update.
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Figure 7.4.1-1: New ECM state model in the UE

7.4.1.1
RAN aspects
Editor’s Note:
RAN aspects of the solution and any related RAN enhancements and evaluations should be captured here.

8
Comparison of solutions for UE Power Consumption Optimization
[editor’s note: this section could include tables to compare the different UE power consumption enhancements]
8.1
Traffic models
The same scenarios as in section 6.1 shall be considered when evaluating the impact on UE power consumption of the different proposals.
8.2
Evaluation metrics
Table 8.2-1: Comparison table on solutions for UE Power Consumption Optimization
	Solutions (
Evaluation criterion
	Extended DRX in idle mode
	Long DRX cycles in connected mode
	Transmission delay until better coverage conditions
	Power Saving State

	
	Solution 1a
	Solution 1b
	Solution 2a
	Solution 3a
	Solution 4a

	Applicability
	
	
	
	
	

	Impacts to radio protocols
	
	
	
	
	

	Impact on Mobility
	
	
	
	
	

	Impacts to S1/Iu signalling
	
	
	
	
	

	Impact to network implementation
	
	
	
	
	

	Impact to UE implementation
	
	
	
	
	

	Impact on UE Power Consumption
	
	
	
	
	

	Impact on UE performance
	
	
	
	
	


Explanations:

-
Applicability: Indicates for which scenarios and traffic patterns a solution is available or not. 
-
Impacts to radio protocols: Refers to impact to existing radio protocols (e.g. RRC)  
-
Impact on Mobility: Refers to whether the solution supports mobility, has any limitations related to handover/ cell reselection support and/or whether and how it affects handover/cell reselection performance (e.g. some solutions may be specific to stationary devices)
-
Impacts to S1/Iu signalling: Refers to impacts to S1/Iu signalling
-
Impact to network implementation: Refers to the impact on the network (e.g. eNB/RNC) implementation
-
Impact to UE implementation: Refers to the impact on UE implementation
-
Impact on UE power consumption: Indicates whether the solution can decreases (or increases) UE power consumption
-
Impact on UE performance: Indicates whether the solution might have an impact the UE performance (e.g. on paging response, QoS, latency, etc.)
9
Conclusions
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