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	Reason for change:
(

	For a UE supporting REL-10 or later releases of the LTE protocols, the LTE capabilities may exceed the maximum size of the value part of the E-UTRAN inter RAT information container information element (255 octets)

	
	

	Summary of change:
(

	Clarification is added that in case the size of the LTE capabilities exceeds the limit of 255 octets, the UE only includes the REL-9 LTE capabilities, while still setting the accessStratumRelease to the actual value
The CR is based on the following assumptions:

a) In realistic implementations (regarding supported bands), the size of the REL-9 capabilities will never exceed the indicated limit

b) E-UTRAN can detect incompleteness of the capabilities from the absence of the REL-10 FGIs
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not approved:
	It is unclear what a UE should do in case the LTE capabilities exceed the length of the inter RAT information container information element

	
	

	Clauses affected:
(

	10.5.5.27

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	The CR is in accordance with the previous RAN2 agreement to specify the behavioural aspects for the upload of LTE capabilities in other RATs in the other RAT specifications (rather than in 36.331)


10.5.5.27
E-UTRAN inter RAT information container

The purpose of the E-UTRAN inter RAT information container information element is to supply the network with E-UTRAN related information that needs to be transferred at Inter-RAT PS handover to E-UTRAN (see 3GPP TS 23.401 [122]).

The E-UTRAN inter RAT information container information element is coded as shown in figure 10.5.151/3GPP TS 24.008.

The E-UTRAN inter RAT information container information element is a type 4 information element with a minimum length of 3 octets and an upper length limit of 257 octets.
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	E-UTRAN Inter RAT information container IEI
	octet 1

	Length of E-UTRAN Inter RAT information container
	octet 2

	E-UTRAN Inter RAT information container value part
	octet 3-257


Figure 10.5.151/3GPP TS 24.008: E-UTRAN inter RAT information container information element

The value part of the E-UTRAN inter RAT information container information element is formatted and coded according to the UE-EUTRA-Capability IE defined in 3GPP TS 36.331 [129].
In case the value part would exceed 255 octets, the UE shall not include any extension introduced after REL-9. Even when the UE omits part of the capability extensions, it shall set accessStratumRelease to the actual value.
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