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	Reason for change:
(

	It is not clear at which point of time the measurement gap is to start. If multiple serving cells are configured, subframe boundary is not an unique reference. 
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	Summary of change:
(

	Measurement gap is started when all the activities of the subframe immediately before the measurement gap are completed. 

	
	

	Consequences if 
(

not approved:
	UE and ENB may have different understanding on the starting point of the measurement gap which will lead to the different understanding on the ending point of the measurement gap. ENB may expect uplink transmission when UE is not able to transmit or UE does not complete the inter-frequency measurement to perform the task at the subframe immediately after the measurement gap.
Impact analysis
Impacted functionality:

Measurment gap 
Inter-operability: 

There is no inter-operability issue foreseen
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5.5.2.9
Measurement gap configuration

The UE shall:

1>
if measGapConfig is set to setup:
2>
if a measurement gap configuration is already setup, release the measurement gap configuration;

2>
setup the measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset,  and start the measurement gap when all the activities for subframe n-1 are completed with subframe n being the one meeting the following condition: 
SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = MGRP/10 as defined in TS 36.133 [16];

1>
else:

2>
release the measurement gap configuration;
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