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	Reason for change:
(

	The current handling of releaseCause IE in RRCConnectionRelease – message is unclear as to how to handle spare values and could be interpreted as allowing spare values to be signalled to the UE. This can lead to UE misinterpreting the NW signalling and forwarding incorrect release cause to upper layers.

	
	

	Summary of change:
(

	The CR clarifies the handling of releaseCause IE in RRCConnectionRelease-message: Spare values are not allowed to be signalled as per generic RRC rule.
Impact analysis

Impacted functionality:

Release of RRC-connection. The change only impacts the value of releaseCause  that is forwarded to upper layers.
Inter-operability:

If the network is implemented according to the CR and the UE is not, there is no inter-operability problem.
If the network is not implemented according to the CR and the UE is, the UE may not forward a release cause to the upper layers or ignore the RRCConnectionRelease – message entirely.

	
	

	Consequences if 
(

not approved:
	NW may signal a releaseCause that is misunderstood by UE, which can lead to the UE forwarding incorrect connection release cause to upper layers or ignoring the RRCConnectionRelease – message entirely.
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5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates other:

2>
if the extendedWaitTime is present and the UE supports delay tolerant access:

3>
forward the extendedWaitTime to upper layers;

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
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