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	The support of the InterFreqRSTDMeasurementIndication procedure is moved to clause 7 (Conditionally Mandotory Features), to make clear that it is mandatory to support the InterFreqRSTDMeasurementIndication procedure for UEs that require measurement gaps for performing inter-frequency RSTD measurements. 
Impact analysis
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Inter-frequency RSTD measurements for OTDOA positioning 
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No inter-operability problem is expected.
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6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.
NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

6.1
CSG features

It is optional for UE to support some parts of CSG cell and hybrid cell reselection features as specified in [5, B.2].

6.2
PWS features

6.2.1
ETWS

It is optional for UE to support ETWS reception as specified in [5].
6.2.2
CMAS

It is optional for UE to support CMAS reception as specified in [5].

6.2.3
KPAS

It is optional for UE to support KPAS reception as specified in [5]. The Korean Public Alert System (KPAS) uses the same AS mechanisms as defined for CMAS. Therefore a KPAS-capable UE shall support all behaviour that is included in [5] and [14] for a CMAS-capable UE.
6.3
MBMS features

It is optional for UE to support MBMS procedures as specified in [5].
6.4
Void
6.5
Positioning features

6.5.0
UE Rx – Tx time difference

It is optional for UE to support ue-RxTxTimeDiffResult as specified in [5][13].
6.5.1
Void

7
Conditionally Mandatory features
7.1
Access control features

7.1.1
SSAC

It is mandatory to support Service Specific Access Control as specified in [5, 5.3.3.10] for UEs which are IMS voice capable in LTE.

7.1.2
CSFB Access Barring Control

It is mandatory to support CSFB Access Barring Control as specified in [5, 5.3.3.2] for UEs which are supporting CSFB to UTRA or GERAN. 
7.2
Emergency call features

7.2.1
IMS emergency call

It is mandatory to support IMS emergency call for UEs which are IMS voice capable in LTE.
7.3
MAC features

7.3.1
SR mask

It is mandatory to support configuration indicated by logicalChannelSR-Mask for UE which have set bit number 29 of featureGroupIndicators to “1” as specified in [5].

7.3.2
Power Management Indicator in PHR

Power management indicator in PHR is mandatory to support for UE applying additional power backoff due to power management (as allowed by P-MPRc [6]).
7.4
Inter-RAT Mobility features

7.4.1
High Priority CSFB redirection

It is mandatory to support the RRCConnectionRelease indicating 'cs-FallbackHighPriority' for UEs which are supporting CSFB to UTRA as specified in [5].

7.5
Delay Tolerant Access Features

7.5.1
extendedWaitTime

It is mandatory to support the RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime for UEs which do support Delay Tolerant Access as specified in [5].
7.6
RRC Connection

7.6.1
Additional Spectrum Emission
It is mandatory to support handling of additionalSpectrumEmissionPCell for UEs which are carrier aggregation capable.
7.x
Positioning features
7.1.y
OTDOA Inter-frequency RSTD measurement indication
It is mandatory to support delivery of InterFreqRSTDMeasurementIndication as specified in [5, 5.5.7] for UEs requiring measurement gaps for performing inter-frequency RSTD measurements for OTDOA. 
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