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1. Overall Description:

RAN2 thanks RAN4 for the LS on the LS on the UE SCell activation delay in CA. 
In RAN4 LS, it pointed out that BS can assume PCell will not be impacted (no interruptions) after N+9 (N is the subframe when the SCell activation command is received by UE).  RAN2 discussed this issue and considered it is not proper for TDD, and two alternatives were proposed to specify the PCell interruption requirement due to TDD SCell activation, listed below:

· Alt1： Specify PCell will not be impacted after N+11 subframe for TDD;
· Alt2： Specify PCell will not be impacted after N+x subframe for TDD. Value of x is shown in Table1.

                                              Table1. Impact on PCell due to SCell activation

	UL-DL Configuration
	No. subframe of received signal
	x

	#0
	0/5
	10

	
	1/6
	9

	#1
	0/5
	10

	
	1/6
	9

	
	4/9
	6

	#2
	0/5
	9

	
	1/6
	9

	
	3/8
	7

	
	4/9
	6

	#3
	0
	6

	
	1
	8

	
	5
	10

	
	6
	9

	
	7
	8

	
	8
	7

	
	9
	7

	#4
	0
	6

	
	1
	8

	
	4
	6

	
	5
	10

	
	6
	9

	
	7
	8

	
	8
	7

	
	9
	6

	#5
	0
	6

	
	1
	8

	
	3
	7

	
	4
	6

	
	5
	9

	
	6
	9

	
	7
	8

	
	8
	7

	
	9
	6

	#6
	0
	10

	
	1
	9

	
	5
	10

	
	6
	9

	
	9
	11


2. Actions:
To RAN4:

RAN2 respectfully asks RAN4 to take the above analysis into account and reconsider the PCell interruption requirement due to TDD SCell activation.
3. Date of Next RAN WG2 Meetings:
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