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	Reason for change:
	Regarding IMS Voice, the wording “UTRA PS HS” occurs and since it is a general description, ambiguities may be raised, e.g. whether it refers to HS-DSCH only, or E-DCH only or both.



	
	

	Summary of change:
	Regarding the capability “Voice over UTRA PS HS Support”, it is clarified that the UE supports IMS Voice means that IMS Voice is then carried over HS-DSCH and E-DCH transport channels.

Impact Analysis

Impacted functionality:

IMS Voice
Inter-operability:

There is no inter-operability issue.

Implementation of this CR by earlier release UEs will not cause any interoperability issues.


	
	

	Consequences if not approved:
	The description “UTRA PS HS” may lead to ambituities.
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	Other comments:
	


4.14a
IMS Voice Parameters

Voice over UTRA PS HS Support

Defines whether the UE supports IMS Voice over HS-DSCH and E-DCH transport channels in UTRA according to GSMA IR 58 profile. If UE supports E-UTRA and IMS voice in UTRA, UE also supports IMS voice in E-UTRA. If the UE supports IMS Voice over HS-DSCH and E-DCH transport channels in UTRA, then the UE shall also support the UM RLC re-establishment via reconfiguration.

SRVCC Support from UTRA to UTRA

Defines whether the UE supports SRVCC handover from UTRA PS HS to UTRA CS.

SRVCC Support from UTRA to GERAN

Defines whether the UE supports SRVCC handover from UTRA PS HS to GERAN CS.

rSRVCC support from UTRA CS to E-UTRAN FDD

Defines whether the UE supports rSRVCC handover from UTRA CS to E-UTRAN FDD.

rSRVCC support from UTRA CS to E-UTRAN TDD

Defines whether the UE supports rSRVCC handover from UTRA CS to E-UTRAN TDD.

