Page 1



3GPP TSG-RAN WG2 Meeting #83bis
(
R2-133201
Ljubljana, Slovenia, 7th – 11th October 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	25.331
	CR
	 
	rev
	-
	Current version:
	8.23.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Removal of redundant conditions to E-UTRA frequency and priority info list

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_L23
	
	Date:
	2013-09-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In section 8.6.7.3c “E-UTRA frequency and priority info” list there are redundant conditions related to existing entries of the IE "E-UTRA frequency and priority" in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST which can be removed due to following reason:

In section 8.1.1.6.19 “System Information Block type 19” it is clearly specified that if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST is not equal "dedicated_priority" then the variable PRIORITY_INFO_LIST shall be cleared before any data in IE “E-UTRA frequency and priority info list“ is evaluated. Due to this it can never happen that there will be existing entries of the IE "E-UTRA frequency and priority" in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST.
8.1.1.6.19
System Information Block type 19
If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE should store all relevant IEs included in this system information block. If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3 the UE shall:

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
clear every stored value of "Threshx, high" and "Threshx, low" in every occurrence of the IE "Priority Info List" in the variable PRIORITY_INFO_LIST.

1>
otherwise:

2>
clear the variable PRIORITY_INFO_LIST.
1>
clear the variable EUTRA_FREQUENCY_INFO_LIST;

1>
act upon the received IE "UTRA priority info list" as described in subclause 8.6.7.3a;

1>
if the IE "GSM priority info list" is present:

2>
act upon the received IE as described in subclause 8.6.7.3b.

1>
if the IE "E-UTRA frequency and priority info list" is present:

2>
act upon the received IE as described in subclause 8.6.7.3c.


	
	

	Summary of change:
	In section 8.6.7.3c the redundant conditions related to existing entries of the  
IE "E-UTRA frequency and priority" in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST have been removed and the indentation levels of the remaining conditions have been corrected.
Impact Analysis

Impacted functionality

The changes impact the handling of E-UTRA frequency and priority info list.
Inter-operability

 There are no inter-operability issues as the changes affect the UE only.


	
	

	Consequences if not approved:
	Redundant conditions to the handling of E-UTRA frequency and priority info list remain. 

	
	

	Clauses affected:
	8.6.7.3c

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


8.6.7.3c
E-UTRA frequency and priority info list
If the IE "E-UTRA frequency and priority info list" is received in System Information Block Type 19, the UE shall:

1>
for each occurrence of the IE "E-UTRA frequency and priority":

2>
create a new entry in the IE "Frequency Info List" in the variable EUTRA_FREQUENCY_INFO_LIST, and in that new entry:

3>
store the IEs "EARFCN" and "Measurement bandwidth";

3>
if the IE "Blacklisted cells per freq list" is present in the IE "E-UTRA frequency and priority":

4>
store the blacklisted cells information.

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
for each occurrence of the IE "E-UTRA frequency and priority":

3>
if the value of IE "EARFCN" exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info List":

4>
store the IEs "Threshx, high", "Threshx, low" and "QrxlevminEUTRA" from the IE "E-UTRA frequency and priority" occurrence.
1>
otherwise:

2>
for each occurrence of the IE "E-UTRA frequency and priority":





3>
create a new entry in the IE "Priority Info List" and store the value of "priority" in the IE "priority" in this occurrence of the IE "Priority Info List" within the variable PRIORITY_INFO_LIST, and in that new entry:

4>
set the CHOICE "Radio Access Technology" to "E-UTRA" and store the value of "EARFCN" in the IE "EARFCN" in the first occurrence of the IE "Frequency List";

4>
store the IEs "Threshx, high", "Threshx, low" and "QrxlevminEUTRA" in that occurrence of the IE "Frequency List".

2>
store the IE "E-UTRA detection".
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