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	Reason for change:
	As specified in TS 25.304, the UE continues making intra-frequency measurements and ranking cells while it has an allocated common E-DCH resource, so the UE knows whether the cell reselection criteria is met or not when it is at the cell edge but the network doesn’t, since UEs at the cell edge could, on one hand cause interference to the UEs in neigbour cells, on the other hand suffer high RoT from UEs in neighbouring cell, which means that these UEs at the cell edge may take even longer time to finish data transmission, thus generate even longer time interference to neighbour cells. 

Based on such observations above, it is desirable that network should be indicated whether the cell reselection criteria for a UE is met or not, so that  network could take actions to mitigate interference accordingly, for example, to release the common E-DCH resource so that UE could perform cell reselection. And, this feature should be controlled by the network, i.e., whether such indication is needed or not.

	
	

	Summary of change:
	A cell reselection indication is introduced in SIB to enable the UE to report cell reselection indication when cell reselection criteria are met during common E-DCH transmission.

	
	

	Consequences if not approved:
	The UE shall not report cell reselection indication to Node B even if cell reselection criteria are met, and thus could not porform cell reselection during uplink transmission with common E-DCH.
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8.1.1.6.22
System Information Block type 22

The UE should store all relevant IEs included in this system information block.
1>
for FDD, if the IE "Cell reselection indication" is included in system information block type 22：
2>
configure the MAC to enable "Cell reselection indication".

1>
for FDD, else if the IE "Cell reselection indication" is not included in system information block type 22：
2>
configure the MAC to disable "Cell reselection indication".
<next change>
10.2.48.8.25
System Information Block type 22
NOTE:
Only for FDD.
The system information block type 22 contains information for Concurrent deployment of 2ms and 10ms TTI in a cell, Node B triggered HS-DPCCH transmission, Fallback to R99 PRACH, TTI alignment, Per HARQ process activation and de-activation, HS-DSCH DRX operation with second DRX cycle and Cell reselection indication in CELL_FACH. Further, it contains control parameters related to the PRACH access preamble.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PRACH preamble control parameters extension list Type 1 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list for Type 1 (for Enhanced Uplink)

10.3.6.135
	Control parameters of the physical signal. This and/or parameters in IE "PRACH preamble control parameters (for Enhanced Uplink)" is used for access by UE’s supporting concurrent deployment when the outcome of the common E-DCH TTI selection is 10ms. Also used for access if "E-DCH Transmission Time Interval" is equal to 10ms when concurrent deployment is not used, by UEs that support either Node B triggered HS-DPCCH transmission or HS-DSCH DRX operation with second DRX cycle or Fallback to R99 PRACH. See subclause 8.5.45, 8.5.73 and 8.5.74.
	REL-11

	PRACH preamble control parameters extension list Type 2 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting only concurrent deployment, and by UEs supporting TTI alignment and Per HARQ process if the IE "Common E-DCH Resource Configuration Information List Extension" is not present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45 and 8.5.73.
	REL-11

	PRACH preamble control parameters extension list Type 3 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting TTI alignment and Per HARQ process if the IE 

"Common E-DCH Resource Configuration Information List Extension" is present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45, and 8.5.73.
	REL-11

	Concurrent Deployment of 2ms and 10ms TTI
	OP
	
	Concurrent Deployment of 2ms and 10ms TTI 10.3.5.25
	
	REL-11

	Node B triggered HS-DPCCH Transmission
	OP
	
	Node B triggered HS-DPCCH Transmission

10.3.6.130
	
	REL-11

	Fallback R99 PRACH info
	OP
	
	Fallback R99 PRACH info

10.3.6.141
	
	REL-11

	Common E-DCH Resource Configuration Information List Extension
	OP
	
	Common E-DCH Resource Configuration Information List Extension

10.3.6.140
	
	REL-11

	HS-DSCH DRX in CELL_FACH with second DRX cycle Information
	OP
	
	HS-DSCH DRX in CELL_FACH with second DRX cycle Information 10.3.6.139
	
	Rel-11

	Cell reselection indication 
	OP
	
	Enumerated (TRUE)
	Contol of cell reselection indication report during common E-DCH transmission in CELL_FACH state.
	REL-11
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