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	Reason for change:
(

	To align with LTE, the agreements on LTE shall be captured in UTRA.

	
	

	Summary of change:
(

	Capture agreements on LTE:
· To clarify that for the frequency associated with the secondary serving HS-DSCH cell in IE "Inter-frequency measurement objects list", UTRAN should set the UARFCN to the same value as used for reception/transmission.
· To clarify that for CSG proximity indication the UE sets the ARFCN according to a band it previously considered suitable for accessing the concerned CSG member cell(s).

· To clarify that UE that supports multi-band cells for the concerned RAT considers the priorities to be common for all overlapping bands.
Impact Analysis

Impacted functionality:

MFBI support;
Inter-operability:
In case UTRAN does not support the CR, and for the frequency associated with the secondary serving HS-DSCH cell in IE "Inter-frequency measurement objects list", if set the UARFCN to the different value as used for reception/transmission, then the UE could not determine whether to perform the measurement using compressed mode for the frequency.
In case MFBI UE does not support the CR, it may not apply the priority information to all overlapping bands of the concerned physical frequency. In case the UE selects a band that is different from the band used by UTRAN to indicate the dedicated priorities, the UE behaviour is unclear (UE could apply lowest priority or consider the cell not a candidate for reselection). 
In addition it is unclear according to which band the UE shall set the ARFCN when indicating proximity.

	
	

	Consequences if 
(

not approved:
	The UE could not determine whether to perform the measurement using compressed mode for the frequency associated with the secondary serving HS-DSCH cell in IE "Inter-frequency measurement objects list".
In case the UE selects a band that is different from the band used by UTRAN to indicate the dedicated priorities, the UE behaviour is unclear.

It is unclear according to which band the UE shall set the ARFCN when indicating proximity.
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8.4.1.2
Initiation
The UTRAN may request a measurement by the UE to be setup, modified or released with a MEASUREMENT CONTROL message, which is transmitted on the downlink DCCH using AM RLC.

The UTRAN should take the UE capabilities into account when a measurement is requested from the UE.

When a new measurement is created, UTRAN should set the IE "Measurement identity" to a value, which is not used for other measurements. UTRAN may use several "Measurement identity" for the same "Measurement type". In case of setting several "Measurement identity" within a same "Measurement type", the measurement object or the list of measurement objects can be set differently for each measurement with different "Measurement identity ".

When a current measurement is modified or released, UTRAN should set the IE "Measurement identity" to the value, which is used for the measurement being modified or released. In case of modifying IEs within a "Measurement identity", it is not needed for UTRAN to indicate the IEs other than modified IEs, and the UE continues to use the current values of the IEs that are not modified. UTRAN should not use "modify" to change the type of measurement stored in the variable MEASUREMENT_IDENTITY for a given measurement identity.
For the frequency associated with the secondary serving HS-DSCH cell in IE "Inter-frequency measurement objects list", UTRAN should set the UARFCN to the same value as used for reception/transmission.
<next change>
10.3.7.122
CSG Proximity Indication
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CSG Proximity Indication
	MP
	
	Enumerated (entering, leaving)
	
	REL-9

	CHOICE Radio Access Technology
	
	
	
	
	REL-9

	>UTRA
	
	
	
	
	REL-9

	>>CSG Frequency info for UTRA
	MP
	
	Frequency info 10.3.6.36
	Indicates the UARFCN according to a band it previously considered suitable for accessing (one of) the CSG member cell(s), for which the proximity indication is sent.
	REL-9

	>E-UTRA
	
	
	
	
	REL-9

	>>CSG Frequency info for E-UTRA
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64].
Indicates the EARFCN according to a band it previously considered suitable for accessing (one of) the CSG member cell(s), for which the proximity indication is sent.
	REL-9


<next change>
13.4.15c
PRIORITY_INFO_LIST
This variable contains cell information on UTRA and inter-RAT priorities to be applied to neighbour cells stored in CELL_INFO_LIST and EUTRA_FREQUENCY_INFO_LIST, as received in messages System Information Block Type 19 and UTRAN MOBILITY INFORMATION.

The contents of this variable are inherited at inter-RAT cell (re)selection, including the remaining validity time (i.e., T320 in E-UTRAN, T322 in UTRAN, and T3230 in GERAN), if configured.

This variable can be configured in CELL_DCH, CELL_FACH, CELL_PCH, URA_PCH and Idle states. However, it is only used in CELL_FACH, CELL_PCH, URA_PCH and Idle states.

In Camped on any cell in [4], the UE implicitly takes actions as described in subclause 8.1.1.6.19 assuming the IE "Priority status" equals "sys_info_priority" using stored System information Block type 19. In Camped normally in [4], if the UE assumes it has valid UE specific priorities according to [4], the UE implicitly takes actions as described in subclause 8.6.7.23 without stopping T322 using stored IE "Dedicated Priority Information".
NOTE:

For UTRA and E-UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. independent of the ARFCN that is used).
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Priority status
	MP
	
	Enumerated (sys_info_priority, dedicated_priority)
	
	REL-8

	UTRA Serving Cell
	OP
	
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that the lowest priority is assigned to the serving frequency (lower than any assigned priority)
	REL-8

	>Sprioritysearch1
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Sprioritysearch2
	MD
	
	Integer (0..7 by step of 1)
	dB, default value is 0
	REL-8

	>Threshserving,low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Threshserving,low2
	MD
	
	Integer (0..31)
	Ec/N0, [dB], default value is 0
	REL-9

	Priority Info List
	OP
	1 to <maxNumPrio>
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that no priority is assigned to the indicated  frequencies 
	REL-8

	>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>UTRA FDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumFDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QqualminFDD
	MD
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is -24.


	REL-8

	>>>>QrxlevminFDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>UTRA TDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumTDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QrxlevminTDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>E-UTRA
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumEUTRAFreqs>
	
	
	

	>>>>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [36.101]
	REL-8

	>>>>QrxlevminEUTRA
	MD
	
	Integer (-140..-44 by step of 2)
	RSRP, dBm

Default value is -140.


	REL-8

	>>>> Threshx, high
	OP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSRP, dB


	REL-8

	>>>>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>>>>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB 
	REL-9

	>>>>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB
	REL-9

	>>GSM
	
	
	
	
	REL-8

	>>>NCC permitted
	MD
	
	Bit string (8) {NCC 0 to 7}
	Bitmap indicating NCC values; 
reselection of GERAN cells is permitted when the corresponding NCC bit = "1". Default is “11111111”
	

	>>>Frequency List
	MP
	1 to < maxCellMeas>
	
	
	REL-8

	>>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-8

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023) 
	[45]
	REL-8

	>>>>QrxlevminGSM
	MD
	
	Integer (-115..-56 by step of 2)
	GSM RSSI, dBm

Default value is -115.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	E-UTRA detection
	OP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8
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